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Research to understand the mechanisms of wear within the main components of three 
different micro-CHP scroll expander systems was conducted. This was performed in order to 
identify the possible tribo-mechanical effects (abrasion, adhesion, cavitation, fatigue) which 
occur on the substrate of these components during the operation of the scroll which can 
seriously affect the lifecycle of the micro-CHP unit.  
 
Three-dimensional interferometer, surface scanning and scanning electron microscopy (SEM) 
were used for surface analyses. The critical components for durability were identified on the 
tip seal and the steel plate of the scroll expander. Abrasive wear derived from a two-body 
contact on the interface of the tip seal and the steel plate. Three-body wear was found across 
the steel plate of the scroll. Finally, cavitation pits were revealed. Interestingly, cavitation was 
generated by the increment of pressure. It was found that sufficiently high pressure can 
liquefy instantaneously part of the refrigerant close to the bottom boundary, creating 
conditions for the generation of cavitation bubbles within the liquefied refrigerant. This 
finding resolves the puzzle of how the refrigerant which enters the scroll in gas phase 
produces cavitation. The wear mechanisms identified can significantly reduce the 
performance of the scroll.  
 
Specimens made from the steel plate (high carbon steel) and the tip seal (high performance 
reinforced fluoroelastomer) of the scroll expander were used for bench tests. The parts were 
used to perform sliding tribological tests using a special purpose-built modified micro-friction 
machine TE 57 in order to clearly identify the sliding wear and friction mechanisms. These 
tests were performed under a specific load and lubrication regime. The experimental 
conditions were adjusted to those of the industrial applications. 
 
Furthermore an experimental study using an ultrasonic transducer (submerged into the fluids) 
was utilised to produce cavitation bubbles. Using high-speed camera techniques the bubbles 
were observed within the working fluids. A thorough investigation of the dynamic behaviour 
of the bubbles and their cavitation mechanisms was conducted using the two scroll fluids 
(lubricant/refrigerant). The experimental results were effectively correlated with the 
computational ones. Additionally, the impact of the scroll fluid cavities across the surface of 
various commercial steel grades, including the actual steel plate of the scroll, was determined. 
Finally, their cavitation performance and durability, over a prolonged period of time was 
investigated.  
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1 CHAPTER : INTRODUCTION 
1.1 Background to Research 
 
Micro-generation is the generation of electrical and thermal energy by small domestic 
appliances with very low or even zero carbon emissions. The micro-generation technology 
can deliver the most cost-effective energy savings and carbon savings. Micro-generation 
encompasses everything from Combined Heat and Power (CHP) units, to biomass stoves, 
roof mounted wind turbines and small solar panels which allow consumers to generate their 
own heat and electricity. The effective coverage of the domestic sector energy needs, the 
working efficiency, the energy savings and the potential prospects of these kinds of systems 
can be found in the recent work of Tzanakis [1]. Furthermore, the extensive use of micro-
generation systems in an urban environment in combination with the world’s first climate 
legislation (2009) by the UK government to reduce its emissions by 80 per cent by 2050 
could constitute the framework for the successor to Kyoto which ends in 2012. 
 
Combined Heat and Power (CHP) is an efficient way to generate electricity and heat 
simultaneously. CHP systems are a form of distributed generation that use internal or external 
combustion engines to generate electricity while recovering heat for other uses. The benefit of 
these technologies is their ability to utilize sustainable fuels which makes them 
environmentally friendly [2-4]. 
 
There are 5 main types of CHP technologies: reciprocating engines, micro-turbines, Stirling 
engines, fuel cells and the Organic Rankine Cycle (ORC). These efficient systems recover 
heat that normally would be wasted in an electricity generator, and save the fuel that would 
otherwise be used to produce heat or steam in a separate unit. The significant benefit of these 
systems is that the overall efficiency can be as much as 85-90%. Around 10-15% is converted 
into electricity while the rest is converted into thermal, except 5-10% which is released into 
the atmosphere by exhausts. By contrast, conventional generation of electric power throws 
away much of the heat generated in production, and conventional thermal energy generation 
often misses an easy opportunity to generate power.  Thus CHP technology can be considered 
as the most efficient way to produce energy [2], [4-5].  
 
For this research a specific type of CHP technology is used. The innovative micro-CHP 
system which was assessed in this project is called Genlec. This is a small domestic CHP unit 
which is assembled and distributed from the Energetix Micropower Group Ltd. The 
innovation is that the micro-CHP system’s scroll actually functions as an expander, instead of 
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the classic compressor unit, producing electricity with simultaneous production of heat and 
hot water. In addition, the operation of the whole system is based on the Organic Rankine 
Cycle. In such a system the working fluid is an organic component, better adapted than water 
to lower heat source temperatures. It is friendly to the environment and thus contributes to the 
combat against the climate changes.  
 
Since the scroll expander used in an ORC system was patented in 2003, by Energetix 
Micropower Limited, not a lot of work has been done regarding the design and the durability 
of the main components of the scroll during the last few years. Only a small number of papers 
have dealt with the operation of the scroll expander in an ORC system. The papers have 
mainly focused on the performance and the efficiency of the scroll expander rather than 
looking at the tribological aspects of the scroll’s critical components during its operational 
period.  
 
More specifically, Tzanakis et al [6] in a recent publication has thoroughly investigated the 
surface wear damage of a scroll expander system. Eventually the tribological wear 
mechanisms were revealed and the critical components for durability were identified.  
Furthermore, Kim et al [7] in a recent study showed that in a two-stage compression CO2 
trans-critical cycle by the application of a combined scroll expander-compressor unit, the 
efficiency of the scroll expander cannot be seriously affected by the pressure changes. The 
efficiency of the unit was calculated to be at 54.4%, with a radial and flank clearance around 
8 µm. In addition he suggested that the efficiency of the expander could be increased by 
reducing the expansion chamber area. This can be achieved with the increase of the wrap 
height of the scroll. This outcome is in direct correlation with the nature of the project since 
scrolls with different heights were used and interesting tribological observations were drawn. 
 
Moreover, Lemort et al [8] studied the performance of a scroll expander in an ORC. He tried 
to alter the design of the scroll expander in order to achieve better performances. The scroll 
achieved a maximum isentropic effectiveness of 68%. However the pressure drop in the 
suction area was the main drawback in the scroll’s performance associated with two 
phenomena. Firstly, the suction port was blocked by the tip of the orbiting scroll. The 
effective suction port area was further reduced leading to attenuation of the overall pressure. 
Secondly, the tip seal was not extended to the end of the scrolls. Hence the fluid’s velocity 
between the central and the adjacent chambers increased. Consequently, the supply pressure 
dropped. The drop in pressure caused by the abovementioned phenomena is in correlation 
with the outcomes of this study since it can enhance the generation of cavitation producing 
excessive wear damage in the suction area of the scroll expander. 
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Additionally, Quoilin et al [9] proposed a simulation model of an ORC system in order to 
optimize the operating conditions and the components of the cycle. A combination of the 
mass flow rate (at 0.9 kg/sec) and the rotational speed (at 2300 rev/min) optimizes the overall 
performance of the scroll expander. Initially, the maximum expander isentropic effectiveness 
was 68% corresponding to a maximum cycle efficiency of 7.4%. He managed to increase the 
efficiency to 9.9% by changing the working conditions (mass flow rate and rotational speed) 
of the system. The study was carried out with HCFC-123 refrigerant as a working fluid. In a 
similar study Kane et al reached a net efficiency of 12% [10]. Finally, Yanagisawa et al [11] 
carried out an experimental study on an oil-free air expander achieving a volumetric and 
isentropic effectiveness of 76% and 60% respectively. Aoun and Clodic [12] investigated the 
same expander operating with steam, improving its volumetric efficiency using a high 
performance fluoroelastomer tip seal (like in the actual scroll of this study). They managed to 
achieve a volumetric and isentropic effectiveness of 63% and 48% respectively. 
 
Apart from these studies the majority of the researchers mainly focused on the operation of a 
scroll as a compressor [13-17]. Some of the outcomes of these studies, from a tribological 
point of view, can be applied in the operation of a scroll expander. The wear and friction 
mechanisms between the critical components of the scroll are similar for both systems. 
However, the determinant is that in the high pressure region of the expander, at the suction 
port, cavitation phenomena can be generated while the drop of pressure can seriously affect 
the performance of the scroll.  
 
The aforementioned operational problems are caused by the reverse operation of the scroll 
compressor as an expander. However, this reverse motion has one particular advantage. If the 
scroll is rotated in the opposite direction by high pressure gas, the energy from the expansion 
process (high pressure to low pressure) is converted into electrical energy by turning a 
generator. Furthermore ORC is used, having a very low environmental impact in relation to 
the main parameters of the environmental policy, the ozone depletion potential (ODP) and the 
global warming potential (GWP). 
1.2 Aims of the Project 
 
This research aims to investigate in depth, the implications of the main tribological 
mechanisms within the performance and the durability of a scroll expander system during its 
operational period. The critical components for durability were identified on the tip seal and 
on the steel plate of the scroll expander. The outcomes from this research could possibly 
improve the sustainable design of the scroll expander systems. 
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The tribological friction and wear mechanisms of the reinforced tip seal made of high 
performance fluoroelastomer against the steel plate made of high carbon steel under a specific 
lubrication regime, were examined. This included testing under dry and lubricated conditions 
using a novel micro-friction test rig. Furthermore an oil analysis of the testing lubricant was 
performed to investigate particle contamination and to evaluate the lubricant performance 
under various temperature regimes.  
 
In addition, the cavitation mechanisms in the suction region of the scroll were revealed and 
assessed from a tribological point of view. This involved ultrasonic cavitation tests within 
refrigerant/lubricant fluids, hardness tests on the surface of the testing materials and 
photographic observations of the imposing mechanism of the cavitation bubbles near to a 
solid boundary (steel plate) with the use of a high speed camera. 
 
1.3 Objectives of the Project 
 
The main objectives of this study are presented below: 
• To identify the wear mechanisms of the main interacting parts of the scroll 
expander during its operation. 
• To understand the tribological friction and wear mechanisms, of the high carbon 
steel plate against the high performance fluoroelastomer tip seal, in both dry and 
lubricated environment, under specific temperature, velocity and load conditions 
using the TE 57 micro-friction machine. 
• To determine the friction force, the friction coefficient, the wear rate, the time related 
depth wear rate and the roughness of the steel plate over the tip seal under a specific 
lubrication regime. 
• To evaluate the performance of the specific synthetic lubricant used in the 
experiments and to identify its chemical composition after completion of the tests. 
• To design an appropriate experimental cavitation test rig capable of operating against 
a high speed camera and measure the size, the velocity and the pressure impact 
of lubricant, refrigerant and water bubbles during their implosion process. 
• To measure the cavitation erosion rate, the volume loss, the strain energy and the 
hardness of different steel grades in order to compare their performances with the 







The project reveals the main damaging mechanisms of the scroll expander during its 
operation in a small combined heat and power system.  
 
The specific study is focused on the durability of the main components of the scroll system 
over an extended period of time.  The main operating target of the scroll expander is to reach 
the maximum service time limit. This is set by the Energetix Group Ltd to be 30,000 hours of 
continuous operation without changing or replacing the main parts of the micro-CHP system. 
The durability improvement of these systems can significantly reduce indirectly the level of 
greenhouse gases in the atmosphere, since the system's lifecycle will be increased and the 
amount of the after-system-usage wastes will be drastically reduced. Considering the fact 
that the scroll expander and compressor CHP systems, including the air conditioning scroll 
compressor and expander systems, have a mass-market appeal nowadays, their lifecycle 
extension is thought to be more essential than ever. 
 
Additionally, the critical components of the studied scroll were subjected to friction, wear and 
cavitation tests while a comparison of their tribological behaviour with similar materials of a 
similar or a lower market cost was conducted.  The project will enhance the product design of 
the scroll expander, investigating the durability and the performance of the micro-CHP 
system, providing beneficial outcomes and financial and future environmental prospects, to 
Energetix Group Ltd.  
 
1.5 Contribution to knowledge 
 
The contribution of this project to knowledge is summarised within the following paragraphs. 
 
The wear mechanisms which are seriously affecting the durability and the service life of the 
scroll expander were successfully interpreted. Two-body and three-body wear mechanisms 
were revealed, while cavitation is seen to play an important role by simultaneously increasing 
the wear rate and reducing the efficiency of the scroll.  
 
Characteristically, in the suction area, where the expansion of the working fluid takes place, 
many clusters of cavitation pits were found and a hypothesis was made correlating the pits 
with the design and the operational environment of the scroll. The major source of cavity 
generation within the scroll was successfully revealed. Consequently, the cavitation erosion 
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mechanisms were determined. This was the first time research had focused on the generation 
and the interpretation of the cavitation phenomena in that specific area of a scroll expander. 
 
Experiments close to the real operation conditions of the scroll have been carried out, 
revealing the excellent performance of reinforced fluoroelastomer against high carbon steel 
over a prolonged period of time.  The pressure velocity graphs showed that the increment of 
the velocity or the reduction of the applied load can significantly increase the friction 
coefficient and the specific wear rate of the rubbing materials. Furthermore, with the 
increment of the applied load, the friction coefficient is proportionally reduced. Apparently, 
the sliding speed influence is much higher than that of the applied pressure. 
 
In terms of cavitation, several tests were performed using the actual working fluids of the 
scroll expander. A remarkable performance of the refrigerant bubbles was observed during 
the cavitation process. The impact mechanism of the refrigerant bubble was considered to be 
very low. On the other hand lubrication bubbles were measured to have the highest impact 
mechanisms among the tested fluids. However a lubrication film thickness which was 
observed across the boundary wall can significantly reduce the actual damage by the lubricant 
bubbles’ implosion.  
 
Finally, the typical chromium steel, among various tested steel samples, was found to have 
the best performance against cavitation impact over different time steps. Even during the 
incubation period of the pits, chromium steel exhibited better performance compared to the 
other materials. Its excellent performance was also revealed when the actual working fluids of 
the scroll were used. 
 
1.6 Outline of the Project 
 
This thesis is organised into seven chapters as follows: 
 
• Chapter 1 presents the general background of the research and the significance of the 
project. The contribution to knowledge is also briefly described. 
 
• Chapter 2 is concerned with the literature review, emphasising similar work carried 
out by other researchers. Their outcomes were successfully associated with the ones 
of this project.  
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• Chapter 3 is devoted to the thorough surface investigation of the wear mechanisms of 
the scroll, after the end of its service period, as a main part of an experimental small 
domestic CHP system. The wear mechanisms were successfully interpreted while 
cavitation clusters were found in the suction port area. A simple finite element 
analysis (FEA) was conducted in order to indentify the primary cause which 
generates the cavitation phenomenon. 
 
• Chapter 4 elaborates on the design of both test rigs including the analytical 
methodology and the samples preparation. Additionally, it describes the experimental 
equipment used in this study e.g the Optical Emission Spectrometry (OES), the Oil 
Analysis Spectrometer (OAS), the High Speed Camera, the Surface Analysis 
Microscopes (SEM, ZYGO, Optical) etc. 
 
• Chapter 5 evaluates the experimental results of the wear and friction tests. The 
friction force, the friction coefficient, the wear volume rate and the wear volume loss 
were presented in correlation to other testing attributes like time, applied load and 
sliding velocity. Extensive discussion supports this chapter. 
 
• Chapter 6 determines the erosion resistance of various steel types against cavitation 
erosion damage over a prolonged period of time. The volume loss, the roughness and 
the hardness were some of the parameters evaluated. In addition, cavitation pits were 
analysed during their incubation stage and compared in different fluid environments. 
Extensive discussion supports this chapter. 
 
• Chapter 7 concludes the researcher’s work and identifies new routes for further 











2 CHAPTER  : LITERATURE REVIEW 
2.1  Refrigerants 
The use of refrigerants goes back to ancient times using stored ice, vapourization of water and 
other evapourative processes [18]. During the last two centuries extensive research was 
conducted on refrigerants and four distinctive generation eras can be defined, see figure 1.  
The first generation era made use of familiar solvents and other volatile fluids including 
whatever worked and was available. This method lasted for about a century. The second 
generation era was between 1931 to 1990 which was distinguished by a shift to 
fluorochemicals for safety and durability. Thomas Migley [19-20] with his extensive work 
was the forerunner for the commercial production of Chlorofluorocarbon (CFCs) and Hydro 
chlorofluorocarbon (HCFCs) refrigerants like R12 and R22.  
 
Source: page 1124, [21] 
Figure 1: The progression of refrigerants from their advent through four generations 
 
The third generation era started in the early 1990’s and continues to the present day. 
Manufacturers commercialized the first alternative refrigerants in late 1989 and within 10 
years the new generation of refrigerants, the Hydrofluorocarbon (HFCs), were introduced. 
HFCs eliminated the Ozone Depletion Substances (ODS) since they do not contain chlorine 
atoms. In addition HFCs comply with the provisions of the international regulations (i.e. The 
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Vienna Convention and the Montreal Protocol concerning ozone-depleting substances) and 
national laws and regulations on replacements for most ozone depleting refrigerants. Finally 
the fourth generation era of refrigerants starts from 2010 and focuses on the global warming 
potential (GWP). This era is driven by the scientific findings, regulatory requirements and 
market pressures of the last decades. The governing selection criteria for the new generation 
refrigerants must offer high efficiency to address low GWP [21-22]. 
 
Source: page 12, [23] 
Figure 2: Cycle efficiency versus temperature @ 75% turbine isentropic efficiency 
 
A refrigerant can be considered as an efficient organic working fluid like the one that is used 
for this project if it has a lower boiling temperature point and also if it is compatible with 
standard air conditioning and refrigeration equipment. Moreover organic fluids have more 
advantages than water and their energy efficiencies are superior (figure 2) in comparison to 
that of water. Nowadays, the majority of the scrolls are using organic working fluids for their 
operation. The reason is that the organic fluids operate at temperatures and pressures suitable 
for typical refrigeration equipment. They condense at central heating temperatures greater 
than atmospheric pressure while they are non-corrosive and compatible with suitable 
lubricants [24]. Thus the optimum selection of an environmentally-friendly and energy-
efficient refrigerant can significantly enhance the performance and the lifecycle of many 
domestic appliances like the micro-CHP systems. 
2.1.1 Organic Rankine Cycle (ORC) 
 
The ORC is similar to the cycle of a conventional steam turbine, except for the fluid that 
drives the turbine, which is a high molecular mass organic fluid. The process should have a 
high thermal efficiency and allow a high utilization of the available heat resources. The 
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selected working fluids allow efficient low temperature heat sources to produce electricity in 
a wide range of power outputs (up to 3 MW electric power per unit) [25-27]. 
 
Moreover there are 3 basic types of an organic rankine cycle distinguished by the type of fluid 
which is employed (figure 3). The saturation curve in a T-s diagram can be a positive, 
negative or vertical slope. A dry fluid has a positive slope like an iso-pentane thermodynamic 
cycle, a wet fluid has a negative slope like R22, while an isentropic fluid has infinitely large 
slopes like R11 refrigerant. Dry and isentropic fluids show better thermal efficiencies because 
they do not condense after the fluid goes through the turbine as opposed to wet fluids that 
produce condensates within the turbine. The saturated fluid inside the scroll is not optimal 




Source: page 14 [29] 
Figure 3: Different ORC A) Wet B) Isentropic C) Dry 
 
In this project a high molecular organic working fluid was used as a refrigerant with a dry 
slope during the operation of the scroll expander due to its absolute compatibility with the 







2.1.2 Refrigeration Lubricants 
 
Refrigeration lubricants are very different from other industrial lubricants in terms of their 
required properties because they are usually used in scroll compressors or expanders for a 
very long time of period without any replacement or refilling [30]. 
 
Specifically, a refrigeration lubricant must perform several functions for effective and reliable 
operation of the refrigeration system. The lubricant must act effectively to protect the metal 
surfaces of the scroll expander with a suitable lubrication film thickness, preventing any 
excessive wear. The lubricant, apart from lubricating the mechanical system, cools the 
expander mechanism preventing any excessive heat generation, seals the expander’s 
components and dampens the noise. In addition, an appropriate miscibility and mutual 
solubility with the refrigerant gas must be ensured, preventing oil starvation and potential 
breakdown in the scroll expander [31-32]. 
 
In a refrigeration cycle, some lubricant escapes from the expander discharge area and finds its 
way into the refrigeration cycle even with the efficient oil separator installed. If this oil is 
miscible with the refrigerant over the various temperatures and pressures in the refrigeration 
cycle it will return to the expander. Poor miscibility can result in a phase separation during the 
cycle which in turn can cause serious problems such as accumulation of oil on the inside of 
the heat exchanger tubes, reducing the heat transfer, the thermal conductivity and the overall 
performance of the CHP system [33].  
 
On the topic of professional writing and referencing Sunami M (1999, p 991) states: ‘The 
advantage of good solubility is that the refrigerant reduces the viscosity and surface tension of 
the oil in the heat exchangers and pipelines. The disadvantage is that the refrigerant reduces 
the viscosity of the oil in the compressor. Ideally the refrigerant should be less soluble with 
the oil at high temperature and more soluble at low temperature. In addition, the oil must 




A lubricant is any substance that reduces friction, providing a smooth running and a 
satisfactory service life for the critical components of a lubricated system. Lubricating oils are 
mixtures usually derived from petroleum and additives. When the lubricant is required to 
provide quality lubrication these additives improve its performance. Parameters to be 
considered include: its viscosity under temperature, its density, its acidity level, its miscibility 
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with refrigerants, its vapour pressure and its lubrication performance altered by the 
contaminated particles. Some of these lubrication parameters, regarding the tested oil used in 
this study, will be analysed in a later paragraph (5.6) [34-37]. 
 
The lubrication regimes have been divided into the four following categories: 
 
1. Hydrodynamic lubrication (HL): Hydrodynamic lubrication is characterised by 
conformal surfaces. When the elastic deformation of the solid bodies is similar in 
extent to the thickness of the lubricant film, HL occurs. The lubricating film is thick 
enough to prevent the opposing solids from coming into contact. Friction arises only 
from the shearing of the viscous lubricant. The pressures are low usually less than 5 
MPa so the pressure-viscosity effects are small. 
 
2. Elastohydrodynamic lubrication (EHL): Elastohydronamic lubrication can be defined 
as the study of lubricating films between elastically deformable solids and is usually 
characterised by non conformal surfaces. EHL occurs as pressure or load increases to 
a level where the viscosity of the lubricant provides higher shear strength than the 
surfaces can support. If the contact pressure exceeds the elastic limit of the surfaces, 
plastic deformation and increasing friction occurs. The EHL regime can be 
distinguished as having two different modes, the hard and the soft mode. 
 
Hard EHL is characterised by metallic surfaces. Asperity contact occurs according to 
the prevailing loads. The pressures are quite high between 0.5 and 3 GPa. Under these 
pressures the viscosity of the lubricant is greatly increased and it will behave much 
more like a solid than a liquid within the contact zone.  
 
Soft EHL is characterised by surfaces made of elastomeric materials, like 
fluoroelastomer, with large elastic distortions even for light loads. Moreover the 
viscosity within the conjunction varies little with pressure because the pressures are 
relatively low and the elastic effect predominates.  
 
3. Boundary lubrication: Boundary lubrication is characterised by asperity contact. The 
fluid film effects are negligible and the contact lubrication mechanism is governed by 
the chemical and physical properties of thin surface films of molecular proportions. 
The surface films vary in thickness from 1 to 10 nm, depending on the molecular size. 
The frictional characteristics are determined by the properties of the solids and the 
lubricant film at the common interfaces. 
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4. Mixed lubrication: Mixed or partial lubrication is governed by a mixture of boundary 
and fluid film effects. Interaction takes place with one or more molecular layers of 
boundary-lubricated films. A partial fluid film lubrication action develops in the bulk 
of the space between solids. The film thickness is less than 1000 nm and greater than 




Source: Magazine of machinery lubrication [38] 
Figure 4: Stribeck’s curve determines the coefficient of friction to the product value µV/W
 
 
The aforementioned lubrication regimes can be distinguished by Stribeck’s curve as figure 4 
illustrates. Stribeck’s curve has been widely used in the field of design and lubrication 
explaining various types of lubricant behaviour. Stribeck’s curve illustrates the behaviour of 
friction coefficient as a function of the Sommerfield number S=nV/W, where n is the dynamic 
viscosity of the lubricant, V is the relative velocity of the opposing surfaces and W is the 
applied load.   
 
The first lubrication phase is the boundary lubrication where the film thickness is lower than 
the average roughness height of the rubbing surfaces. The second phase involves the mixed 
lubrication regime where a discontinuous film thickness is formed. When the lubrication film 
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thickness completely separates the surfaces the minimum friction coefficient value is 
observed. Beyond that minimum point in the curve, the friction coefficient starts rising again 
due to viscous friction within the lubricant and the elastohydrodynamic lubrication regime is 
observed.  From then on the tribological parameters of the lubricant determine the tribological 
behaviour of the system and the hydrodynamic lubrication domain prevails. 
2.2.1 Film Thickness 
 
A very important parameter to evaluate the EHL regime between two contiguous surfaces 
which distort elastically under the hydrodynamic pressure is the minimum film thickness 
(hmin). Several useful empirical expressions have been presented over the years. Dowson and 
Higginson [39] were derived with an expression (equation 1) for line contacts for two rolling 








=          (1) 
 
However, the most famous equation for general elliptical contacts is the Hamrock and 










= −        (2) 
 






 is the dimensionless minimum oil film thickness 
G Eα=  is the dimensionless material parameter 





=  is the dimensionless speed parameter 
wW
ERL
=  is the dimensionless load parameter 
 
Where hmin is the minimum lubricant film thickness in mm, α is the pressure viscosity 
coefficient in GPa-1, Rx is the combined or reduced radius of contact solids in mm, E is the 
reduced elastic modules in GPa, µ0 is the lubricant viscosity at atmospheric pressure in Pa.s, u 
is the average surface speed of the contacting solids in mm/s, w is the total load between the 
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mating surfaces in N, L is the contact width in mm and κ is the ration of contact dimensions 
perpendicular to and parallel to the direction of motion [41]. 
 







ε ε − −
= + 
 
        (3) 
 
Where E1 and E2 are the elastic modulus of the two contacting solids respectively in MPa and 
ε1 and ε2 are the Poisson’s ratio of the contacting solids. 
 





= +           (4) 
 
Where R1 and R2 are the radii of the contacting solids respectively. 
 
In addition one parameter for portraying various lubrication regimes is called the specific film 
thickness or lamda ratio λ. The lamda ratio shows to which extent the asperity interactions 
will be in lubricated sliding. For λ>3 a full fluid film separates the two surfaces, the asperities 
of the surfaces do come into contact and the friction and wear are very low. If λ<1 then 
serious damage such as scuffing on the surface of the material occurs. This is applied in 
extremely high loads or low sliding speeds. Finally if λ is between 1 and 3, 1< λ<3, contact 
between asperities occurs. The value of λ is determined by the minimum lubricant film 






=           (5) 
Where σ΄ which is the roughness of the two surfaces is defined by equation 6. 
 
2 2 2
1 2' q qR Rσ = +           (6) 
 
Where Rq1 and Rq2 are the route mean square (RMS) roughness parameters for each surface 
respectively in µm [42]. 
 16
The RMS is the average of the measured height distributions taken within the evaluation 
length or area and measured from the mean linear surface. The RMS is defined as follows 




1 ( )LqR z x dxL= ∫          (7) 
 
In addition, Ra is the average roughness of all points from a plane fit to the test part surface 
for a given profile of length L. The Ra is the most common roughness parameter which is 





R z x dx
L
= ∫          (8) 
 
where L is the length area of the sample surface in µm and z is the is the average value of the 
asperities height in µm. 
2.2.2 Lubrication of compressors  
 
Refrigeration oils are lubricants for the compressors and their main purpose is lubrication. 
According to Jonson U (1998, p 12) ’The role of lubricants in refrigeration compressors is to 
reduce friction that prevents wear and also to act as a seal between high and low pressure 
sides of the compressor. In the rest of the system, however, the presence of lubricants acts as 
a contaminant which reduces the system efficiency’. Large heavy duty compressors and 
expanders are lubricated in the hydrodynamic lubrication range (HDL). A typical Stribeck 
curve shows the lubrication regime of various machine types, see figure 5 [43]. 
 
On the topic of professional writing and referencing Sunami M (1999, p 992) states: ‘Small 
reciprocating compressors are operated in HDL and EHL areas. Lubricants with lower 
viscosities have lower friction coefficient numbers and provide lower energy consumption. 
Rotary compressors work under boundary and extreme pressure lubrication conditions. 
Moreover for scroll compressors with a lubricant performance in a pressurised refrigerant 
environment a reduction in film-forming capability was observed as the environment 
increases. The study of the wear performance also showed that combinations of lubricant and 
refrigerant with lower viscosities are subject to more severe conditions and even boundary 
lubrication’. Effects such as the reduction of lubricant viscosity with refrigerant solubility and 




Figure 5: Stribeck’s curve for each type of machine 
2.2.3 Viscosity 
 
In fluid film lubrication the most important physical property of a lubricant is its viscosity. 
The viscosity of a fluid is associated with its resistance to flow. Particularly, at nano-scale 
viscosity is determined by the resistance arising from intermolecular forces and internal 
friction as the molecules move past each other. Figure 6 shows a thin plate travelling through 
a viscous fluid and the drag force (or shear force) resisting its motion. 
 
 
Source: (XL170 user manual p 44) 
Figure 6: Schematic explanation of dynamic viscosity 
 
The resistance, or the drag force, can be described as a function of viscosity, surface area and 
the velocity divided by distance. The expression for velocity divided by distance is commonly 
used throughout viscosity measurement and is called the velocity gradient or shear rate. The 
expression for the drag force divided by surface area is called shear stress. Thus, the viscosity 
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of a liquid can be expressed with the help of the shear stress that is developed in a liquid when 
it is continuously moving at a specific velocity [46]. 
 
Thus the definitive expression relating shear stress and shear rate, which was first described 




τ µγ µ= <=> =         (9)
   
Where τ is the shear which is applied on the molecules of the working fluid, Fd is the drag 
force opposed to the movement of the plate, A is the surface area of the thin plate, du/dy is the 
velocity gradient which is developed in the fluid and µ is called absolute viscosity or dynamic 
viscosity. 
 
The SI unit of viscosity is the Pascal second [Pa·s] 
The ratio of absolute viscosity to the fluid density is called kinematic viscosity and is 




ν =            (10)
   
Where ν is the kinematic viscosity in m2/sec and ρ is the density of the fluid in kg/m3. 
2.3 Polymers/Elastomers 
 
Polymer is derived from the Greek word poly (many) mer-i (parts). Polymer consists of long-
chain organic molecules linked at various points by strong chemical bonds, mainly covalent 
bonds.  
 
Elastomers are the most common type of polymers found in many everyday applications 
(tyres, seals, adhesives). Their main property is elasticity. The module of elasticity increases 
with the number of cross-linked bonds. The cross linked bonds are mainly within the bulk 
material. When the material is strained, the molecules untangle and align in the direction of 
strain. Visco-elasticity is caused by relative movement between the polymer molecules and 
the mechanism of strain accommodation which results in a very low elastic modulus while a 
comparatively high tensile strength is maintained. Visco-elasticity determines the important 
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sealing function whereas tribology governs the durability of the seal components. These 
principles are applied in the scroll expander system of this project [47]. 
 
Additionally, due to these mechanical properties, the mechanics of asperity contact for 
elastomers are radically different from the prevailing patterns of behaviour for most other 
materials. The elastomer surface consists of saturated hydrocarbon groups connected with 
weak Van der Waals bonds, enhancing ductility. The Van der Waals forces provide a 
significant component of frictional resistance for elastomers such as rubber and 
fluoroelastomer [47-48]. 
 
Fluoroelastomer is a visco-elastic material and its friction and wear behaviour are governed 
by visco-elastic properties. Fluoroelastomers can provide a unique combination of low 
friction coefficients and low wear rates. They are expensive compounds to produce and they 
have serious limitations in elevated temperatures because of their tendency to creep. 
Restrictions on wear resistance, strength and thermal conductivity, can be overcome 
efficiently adding suitable reinforcements and fillers in the appropriate amount and 
combination in the matrix of the elastomers [49]. 
2.3.1 Reinforced Polymers 
 
Reinforced polymers or polymer composites are a distinct category of polymer materials. 
They appear to have excellent resistance to adhesion and to abrasion wear mechanisms. Thus 
reinforced polymers are extensively used in demanding engineering applications like in 
aerospace and in chemical industries, where they are subjected to surface damage. 
 
Reinforced polymers can alter their tribological properties using a variety of special fillers. 
The nature of the fillers determines the quality and the effectiveness of the polymers. The 
fillers are usually inorganic particles (CaF2, ZnF2) or ceramic particles (Al2O3, TiO2, SiC), the 
size of a few microns. They are introduced into different polymer matrices (PEEK, PTFE) 
incorporated with the bulk material. Many experiments have shown that reinforced polymers 
can provide substantially low frictional coefficient and wear rates. However, the poor thermal 
stability and the low melting points of the bulk material in correlation with high contact loads 
and friction velocities which the polymers are exposed to in various mechanical applications, 




2.4 Friction Theory 
 
Friction is a force that resists sliding. It is described in terms of a coefficient, and is almost 
always assumed to be constant and specific to each material (using standard tests and is 
dependent on two surfaces in contact). According to the ASTM Standard G-40-93 friction 
force is the resisting force tangential to the interface between two bodies when, under the 
action of an external force, one body moves or tends to move relative to the other. Friction 
coefficient is the ratio of the force resisting tangential motion between two bodies to the 
normal force pressing those bodies together. These simple concepts obscure the causes of 
many problems in sliding systems.  
 
In general friction force can be determined by the following equation 11. 
 
F W µ= ×           (11)
      
Where µ is the coefficient of friction and W is the applied load. In other words friction force 
is proportional to the normal load. Moreover it is independent of the apparent area of contact 
and the sliding velocity [51-52]. 
2.4.1 Friction Force 
 
When two surfaces are brought together the asperities will deform locally and frictional force 
arises. With metallic materials, the friction force is the sum of two other forces: the adhesive 
(Fadh) and the ploughing (Fpl), see equation 12. The adhesive derives from the shearing of the 
metallic junctions in the counterface of the rubbing materials. The ploughing is developed 
when the asperities of the harder material embedded across the surface of the softer material 
generate ploughing wear scars [53]. 
 
adh plF F F= +           (12) 
 
In the case of polymers, the sliding against a relatively smooth rigid counterface sufficiently 
changes the friction force. Elastic contact is much more likely to be formed than plastic since 
the value of E/H in equation 13 of the plasticity index ψ, drops down significantly. The value 
E/H of polymers is typically one tenth of that of metals. Generally, for values of the plasticity 
index ψ less than 0.6 or so, asperity deformation remains primarily in the elastic region. As 
the contact increases, the plasticity increases, with plastic deformation becoming dominant 






σψ   =   
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         (13) 
 
Where E is the Young Modules (MPa) of the material, H is its hardness (N/mm2), r is the 
asperity radius (mm) and σ* is the standard deviation of asperity heights (mm). The term σ/r 
approximates to the mean asperity slope. 
 
For polymer contact the term of ploughing is substituted by the hysteresis effect. Thus the 
frictional force F is the sum of two other forces, the adhesion and the deformation force or 
hysteresis, as presented by equation 14. 
 
adh defF F F= +          (14) 
 
For a reinforced polymer during its contact against a rigid material surface e.g. steel, the 
ploughing component has to be taken into consideration. Micro-ploughing wear marks can be 
found across the surface of both materials. Thus the frictional force can be determined as the 
sum of the adhesion, the deformation and the ploughing force (equation 15). 
 
adh def plF F F F= + +           (15) 
2.4.2 Friction Coefficient (Dry Contact) 
 
Contact between a polymer and a metal is mainly elastic while their friction coefficients 
commonly vary from 0.1 to 0.5. Moreover polymers are viscoelastic materials which 
significantly affects their stress-strain rate performance. 
 
The coefficient of friction of a polymer surface against a hard surface in dry conditions can be 
expressed in terms of the contribution of adhesion and deformation (hysteresis) components. 
If the polymer consists of hard particle fillers (reinforced polymer), then in the overall 
coefficient of friction, the ploughing component has to be added (equation 16).  
 
overall adh def plµ µ µ µ= + +          (16) 
 
The adhesion component of friction is produced due to the flow of the sliding polymer over 
the rigid asperities of the counterface material and conforms to its contours. The deformation 
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component which derives from such a flowing action is called hysteresis which increases with 
the decrease in Young’s modulus of the polymer. The ploughing component depicts the 
plastic deformation in which a ridge of deformed material is pushed along ahead of the 
particle [54].  
 
In polymers and especially in the elastomers, during dry sliding conditions the major 
component of friction is due to adhesion at the interface between two contact surfaces. 
Formation of polymer films is detectable on the hard counterface.  Once the transfer film is 
formed, subsequent interaction between the film layer and a similar material is achieved, see 
figure 7 (D-E). Dividing the numerator and denominator in the definition for the friction 
coefficient by the true area of contact the adhesional component of friction according to 
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Where the shear yield stress τ of the polymer is defined by equation 18 below: 
 
0 Pτ τ α= +           (18) 
 
Where F is the friction force (N), W is the apply load (N), A is the real contact area (m2) τ is 
the shear yield stress of the polymer (N/m2), P is the hydrostatic pressure (Pa), τ0 is the shear 
stress dependence of pressure (N/m2) and α is the pressure coefficient which determines the 
change in the saturation shear yield stress with pressure [Appendix D, Table 15]. 
 
The adhesion mechanism is based on the layer shear model. The friction force is linearly 
related to the shear strength of the interfacial material. Moreover it is known from the 
pioneering work of Bridgman [56] that the yield stress of the polymer depends on the plastic 
flow stress of the material (hydrostatic pressure). Thus equation 17 shows that the coefficient 










         (19) 
 
The deformation component is opposed to the sliding body and is not so significant, 
particularly for the elastomers. The accumulation of the viscoelastic body ahead of the slider 
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is a manifestation of the hysteresis effect figure 7 (B-C). Thus the deformational component 
according to Moore is defined with the following formula (equation 19): 
 
Where M is the number of asperities, A the actual contact area (m2), Ed is the energy 
dissipated per asperity site (joules), λ is the mean sliding distance between sites (m) and p is 
the pressure on each asperity (N/ m2). In general for viscoelastic materials due to hysterises 
and deformation component the real contact area is not proportional to the applied load, but to 




Figure 7: The adhesion and the deformation mechanism generated during the sliding contact of 
an elastomer against a metallic surface. A) Initial position B,C) Deformation component D,E) 
Adhesion component 
 
Finally, the ploughing component in the case of the reinforced polymer contact, can 
significantly affect the overall friction coefficient during contact. The contribution of the 
ploughing component to the friction coefficient depends on the nature and the amount of the 
fillers in the bulk material of the polymer. Assuming that the ploughing scar is roughly 
conical in profile then the ploughing component can be defined with the following formula 







          (20) 
 






2.4.3 Friction Coefficient (Lubricated Contact) 
 
The concept of lubrication regimes is important, mainly for metal contact but also and for 
polymer contact. The lubricant decreases the frictional forces lowering the mechanical 
stresses and the wear mechanisms of the polymer surfaces. As will be discussed in a 
following paragraph (2.6), various comparisons of friction results have shown that the friction 
coefficient in a polymer contact can be reduced by 2 to 3 orders of magnitude with oil 
lubrication. In this study the difference was in the magnitude of approximately 2. 
 
The lubrication regimes can be considerably affected by the change in the applied load or the 
sliding speed of the rubbing samples. At low sliding velocities less than 0.01m/sec the friction 
coefficient remains at a high level and the regime can be determined as a boundary. The 
friction force is still governed by the contribution of the dry area. As the velocity increases 
mixed lubrication appears. The contact spots are replaced by entrapment of liquid and the 
friction force decreases. Finally at higher velocities the friction force is hardly affected by the 
sliding speed and the hydrodynamic effect is generated [59]. 
 
With the increase of the applied load the contact temperature between the two tested surfaces 
increases due to frictional heat resulting in two contrary effects on the friction coefficient. On 
the one hand the shear strength of the polymer decrease and thus the friction coefficient 
decreases. On the other hand, the elastic modules of the polymer decreases as the temperature 
rises resulting in an increase of the real contact area and thus of the friction coefficient. 
Generally, in an elastomer contact the first mechanism dominates, thus the friction coefficient 
is normally reduced [60]. Furthermore this can be better explained by the following formula 




µ ∝           (21) 
 
Where µ is the friction coefficient, n is the viscosity of the lubricating oil (Pa·s), u is the 
sliding velocity (m/sec) and P is the applied load (N/m2). Accordingly to that formula the 






2.5 Tribological Considerations 
 
Tribology is a compound word which derives from the Greek words ‘tribos’ and ‘logos’, 
meaning rubbing and word respectively. The word was first used in 1966 in Great Briain by 
H.P. Jost, chairman of a group of British lubrication engineers, to describe the scientific and 
technical domains focused on the study of friction, wear and lubrication phenomena. 
However the word tribology was foreign to many people even to some in science and 
engineering since the 1990’s [53]. 
 
The concept of friction and wear has concerned great scientists since the time of Aristotle 
(384-322 BC). Leonardo Da Vinci later formulated two empirical laws of friction. Da Vinci 
found that the friction force is proportional to the normal load and independent of the contact 
area. To these a third law was added by Coulomb in 1785 stating that friction force is 
independent to sliding velocity. However the real understanding of wear and friction 
mechanisms was only achieved with the great developments that followed the industrial 
revolution in the early 18th century. 
 
Nowadays tribology is a wide-ranging multi-disciplinary field of study and research 
investigating the lifecycle, the durability, the reliability and the efficiency, of every 
mechanical system which is manufactured around the globe. In addition, a recent review on 
the frontiers of fundamental tribological research emphasizes the concern over the 
environmental issues such as biodegradability in the development of tribo-materials in order 
that sustainability can be achieved [62]. 
2.5.1 Wear Theory 
 
When two surfaces come in contact they will suffer wear. Wear is defined as damage to a 
solid surface, generally involving progressive loss of material, due to relative motion between 
contacting surfaces. In general terms this is called sliding wear. Sliding wear can be 
lubricated when a type of lubricant interferes between these two surfaces or it can be dry 
when the surfaces of the materials that come in contact are sliding in air without lubricant.  
 
Sliding wear can sometimes be described as adhesive wear. In sliding wear there are several 
physical and chemical processes that are involved apart from adhesive wear. For example the 
presence of debris in sliding wear causes further abrasive wear. As a conclusion the 
boundaries between different types of wear are not always clear.  
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Moreover wear under sliding conditions depends on the distance of sliding, the sliding 
velocity which affects the rate of frictional energy dissipation and the temperature of the 
interface, the nominal contact pressure between the sliding surfaces, the linear dimensions of 
the specimens and the duration of the test. These are the most important factors which affect 
sliding wear but there are several other factors, like testing temperature, atmospheric 
composition, and orientation of apparatus, which must also be considered and monitored in 
wear testing [47], [63-64]. The most common types of wear, which are involved in this 
project, are the abrasive and the adhesive wear. 
2.5.1.1 Abrasive Wear 
 
Abrasive wear is a very common type of wear in materials. Abrasive wear is the most 
important among all the forms of wear because it contributes almost 63% of the total cost of 
wear [65]. The abrasive wear mechanism is basically the same as machining, grinding, 
polishing or lapping that is used for shaping materials. It arises when two interacting surfaces 
are in direct physical contact and one of them is significantly harder than the other. Under the 
action of a normal load, the asperities on the harder surface penetrate the softer surface thus 
producing plastic deformations. This type of wear can cause scratches, wear grooves and lead 
to material removal.  
 
Abrasive wear can take place as plastic flow, brittle fracture or as a combination of both. The 
abrasive wear process is traditionally divided into two groups, the two-body and the three-
body abrasive wear. In two-body abrasion the material is cut by fixed abrasive grains or 
protuberances sliding on its surface. Three-body abrasion is due to moving grains which are 
trapped between the two rubbing solid surfaces. If a trapped particle is significantly harder 
than the counter-face it will indent the surface causing plastic flow. If the particle is less than 
1.2 times the hardness of the surface, it will itself be blunted and not indent the counter-face. 
Otherwise if the particle is greater than 1.2 times the hardness of the surface it will indent the 
surface. Finally abrasive particles during the abrasion process spend about 10% of the time in 
sliding, while they spend about 90% of time in rolling [66-68]. The rolling mechanism was 
proved to be critical for the attenuation of the friction coefficient and the wear rates in the 
studied contact. 
2.5.1.2 Adhesive Wear 
 
It is widely accepted that adhesion at the interface between two contact surfaces plays a 
critical role in sliding resistance while it is also directly related with the visco-elastic 
properties of the polymers [69]. 
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Adhesive wear is the result of localized welding between the sliding surfaces of contact. 
Adhesive wear can be characterised by high wear rates and large unstable friction 
coefficients. In addition adhesion mechanisms can be determined by the appearance of 
junctions or micro-welds between the surfaces that are subjected to friction. If these junctions 
are weak, shear occurs at the interface of the rubbing surface and wear is negligible. 
However, when junctions are strong, the softer material is subjected to shearing, transferred 
onto the harder material surface. This very common mechanism occurs in steel/polymer 
contact [70]. In this study the wear was significant since shearing prevailed on the wear 
mechanisms and substantial amounts of detached particles were detected. 
 
For adhesive wear to occur it is necessary for the surfaces to be in intimate contact with each 
other. Surfaces which are held apart by lubricating films, oxide films etc. reduce the tendency 
for adhesion to occur. If the adhesive wear is the result of a breakdown of lubricated film 
separation the wear can be described as scuffing [42]. 
2.5.2 Wear of Polymers 
 
The wear of polymers is usually explained by the abrasive or adhesive mechanisms of wear. 
The resulting deformation in a polymer may be either plastic or elastic. In the first case the 
mechanism of wear can be termed abrasion or adhesion while in the second it is associated 
with fatigue.  
 
In particular, the abrasive wear process can be distinguished by four different mechanisms: 
micro-ploughing, micro-cutting, micro-cracking and micro-fatigue [71]. Adhesive wear is 
associated with the softening and melting of polymer which occurs near the interface leading 
to an initial reduction in the friction coefficient. The interfacial temperature which has risen 
during the contact, results in a frictional heat dissipation which can seriously affect the 
mechanical properties of the rubbing materials. Thus, a smaller amount of energy is required 
to shear the softer layer of polymer than to overcome the initial adhesion and ploughing 
forces when the surfaces are harder. However, the wear mechanisms of polymers depend on 
the experimental conditions and upon the polymer type [72]. In elastomers for example with 
low elastic modulus the contact deformation will be almost totally elastic and fatigue 
mechanisms will dominate. 
 
Elastomer and reinforced elastomer materials primarily fail due to two wear mechanisms, 
tearing and fatigue. Ultimately, these are not very distinct mechanisms because tearing or 
fracture is failure in the cycle of fatigue. In general, both forms of failure arise from high local 
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friction against the opposing surface (rough particles or smooth surfaces) relative to the 
strength of the elastomer.  
 
Tearing mechanism is immediately visible. It occurs when elastomer slides on rough and hard 
surfaces. The fatigue mechanism occurs when elastomer slides on smoother surfaces. 
Generally, over a prolonged period of time, if the hard sliding specimen against the elastomer 
is sharp, abrasion wear results in a tensile failure (fractures) and if it is blunt, adhesion wear 
results in a fatigue failure. However, polymers have a superior durability in contrast to other 
materials and metals because of their very high resistance to abrasion by blunt grits, and their 
inability to fracture grits to produce fresh sharp edges [73-74]. In this study since the steel 
surface is very smooth, fatigue dominates on the matrix of the bulk elastomer material.  
 
Finally, within the elastomer materials there is a further mechanism of wear occurring during 
abrasion which involves molecular degradation. Elastomers sustain very large strains during 
abrasion and this can cause chain-scission of the polymer molecules inside the rubber. The 
broken ends of the molecule are highly reactive since they have become chemical radicals. 
They rapidly combine with oxygen to form oxidation products. In addition, Chandrasekaran 
et al [75] has studied the friction and wear of rubber sliding on abrasive paper as a function of 
temperature and load. They conducted dry and lubricated unidirectional sliding tests and 
reported that the presence of lubricant reduced the coefficient of friction but accelerated wear 
due to chemical degradation of the rubber.  
2.5.3 Wear Parameters 
 
In engineering design, the determination of wear parameters is crucial for the lifecycle and the 
durability of materials subjected to high load and velocity conditions. 
 
The most common formula used for the calculation of the wear coefficient between two 







=            (22) 
 
Where k is the non-dimensional coefficient of wear, V is the volume loss (mm3), Hsoft is the 
hardness of the softer material (Vickers), Sd is the sliding distance (m) and Fn is the normal 
load (N). 
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Landcaster using the equation 23 below proposed a simpler formula in terms of the specific 






=           (23) 
 
Where Ws is the specific wear rate (mm3/Nm) 
 
In order for the specific wear rate of a polymer to be determined, tensile strength and fatigue 
life have to be considered. Based on the concept of crack propagation, Lhymn developed 









=          (24) 
 
Where E is the modulus of elasticity (MPa), hardness of the polymer (Vickers), ε is the 
critical strain at yield point (unitless), UC is the crack growth velocity (mm/sec), k and µ are 
the wear and the friction coefficients respectively. 
 
The above equation 24 indicates that wear resistance WR=1/Wsp increases with increasing 
load but decreases with increasing speed. Thus, this relation is totally compatible with the 
wear results from the experiments as will be evaluated in Chapter 5. 
 
In addition fatigue wear can be correlated with the rate of fatigue crack growth and can be 
expressed with the Paris equation 25: 
 
( )nda A K
dN
= ∆           (25)
     
Where dα/dN is the increase in crack with length α per cycle N, ∆K is the range of stress 
intensity to which the growing crack is exposed during each cycle and A and n are empirical 
constants. The value of the exponent n lies typically in the range from 1.5 to 3.5 for 
elastomers and 3 to 10 for rigid thermoplastics and thermosets [42]. 
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Furthermore in order to evaluate the durability of materials under different wear conditions 
the time related depth wear Wt is frequently applied. Equation 26 presents the expression of 
the time related depth wear product. 
 
*t S
hW k Pu W Pu
t
∆
= = =         (26) 
 
Where k* is called the basic wear factor of the material and it is the same as the specific wear 
rate, P is the normal pressure (N/m2), u is the sliding velocity (m/sec), ∆h is the height 
reduction of the specimen (m) during the test and t is the test time (sec). 
 
Finally there are a couple of parameters which affect the wear behaviour, the frictional 
heating and the thermo-oxidation process.  
 
During sliding contact, heat generation and energy dissipation associated with friction, appear 
as heat, flowing into the rubbing surfaces. In a steel/elastomer contact the heat will flux into 
the steel surface causing a rise in its bulk temperature. Thus the temperature augmentation can 




µ∆ =           (27) 
 
Where k is the factor of thermal diffusion of the system, P is the contact pressure, µ is the 
friction coefficient and u the sliding velocity. The factor k is determined by the properties of 
the steel such as thermal conductivity, specific heat, density etc. and the testing parameters 
like sliding speed, real contact area etc. [79]. 
 
Thermo-oxidation can cause ageing to a polymer surface modifying its physical and 
mechanical properties. The thermo-oxidation effect is determined by the amount of energy 
received by thermal dissipation on the surface of the polymer. The thermal dissipation in the 
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Where φ is the thermal density flow (W/m2), Tφ is the thermal flow (W), µ is the friction 
coefficient, A is the actual contact area (m2), α is the partition coefficient (α≈1), Fn (N) and u 
(m/sec) the normal load and the sliding velocity respectively [80]. 
 
2.6 Previous Studies 
 
A considerable number of papers dealing with the tribological behaviour and the performance 
of polymers and, to a lesser extent, with reinforced polymers, under dry and lubricated 
conditions, have been published. However, the wear behaviour of polymer materials is a 
multi-complex issue and it is widely recognised by even the latest studies, that the processes 
of wear in polymers are not well understood [81]. 
 
Effects on the applied load, sliding velocity and testing time were most commonly 
considered. Many studies have shown that the friction coefficient of polymers rubbing against 
metals increases with increasing the applied load [82]. Specifically, Guermazi et al [81] found 
that the friction coefficient of the high density polyethylene (HDPE) against steel increases 
with applied load but decreases with time. Similarly the observations of Unal et al [83] and 
Santner et al [84] showed that the friction coefficient increases with the applied load for 
various types of polymers.  
 
Many other studies have shown different behaviours, typically that the friction coefficient of a 
polymer/steel contact significantly decreases with the applied load. In particular, Benabdallah 
[85] has found that the friction coefficient, decreases proportionally to the applied load from 5 
N to 30 N while the wear rate increases with the load and decreases with the sliding speed 
(from 0.05 to 0.3 m/sec).  In a recent study, Unal et al [86] found that for various polymers if 
the load increases the friction coefficient decreases while the augmentation of the sliding 
velocity from 0.5 to 2 m/sec increases the wear rates and the friction coefficient. Similarly 
Davim et al [87] in his latest study using reinforced PEEK/PEEK contact, verified the 
increment of friction coefficient and the specific wear rate with the increase of the sliding 
speed (from 0.25 to 0.75 m/sec) and the reduction of the contact stress (8 to 2.68 MPa) for a 
sliding distance of 15km. 
 
Furthermore it is known that the friction coefficient and the wear behaviour of many 
polymers like elastomers, in fluid environments differ greatly from those in a dry condition. 
Lancaster [88] and Yamada and Tanaka [89] in an early study revealed that the wear rates of 
carbon reinforced polymers and PTFE respectively were greater than those obtained in dry 
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conditions. In a recent study Sumer et al [90] and Jia et al [91] have observed that the friction 
coefficient for PEEK/reinforced PEEK and for various carbon reinforced polymers 
respectively, can be considerably decreased in lubricated conditions as opposed to dry sliding 
conditions while the specific wear rate can be significantly increased . Finally, for different 
rubber types Karger-Kocsis et al [92] in his recent study found that the specific wear rate is 
reduced with increasing load and the hardness of the material. In addition the friction 
coefficient was proportional to the reduction of the surface roughness and to the increment of 
hardness. 
 
The augmentation of the wear rates of the polymers under lubrication conditions can be 
explained in two ways. On one hand the polymers tend to absorb water molecules and weaken 
the intermolecular bonds between the polymer chains. This results in the shear strength and 
the Young’s modulus being decreased. On the other hand the liquid environment disturbs the 
formation of closed transfer film on the counterpart. In other words the lubricants “wash the 
surface” avoiding debris adhering to the steel surface [91-93]. 
 
The attenuation of the friction coefficient values of the polymers under lubrication conditions 
is due to substrate smoothening by the lubricant due to viscoelastic deformations on the 
polymer surface. The presence of fluid between the polymer and the hard substrate reduces 
not only the adhesion but also the hysteresis component of friction. On a lubricated substrate 
the valleys turn into fluid pools which are sealed off and effectively they create a smoother 
substrate surface. Smoothening reduces viscoelastic deformation from the surface asperities 
and thus reduces the overall friction [47], [94]. In addition the viscoelastic deformation of 
polymers due to load follows the equation µ=KN(n-1) where µ is the friction coefficient, N is 
the apply load, K is a constant and n is also a constant its value between 2/3 and 1. According 
to this equation the friction coefficient decreases with the increment of the load. However, 
when the load increases to the limit load value of the polymer the wear and friction effects 
will be increased due to the critical surface energy of the polymer. Thus, the frictional heat 
increases the sliding temperature of the friction surfaces, which leads to relaxation of the 
polymer molecule chain, resulting in the chemical degradation of the polymer matrix [81], 
[83], [90]. Finally, according to a most recent study by Deleau et al in high velocity of a few 
tens of metres per second, the hydrodynamic effect can be introduced reducing the wear and 
the friction rates [59]. 
 
In addition the rise of temperature can accelerate the polymer transfer film process onto the 
steel surface. The transfer film is usually very thin, a few microns, containing molecular 
chains orientated parallel to the sliding direction. Benabdallah in its latest work [95] has 
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shown how surface temperature can affect the transfer film formation and the wear behaviour 
of various polymer types (POM, HDPE, PA66, PP, PVC, Torlon, PTFE). Especially in dry 
contact, with the absence of the washing effect, the transfer film tends to increase the real 
contact between the two bodies due to increased thermal expansion, leading to a higher 
adhesion force and friction coefficient [79]. On the other hand, a thicker film can sustain more 
loads, providing protection to the rubbing materials and decreasing the wear rates. 
Furthermore, in a lubricated contact, according to Zhang et al [96] and Degradge et al [80], 
mechanochemical reactions lead to a thermo-oxidation process and a chemical reaction film is 
formed across the steel surface. Hence, the wear resistance of the sliding contact is improved. 
 
The tribological behaviour of reinforced polymers against rigid surfaces has gained the 
interest of many researchers. Recent research studies have shown that fillers, fibbers and 
nano-particles can improve drastically the performance of polymers [62], [97-98]. The type 
the orientation and the length are the critical parameters of the polymers for the evaluation of 
their performance under sliding conditions. For example, a recent investigation by El-Tayeb 
et al [99] has shown that the wear rate of a carbon glass reinforced polymer (CGRP) under 
dry sliding conditions against a steel counterface, is affected by the orientation of the fibres. 
The anti-parallel orientation of the fibres to the sliding movement at speeds above 2.2 m/sec 
was chosen to give the most significant drop in the wear rate. In another study Bijwe [49] has 
observed that wear rate is lower in a normal orientation and higher in the anti-parallel for 
various polymers with sliding velocity 0.87 m/sec while a 30 wt% of short glass fibre was the 
optimum percentage for highest wear resistance [100]. In addition, accordingly to Chang et al 
[101] the wear performances of carbon fibre reinforced composites were strongly related to 
the procedure of the fibre peeling-off.  Moreover, large fibre debris can easily flake and 
fracture, decreasing the wear resistance of the polymers [102] owing to a three-body abrasive 
wear effect [47] whereas the smaller fibre debris can be helpful for the formation of the 
transfer film leading to a friction coefficient reduction [103-104]. Finally, the peeled-off and 
fractured fillers can play a crucial role in reducing the friction coefficient on introduction of 
the rolling effect. This rolling effect helps to reduce the shear stress and contact temperature 
between the rubbing surfaces [105]. 
2.7 Cavitation 
 
Cavitation is a dynamic phenomenon, characterised by bubble generation. Cavitation is 
known as a repeated formation and violent collapse of gas bubbles in a liquid caused by the 
instantaneous transition of liquid phase to gas phase due to instantaneous fluctuation of local 
pressure. These fluctuations nucleate bubbles, which instantly implode, producing shock 
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waves and liquid-jets. In particular, when the local pressure in the liquid is lower than the 
saturated vapour pressure at ambient temperature, there will be cavities nucleating and 
growing. The cavities collapse when they are transported to a higher pressure region within 
the liquid, generating huge hydrodynamic pressures. When the collapse of bubbles occurs 
close to solid surfaces, the interaction of the large amplitude shock waves and the micro-jets 
has the potential to generate highly localized and transient surface stresses, resulting in severe 
material damage [106-107]. 
 
Cavitation can be generated by creation of new bubbles due to pressure variations or by the 
expansion of tiny pre-existing bubbles called nuclei. Moreover in many applications where 
pressure variations are at a critical level, cavitation can be easily initiated by small quantities 
of gas which are trapped in the bulk liquid by solid impurities and particles within the liquid 
or by tiny micro-cracks or voids on the material’s surface. 
 
Cavitation can be differentiated into inertial and stable [108]. Inertial cavitation involves the 
rapid growth and collapse of the bubbles while stable cavitation involves the conservation of 
a continuous oscillatory motion of bubbles [109]. In this project inertial cavitation was mainly 
observed in the water and lubricant environment. Oscillatory cavitation was observed in the 
refrigerant environment as preventing bubble implosion. 
2.7.1 Cavitation Forms/Types 
 
There are two forms of cavitation which induce the growth of a bubble inside a liquid 
environment: vapourous cavitation and gaseous cavitation. 
 
Vapourous cavitation is when the bubbles which are filled by vapour of the liquid are 
generated by pressure reduction. Gaseous cavitation is when microscopic gas bubbles found 
in a liquid, are forced to oscillate by pressure differential or temperature augmentation, grow 
in size and then rapidly collapse. In reality the situation is more complicated since the 
cavitation bubbles usually contain a mixture of vapour and gas. Additionally cavitation can be 
distinguished in four different types according to the way the bubbles are generated.  
 
Hydrodynamic cavitation produced by pressure variations due to geometry of the hydraulic 
structure. Examples are the ship propellers and the hydro turbines. 
 
Acoustic cavitation produced by pressure variations due to acoustic waves into the liquid. An 
example is the ultrasound on a liquid environment. 
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Optic cavitation produced by rupturing the liquid when it is exposed to photons of a high 
intensity light source. Examples are the laser beams. 
 
Particle cavitation produced by elementary particles like protons rupturing the liquid and 
producing rapid superheating to the liquid moleculars increasing their tendency to evapourate. 
An example is the bubble chamber [110]. 
 
According to Lauterborn hydrodynamic and ultrasonic cavitation are produced by tension in 
the liquid while the cavitation process in the optic and in the particle type can be achieved by 
depositing energy into the liquid [111]. 
2.7.1.1 Acoustic Cavitation 
 
The principle of acoustic cavitation is based on the high intensity ultrasound which is applied 
to liquid and thus creates cavitation bubbles. The pressure varies according to the applied 
sound waves. When a liquid is subjected to a sufficiently low pressure, it ruptures while the 
liquid’s pressure falls below its vapour pressure resulting in the formation of cavitation 
bubbles. 
 
When a cavitation bubble is subjected to a higher pressure the collapse mechanism of the 
bubble begins. At the point where the static pressure tends to increase more than the vapour 
pressure of the liquid/mixture, the mass of the vapour/gas should be re-liquefied. The 
transition process from the vapour/gas phase to the liquid one is not instantaneous and both 
phases coexist for a minimal period of time. For the reason that there is a big difference in the 
density between the liquid phase and the vapour/gas phase, (for example an air cavitation 
bubble has ρ=1 kg/m3 and the water liquid ρ=1000 kg/m3) the re-liquefied phenomenon of the 
cavitation bubble is followed by a substantial increase in the static pressure. The volume of 
the water which corresponds to the mass of the vapour/gas is very low. Thus, during the re-
liquefied mechanism of the bubble a vacuum space is formed which tends to be filled by the 
surrounding liquid. Thus, a high momentum micro-jet is formed, projected towards the solid 
boundaries, damaging the surface [112]. 
 
In the acoustic cavitation, as the process is generally non-linear, the radius of the bubbles does 
not proportionally change to the sound pressure. In addition because of the high 
compressibility the bubbles are subjected to by the sound waves, much potential energy is 
obtained during the expansion while huge kinetic energy is released when they collapse [110]. 
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2.8 Bubble Dynamics 
 
The equations of bubble dynamics, describing the bubble growth and collapse in various 
liquid environments, were first studied by Lord Rayleigh in the early 19th century. The 
equation which applies for an empty spherical bubble, assuming that the surface tension is 








= +&& &          (29) 
 
This is the fundamental equation of bubble dynamics. Where R is the bubble radius, R& and 
R&& are Newton's notations, the first and the second derivative of R with respect to time t, PL is 
the pressure of the liquid just outside on the bubble wall, P∞ is the liquid ambient pressure of 
the liquid far from the bubble and ρ is the density of the liquid.  
 
Assuming an adiabatic process (PVγ =constant) when the cavitation bubble radius changes 
from R to R0, then the equation which applies for a bubble containing a gas quantity can be 
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The equation 31 was first derived and explored by Noltingk and Neppiras [113] where σ is the 
surface tension of the liquid, P0 is the pressure on the wall of the bubble, γ is the ratio of the 
specific heat of the gas and R0 is the initial radius of the bubble before it expands to a radius R 
at a constant temperature. 
 
In order to render equation 31 more coherent in later years the viscosity parameter was added. 
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Where µ is the viscosity of the liquid  
 
Finally, a large number of additional important parameters can affect the dynamic behaviour 
of the bubbles like mass and heat transfer, the compressibility of the fluid and most 
importantly the geometry of the cavitation bubbles. Frequently bubbles do not keep their 
spherical shape and during growth change to different weird shapes. However the equations 
presented above, afford a practical and quite realistic approach to the study of various liquids 
[114]. 
 
Furthermore Rayleigh in 1917 developed a theoretical formula which correlates the time 
collapse with the maximum radius of the bubble (equation 34) [115].  
 








        (34)
     
Where Rmax is the maximum radius of the spherical bubble, Tc is the collapsing time, ρ is the 
density of the liquid, P∞ is the liquid pressure taken far from the bubble pressure and Pv is the 
vapour pressure. 
 
As it is further described in a following paragraph (2.9.4), the bubbles which collapse near a 
rigid boundary do not maintain their spherical shape but elongate across the surface of the 
boundary into a toroidal shape. Therefore, the Rayleigh formula is not applicable for a cavity 
collapse near the boundary [116]. 
 
The formation of the micro-jet is strongly dependent on the normalized distance (paragraph 
2.9.4). For higher values of the normalized distance the micro-jet impact becomes higher as 
Phillip et al. adduced in their study [117]. In some cases this principle may not apply. The 
reason is that a layer of the fluid is formed across the surface of the rigid boundary, 
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resembling a cushion which reduces the impact effect of the jet. On the other hand, if the 
cavity is close to the boundary, despite the velocity being lower, there is no fluid layer 
cushion, thus the impact is higher. Therefore it is difficult to adopt an accurate theoretical 
approach for the micro-jet velocity and its impact pressure. 
 
The above phenomenon was also observed in this study and it will be discussed later. The 
micro-jet which is formed in the lubrication bubble had a higher velocity compared to the 
other liquids. In this case a protective layer was formed during the cavitation process 
absorbing the impact and protecting the material surface. 
 
The general expressions which determine the micro-jet velocity for a water bubble and the 
impact pressure (water-hammer) for various liquids were developed by Plesset and Chapmann 
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where ρ is the density of the liquid and C the ultrasonic velocity in the liquid. Moreover the 
average jet velocity can be estimated, as Claus-Dieter Ohl suggests in his study using 
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Finally the potential energy of a bubble at its maximum radius can determine the jet 
deformation during the bubble implosion. Thus the bubble energy can be specified when all 
kinetic energy is turned into potential energy. For a spherical bubble this quantity can be 
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The above equation states that the bubble energy is determined by its maximum volume and 
the corresponding pressure gradient, where Ps the static pressure of the liquid around the 
bubble and Pv is vapour pressure of the bubble. 
2.9 Cavitation Conditions 
 
Cavitation conditions determine the level of the cavitation damage and the erosion rate during 
an experimental or an application process. Extensive research has been carried out by many 
researchers in order to find a comprehensive correlation between the cavitation mechanism 
and cavitation conditions. The most important parameters affecting cavitation damage are 
presented in the following sections (2.9.1-2.9.5). 
2.9.1 Effect of Viscosity 
 
It is well known that viscosity affects the cavitation process. The issue of the effect of 
viscosity on cavitation threshold has led to some debate within published literature, with 
claims of increased or decreased cavitation activity arising from different studies of similar 
environments. 
 
Brujan [122] has shown that higher levels of viscosity can substantially mitigate the tendency 
of cavitational activity to damage. Popinet et al [123] in his study has found that the 
amplitude of the oscillations decreases due to viscous damping while the jet impact velocity 
decreases as viscosity increases. Williams et al [124] and Berker et al [125], reported a 
mitigating effect of viscosity in the jet propulsion by the bubbles collapse of various fluids. 
Karunamurthy [126] in his thesis presents the viscosity influence on the rate of erosion 
showing that as viscosity increases erosion decreases. However, Meged et al [127] has found 
that there is no direct correlation between the viscosity of a liquid and the cavitation erosion 
mechanism after a series of experiments using 20 different liquid lubricants. 
 
In this study the effect of viscosity within the tested fluids is highlighted. In the water and 
lubricant environment, the viscous forces reduce the amplitude of the radial oscillation of the 
spherical shaped bubbles. In the refrigerant environment where the viscosity is the lowest, the 
oscillations of the cavitation bubbles are regular and rigorous. Interestingly, the oscillations 
are restricted in random small areas across the bubble’s body creating a wobbling effect. 
However, the results are in agreement with Meged’s study [127] since no correlation between 
the viscosity and the impact potential of the bubbles was drawn.  
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2.9.2 Effect of Surface Tension 
 
In regards to surface tension in a micro-scale level the bubble growth and the elongation is 
continuously influenced by the surface tension forces which are dominant at this scale [128]. 
According to Iwai et al [129], experiments which were conducted in various water solutions 
with different surface tensions showed that surface tension increases the liquid-jet impact and 
the bubble size. By contrast in a cavitation environment Liu et al [130] in a recent study has 
shown that higher surface tension values lead to smaller sized bubbles reducing the collapse 
duration.  
 
In the present study even if the surface tension is lowest in the refrigerant environment, the 
wobbling behaviour of refrigerant bubbles, as discussed in Chapter 6, reduces the risk of 
collapsing to a minimum revealing a very interesting mechanism. However, the combination 
of surface tension and viscosity forces is critical for a precise interpretation of the bubble’s 
cavitation performance. 
2.9.3 Effect of Tensile Strength 
 
Another very important liquid property affecting the cavitation process is the liquid’s tensile 
strength. According to Megel et al [127] as cavitation is caused mainly by the application of 
tensile stress in liquids, tensile strength can be considered as a dominant property of 
controlling their cavitance. 
 
The tensile strength of a liquid is defined as the maximum negative pressure that a liquid in an 
isothermal metastable state can withstand before it ruptures (cavitates). Generally, in all 
liquids the tensile decreases as the temperature increases leading to a more rapidly formation 
of cavitation bubbles. 
 
At ambient temperature the minimum of isotherm curves correspond to extremely high 
negative absolute pressure in the order of -1000 bar for water while for the actual refrigerant 
of the project it can reach the -1250 bar as Utz et al [131] presents in his study. However, 
these values corresponded to a molecular level of analysis of the two liquids and cannot be 
matched with the behaviour of the tested liquids of this project. A more coherent explanation 




2.9.4 Effect of Normalised Distance 
 
In the case of a bubble collapsing near the boundary wall, the oscillation frequency of the 
bubble is reduced, thus the prolongation factor of the collapse time has to be considered 
[132]. This factor is the normalized distance γ=s/Rmax where s is the distance of the boundary 
from the bubble centre and Rmax is the maximum bubble radius (figure 8). Normalized 
distance is the main parameter for classifying the bubble dynamics near a rigid boundary 
[116]. For γ>3 the micro-jet reaches higher velocities leading to a liquid-liquid impact 
reducing the possibility of a counter-jet. For values between 3 ≥ γ≥ 1, a counter-jet is formed. 
Finally for γ<1 the bubble will touch the boundary wall and will then deform to obtain a 
toroidal shape. In this case no counter-jet is developed [133]. 
 
 
Figure 8: The illustration of the normalized distance of a cavitation bubble with radius R and 
distance s from the boundary wall 
 
2.9.5 Effect of Magnitude of Vibration 
 
It has been shown using water as a cavitating medium that the vibratory cavitation erosion 
rate of steel materials increases in a linear fashion with vibration amplitude and, therefore, 
applied power [134-135]. In an ultrasonic device the maximum bubble radius, bubble energy, 
liquid-jet impact pressure and velocity are directly proportional to the acoustic power [121].  
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It has also been indicated that the damage of material due to cavitation phenomena is related 
to the cavitation intensity. In very low amplitudes of the specific ultrasonic system used in 
this project, less than 3 microns peak to peak, the bubbles are keeping a bubbly morphology 
without collapsing near the solid surface. However, over a 10 micron peak to peak amplitude 
the erosion rate is significantly increased up to the maximum available amplitude of 60 
microns. In this study amplitude of 50 microns was used according to the ASTM G32-03 
standard method. More details can be found in the thesis of Karunamurthy which used exactly 
the same experimental system [126]. 
2.10 Cavitation Erosion Equations 
 
Following the completion of the experimental procedures, some basic equations were utilised 
in order to enable the volume loss and the surface erosion damage of the steel materials to be 
thoroughly evaluated.  
 
The erosion loss was expressed in terms of the mean depth of erosion (MDE) and the mean 
erosion rate (MDER and is calculated according to equations 39 and 40 respectively. 
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where  ∆W is the weight loss in mg, ∆t is the test time in hours, A is the cavitated area of the 
specimen in cm2, and ρ is the density of the specimen in g/cm3.  
 
The cavitation erosion resistance (REC) is defined as the reciprocal of the mean erosion rate 
and expressed by equation 41. 
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µ =         (41) 
 
Since cavitation erosion damage has a fatigue character, the accumulated strain energy 
estimates the rate of the erosion and the resistance of the samples against cavitation. The 
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where V is the volume loss in mg, σ is the yield strength in MPa and E is the Young modules 
in GPa. 
 
2.11 Previous Studies 
 
Cavitation is a chain series of interaction mechanisms the result of which is the erosion of 
material surfaces. Thus, most cavitation phenomena are associated with serious damage near 
to boundary walls.  
 
Cavitation erosion damage is caused by removal of material or plastic deformation of a solid 
surface when it undergoes high pressure impacts during a cavity collapse. In particular, the 
solid boundaries absorb the impact energy deriving from the implosion of the bubbles. This 
leads to elastic deformation, plastic deformation or fracture [139]. Their destructive 
consequences can be found in many different fields like hydraulic machinery, material 
science and medicine and turbomachinery [136-140].  
 
Turbomachinery has long been recognised as one of the major fields of cavitation. 
Turbomachinery involves machines that transfer energy between the rotor and the working 
fluid, including both expanders (turbines) and compressors. The expander transfers energy 
from the fluid to the rotor while the compressor works in the opposite way by transferring 
energy from the rotor to the fluid [141] 
 
In this project only the scroll expander with the maximum service hours (1000 hours) 
experienced severe damage in its main components, which is without any doubt identified as 
cavitation damage. The fluid environment consists of two scroll fluids: the high molecular 
organic fluid (refrigerant) which is mainly in a gas form and drives the scroll and the 
synthetic oil (lubricant) which protects the parts of the scroll from excessive wear. Limited 
experimental information concerning lubricant and refrigerant bubble formation and their 
dynamic performance is available within published literature [142-143]. 
 
On the other hand, ultrasonic cavitation was extensively investigated in the last century and a 
substantial number of papers dealing with the erosion-rate, hardness and durability of various 
materials have been published. Hattori et al [144] in his latest study summarised the cavitation 
 44
erosion of various stainless steel types over the last 32 years after a thorough review of the 
literature. He has presented the mean depth erosion rate (MDER) of various steel types to 
cavitation impact. The rates were varied from 3 to 5 µm/h for durations of 5 and 8 hours 
respectively. In addition, he showed that the resistance of the steel can be significantly 
increased according to the carbon content. Haosheng et al [145] in his study distinguished the 
typical stages of cavitation erosion of a typical Chromium steel (40Cr) sample according to 
the mass loss curves. It is found after 5 hours of exposure to cavitation the mean depth 
erosion (MDE) was 25 µm. Zhang et al [146] in his recent work has effectively calculated the 
MDER of CrNiMo stainless steel to be around 25 µm after 5 hours running cavitation test. 
Dojicinovic et al [147] calculated the MDE of a medium carbon steel to be around 9 µm after 
4 hours of testing time. Steller [148] in his study presented the MDER of two different steel 
types: a medium carbon 45 steel and a stainless steel 1H18N9T. He found that after 8 hours of 
exposure to cavitation, the MDER was around 25 µm/h for the carbon steel and 35 µm/h for 
the stainless steel. Chiu et al [149] has shown the different MDER of the AISI 316L stainless 
steel surface modified with NiTi powder. The steel with the highest hardness (700 HV) after 
coating treatment, achieved the lowest MDE of about 0.5 µm after an 8 hours test. Chiu et al 
[150] has also investigated the cavitation behaviour of the AISI 316L stainless steel finding 
that the MDE after 5 hours of test is about 12 µm. Finally Hattori et al [151] defined the MDE 
and MDER of a low carbon steel S15C exposed to cavitation for a prolonged period of time. 
The MDE was found to be around 40 µm and the MDER was estimated at around 8 µm/h. 
 
For many steel grades, the phase formation and the dislocation structure cause alterations in 
their properties changing their cavitation erosion resistance [152]. Many pits have been 
observed on the material’s surface after cavitation impact and the damage was found to 
depend on the hardness of the sample [153]. Hardness is strongly related with the dislocations 
of the crystal structure. The strain fields of adjacent dislocations increases as the dislocation 
density of a material increases. The formation of new dislocation networks causes dislocation 
blockade and motion is restricted [154]. The density of the dislocation networks is increased 
especially along the grain boundaries and around the surface of the cavitation pits [155]. In 
consequence, high increase of micro-hardness is observed [156-157]. In contrast, the heat 
influence, the repeated impact pressure and the interactions between the dislocations and the 
grain structure cause the material flow [158]. This in turn causes decrease of micro-hardness 
[159-160].  
 
In addition, the phase transformation process is related to the cavitation erosion behaviour of 
various steel grades. A matrix with high work hardenability, low stacking fault energy and 
high martensitic transformability can absorb more impact energy during bubble implosion 
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resulting in higher cavitation resistance [161]. Heathcock and Protheroe [162] comparing the 
cavitation resistance of two austenitic stainless steels found that the Feγ (FCC cell structure) 
to Feα (BCC or BCT, depending on carbon context, cell structure) phase transformation 
improves the cavitation resistance of the steels. They showed that low martensitic 
transformability, high stacking fault energy and low hardness significantly decrease the 
cavitation erosion resistance of steels. Furthermore, Wang and Zhu [163] have found that 
martensite is formed during the cavitation mechanism and that the phase transformation 
process is related to the work-hardenability, the energy absorption and the elasticity of the 
materials. Krella et al. [164] has found that the best cavitation erosion resistance of austenic 
steel is linked with the ability of the impact energy absorption by the phase transformation 
Feγ→Feα causing a change to the material properties. Liu et al [157] adduce that the work-
hardening ability and the “forming and transferring” mechanism are attributed to high 
cavitation resistance of the steels. According to his study hardness cannot be considered as a 
dominant factor for cavitation erosion resistance. 
 
Finally, cavitation erosion damage can be strongly correlated with the fatigue process which 
Richman and Mc Naughton found and later G. Wang numerically studied [165-166]. 
Furthermore, as Matevz Dular has found, cavitation erosion can also be generated by the 
accumulation of the pits during the incubation time showing the tendency of cavitation 
damage to cluster formation [167]. However, no simple relations between them have yet been 
found while there is still debate about the sequence of events that leads to material loss. 
Despite all these experimental techniques and analytical methods over the last few decades 
which were used to assess material resistance to cavitation, a quantitative and qualitative 
analysis of material behaviour against cavitation effects still remains an open subject for 











3  CHAPTER : SCROLL EXPANDER OPERATIONAL 
ANALYSIS 
3.1 The CHP unit 
 
The experimental domestic micro-CHP system used for this project is illustrated in figure 9. 
The micro-CHP system consists of a small fluid pump, a scroll expander unit, a pressure relief 
valve, a filter drier, two heat exchangers and an evapourator. The first heat exchanger is 
directly connected to the boiler unit and heats up the working fluid as it passes through tubes 
before entering the scroll. The second heat exchanger plays the role of the condenser, 
condensing the working fluid transferring the heat to the central heating circuit of the house 





Source: (Energetix Group Ltd) 

















Refrigerant and lubricant scroll fluids were used during the operational time period. The 
refrigerant was the driving force of the scroll while the lubricant was protecting the scroll 
from severe wear.  
 
 
Source: (Energetix Group Ltd) 
Figure 10: Schematic presentation of Genlec micro-CHP unit 
 
The route the working fluid follows in this micro-CHP system is analytically described by the 
arrows in figure 9. The heated steam from the primary heat exchanger in the boiler enters the 
evapourator (1). Then the condensed steam returns to the primary heat exchanger (pipe not 
shown) (2). The working fluid as it enters the evapourator, instantly evapourates, raises in 
pressure and temperature at around 12 bar and 150 0C respectively, and feeds into the inlet of 
the scroll (3). The expanded working fluid exits the scroll, in an approximate temperature of 
110 0C and pressure of around 2-3 bar. Simultaneously, electricity is produced. Then the 
working fluid enters the first heat exchanger where part of the heat is transferred to the liquid 
working fluid prior to entering the evapourator (4). The slightly cooled working fluid exits the 
first heat exchanger and enters the condenser (5). The gaseous working fluid, releases its 
thermal energy and condenses as it heats the hot water system of the house (arrows 10 and 11 
show the flow of the hot water circuit in and out of the condenser - pipework is not visible). 
Then the condensed working fluid exits the condenser and enters the pump (6). The liquid 
working fluid is lifted in pressure by the pump (which also provides circulation around the 
system) and then enters the filter-drier which removes any traces of moisture and particulates 
in the system (7). The liquid working fluid then exits the filter-drier (8) and enters the first 
heat exchanger where it is exiting the scroll (4). Thus the liquid working fluid is preheated, 









The micro-CHP system as an integrated domestic boiler has an efficiency of about 88-90% 
overall which approximates to a 10% electrical efficiency and an overall heat to power ratio 
of about 9:1. The ORC in isolation has about 12% net efficiency. The system produces 9 kWt 
(kilowatt of Thermal Power) and 1.1 kWe (kilowatt of Electric Power) per hour consuming 
1.2 m3/h of natural gas in the boiler unit. The system’s mass flow rate is measured by a 
flowmeter at 0.028 kg/s. The system’s working fluid is a high molecular organic fluid while 
the whole process is based on the Organic Rankine Cycle (ORC). 
3.1.1 ORC Process 
 
The thermodynamic behaviour of the above micro-CHP system is explained with the 
schematic diagram of the ORC for dry working fluids like the one used in this micro-CHP 
system (figure 10). 
 
Each process in the cycle can be described with the following equations assuming that the 
mass flow rate leakage and the heat losses (adiabatic process) are negligible. 
 
Process 1→2 (Pump): Includes the lifting of pressure by a refrigerant pump; this process can 
be ideally considered as isentropic. The pump power can be expressed by the equation 43. 
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Where Wp, ideal is the ideal power of the pump in Watt, m& is the working fluid mass flow rate 
in kg/s, np is the % isentropic efficiency of the pump, and h1 and h2 are the enthalpies of the 
working fluid in Joules at the inlet and outlet of the refrigerant pump for the ideal case. 
 
Process 2→3 (Evapourator): This is a constant-pressure transfer of heat. The evapourator 
heats the working fluid at the pump outlet to the turbine inlet condition. The heat transfer rate 
from the evapourator into the working fluid is given by equation 44. 
 
3 2( )eQ m h h= −&          (44)
        




Process 3→4 (Expander): The scroll expander converts heat energy into electrical power. 
Ideally, this is an isentropic process for dry working fluids. However, in fact, the efficiency of 
the energy transformation in the turbine is generally low. The scroll expander power is given 
by equation 45. 
 
, 3 4( )scroll scroll ideal scroll scrollW W n m h h n= = −&       (45)
      
Where Wscroll,ideal is the ideal power of the scroll, nscroll is the scroll’s isentropic efficiency, and 
h3 and h4 are the enthalpies of the working fluid at the inlet and outlet of the scroll. 
 
Process 4→1 (Condenser): This is a condensation process in the condenser and the working 
pipes. In this process the working fluid is cooling down and the condenser heat rate can be 
expressed by equation 46 as follows. 
 
1 4( )cQ m h h= −&          (46)
    
Where, h1 and h4 are the enthalpies of the working fluid at the outlet and the inlet of the 
condenser, respectively. 
3.1.2 Performance of the System 
 
The performance of the system is evaluated in terms of the overall organic cycle efficiency, 
the isentropic effectiveness and the filling factor of the scroll expander. 
 
The total cycle (thermal) efficiency of the ORC is defined as the ratio between the net power 
of the cycle and the evapourator heat rate (equation 47). 
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The scroll expander’s overall isentropic effectiveness (%) is defined by the ratio of the 
measured shaft (electrical) power and the isentropic expansion power (equation 48). 
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Where, measM& is the measured mass flow rate (kg/sec), Wsh (Watt) is the expander shaft 
power which is split into the internal expansion power Wscroll and the mechanical losses Wloss 
due to friction between the involute scrolls and losses in the bearings. These losses can be 
expressed as a function of the mechanical losses by the torque T (Nm) and by the rotational 
speed Nrot (sec-1) of the expander. 
 
The filling factor Φmeas represents the volumetric performance of the scroll expander (equation 
49). It is defined as the ratio between the measured mass flow rate and the mass flow rate 
theoretically displaced by the expander. It increases with internal leakage and supply cooling 
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Where usu is the supply specific volume (m3/kg) and sV& is the isentropic volume flow rate of 
the scroll (m3/sec). 
3.1.3 The Scroll Expander 
 
A scroll is a device that uses two interleaved spiral shaped scrolls to compress or to expand 
mainly refrigerants which are used as the working fluid for these systems. In this case it is 
used as an expander. One of the scrolls is fixed whilst the other orbits eccentrically without 
rotating, thereby the working fluid is trapped and simultaneously expands into the gas pockets 
between the scrolls. Crescent shaped gas pockets are formed bounded by the two involute 
scrolls and the base of each involute. As one scroll is orbited with respect to the other, the gas 
pockets move from the centre towards the outer periphery and increase in size causing 
expansion. In addition no valves are needed in the scroll expander unit. Eventually, the noise 
and vibrations are restricted while the durability of the unit is improved. Finally only a small 
number of moving parts are required and the rotary motion can be completely balanced. 
The operation of the specific scroll used in this study consists of three distinctive phases 
figure 11. In the first phase, the working fluid enters the central chamber of the scroll where it 
expands instantly setting the scroll into operation (Blue Colour). In the second phase, the 
working fluid travels inside the formed closed chambers along the fixed scroll, dropping in 
pressure and temperature (Purple Colour). In the third phase, the chamber is not closed and 
the working fluid leaves the scroll (White Colour), eventually discharging into the rest of the 





Figure 11: Scroll expander operation process 
 
The scroll which was used for this report is a small volumetric negative displacement device 
driven by the working fluid. It operates in a high pressure ratio 5:1 between the suction and 
the discharge valve. The particular scroll expander has an inlet volume of 13.75 cm3 and an 
outlet volume of 31.625 cm3, giving a volumetric expansion ratio of 2.3. The rotational 
velocity of the scroll is 2800 to 3300 rev/min with an eccentricity diameter of 10 mm.      
3.1.4 Efficiency Drop 
 
Heat transfer, leakage and scroll geometry are the main aspects for the efficiency drop of the 
scroll expander. The first two parameters are responsible for the reduction of the volumetric 
efficiency of the working fluid. The scroll geometry can generate severe wear problems like 
cavitation and further abrasion [168-169]. 
 
Leakage is one of the main concerns for the performance improvement of the scroll expander 
since it is directly related to the surface damage and the excessive wear of its main 
components. There are two main paths of leakage inside the scroll (figure 12). One path 
derives from the gap which is created between the bottom or the top plate and the scrolls 
while the second path is formed by a gap between the flanks of the two scrolls. The first kind 
of leakage is called radial leakage while the second one is called flank or tangential leakage. 
This study is concerned with the radial leakage as the critical damage extends to the bottom 
and the top regions of the scroll expander. 
 
The design requirements of the scrolls are very strict. The manufacturing requires a very high 




surfaces of the scrolls are inner surfaces and are very difficult to be perfectly machined. In the 
case of large components the larger the machine tolerances the greater will be the quantity of 




Figure 12: Two kinds of leakage, radial and flank, of the scroll expander 
 
Furthermore, some scrolls vary in design. Some of them have thickened lobes on the inner 
most wraps of the labyrinths which seal off the scroll chambers from the entrance port and 
provide higher resistance to axial and shear stresses produced by the expansion impact from 
the working fluid. Some others maintain a minimum opening chamber presented to the inlet 
port, like the actual ones used in this project.  Either way the scroll's first chamber fills with 
gas at a constant pressure. The inlet port is therefore blocked by the labyrinths of the scroll 
and the chamber is hermetically sealed off.  From that point onwards the central pocket drops 
in pressure as it expands.  
 
There are thus many complications regarding the scroll’s performance and durability. As 
reviewed by C. Cuevas et al [171] higher rotation speeds or pressure ratio can steeply increase 
the refrigerant exhaust temperature which can chemically degrade the lubricant and the 
refrigerant, leading the scroll system to a thermal mechanical failure. Moreover, L. 
Paramonov [172] has found that a high pressure ratio results in a high start up friction torque 
while the high pressures will introduce more efficiency losses. Apparently, the biggest 
problem is the leakage of the gas which is responsible for the reduction of the volumetric 
efficiency of the working fluid. According to P. Howell [173], typically the gap is around 1 
micron (µm) across. However, this may be increased by wear or poor machining, and it is 
known that if it reaches around 8 microns (µm), the scroll can become useless.  
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3.2 Case Study 
 
Three different scroll expanders connected in a micro-CHP experimental system were tested 
under the same operational conditions for three different periods of time 100, 300 and 1000 
hours respectively. Thereafter, a thorough surface investigation was conducted on those scroll 
expander systems (SE100-SE300-SE1000). The SE100 and SE300 had the same design with an inlet 
port of 8 mm diameter and a wall height of 3 cm. The SE1000 had a slightly different design 
with 6 mm inlet diameter and a 1.5 cm wrap height.  The inlet velocity of the working fluid 
(refrigerant) was accurately measured to be 16 m/sec for the higher scrolls (SE100-SE300) and 




Figure 13: Main parts of the scroll expander used for tribological tests 
 
The distinction of the above scroll types regarding their design is proven to be a critical 
parameter for the generation of the cavitation phenomenon and for the interpretation of the 
cavitation mechanisms. In theory, the smaller the expansion area is, the higher is the 
efficiency that can be achieved by the scroll expander. However, in a prolonged period of 
Running Time: 100 and 300 hours 
Running Time: 1000 hours 
Tip Seal 
Steel Plate 
Stationary Scroll Orbiting Scroll 
Aluminium side wall 
Coated side wall 
 54
time, e.g. during the operational period of a domestic micro-CHP system, cavitation can be 
considered as a critical issue as far as the lifecycle of the system is concerned. Thus, design 
implications, from a tribological point of view, can play a crucial role in improving the 
service life of the system.  
 
The critical components for durability were identified on the tip seal, the steel plate and the 
side walls of the scroll expander (figure 13). The experimental tests of this study were 
focused on the radial leakage points between the bottom plate and the tip seal of the scrolls. 
Thus, sliding friction/wear tests were conducted using the actual materials of those 
components, in order that their tribological performance could be evaluated and their 
wear/friction attributes thoroughly interpreted. 
3.2.1 Chemical Analysis 
 
The surface analysis initially focused on the surface of the steel plate and on the side walls of 
the scroll (figure 13). Initially the steel sample was etched in a solution of 2% Nital in order 
for its grain structure to be determined. Then with the help of an Optical Emission 
Spectrometer (OES) the steel sample was effectively distinguished in its chemical elements 
(table 1). The analysis showed that the steel plate’s structure comprises of isolated spheroidal 
carbides (light dots) in a matrix of tempered martensite (figure 14 A). The scrolls’ chemical 
analysis showed that the base material structure comprises of a fine silicon eutectic in a 




Figure 14: Material structure of A) Steel plate B) Coating scroll  
 
Steel Plate %C %Mn %Si %S %P %Cu %Ni %Cr %Fe 
Wt% 0.96 0.53 0.27 0.003 0.021 0.01 0.02 0.18 REM 
 






Scrolls %Si %Fe %Cu %Mg %Cr %Ti %Ni %Mn %Al 
Wt% 11.32 0.22 3.58 0.45 0.01 0.03 0.01 0.01 REM 
 











Figure 15: EPMA analysis a) of the scroll’s base material b) of the anodic film 
 
The anodic film/layer is the black layer between the silicon containing base material and the 
outer aluminium foil (figure 14 B). This foil wrap is only used to help resolve the anodic film. 
The anodic film is hard and non-conductive and increases the wear resistance of the scroll. 
Tip Seal Bulk Material %F %Si %Ca 
Wt% 96.39 2.54 1.07 
 56
The type of the layer coating across the orbiting scroll is developed using an anodizing 
process, immersing the scroll in a bath of sulphuric acid. 
 
With the use of an optical microscope the thickness of the coating was measured. It was found 
to be 20 microns. Silicone particles appear as translucent black dots across the surface of the 
aluminium base material. The presence of these dots implies the high concentration of silicon 
in the composition of the aluminium. This can also be observed on the EPMA graphs (figure 
15). The method used for the construction of the scroll was probably high pressure die 
casting, and so the addition of silicon and copper particles increases the performance of the 
aluminium base material. Silicon increases melt fluidity accommodating the manufacturing 
process of the scroll while copper increases hardness reducing the ductility of the material. 
 
The tip seal is a reinforced fluoroelastomer material in a matrix of a fluorine mixture 
reinforced with short fibres of inorganic particles like CaF2 or ceramic particles like SiO2 and 




Figure 16: EPMA analysis of isolated fibres within the matrix of the fluoroelastomer tip seal 
 
As the analysis of reinforced polymers is complicated, the specific chemical analysis of the 
fluoroelastomer tip seal was done in two steps. In the first step the bulk material was analysed 
with the use of a Scanning Electronic Microscope (SEM) and the results of its chemical 
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analysis are illustrated in table 3. In the second step isolated fibres were analysed with the use 
of the Electron Probe Micro Analyzer (EPMA) and the results are depicted in figure 16. 
3.2.2 Surface Analysis 
 
A thorough surface examination of the main components for all of the scrolls (SE100-SE300-
SE1000) was conducted. The interpretation of the wear and cavitation mechanisms for the high 
carbon steel plate was successfully completed. For the side scrolls the examination of their 
damaged surfaces proved to be complicated because of their circular geometry and their size. 
The scrolls could only be fitted under the optical microscope. Hence, observations and 
measurements were performed only with this type of microscope. For the tip seal not many 
conclusions were drawn from the initial surface investigation. The black colour, the high level 
of elasticity and the good wear behaviour of the tip seal, made the tribological investigation 
extremely difficult. The deformation of the surface shape and roughness was minimal and 
impossible to be identified. Thus, only the experiments with the use of the TE 57 (Chapter 5) 




Figure 17: Circular wear marks on the high and low pressure regions of the scroll’s steel plate  
 
The surface analysis of the steel plate showed the wear mechanisms which are dominative 








the steel plate to be thoroughly analysed, consisted of the use of three different microscopes, 
an optical, an electronic (SEM) and an interferometer (ZYGO) microscope. Moreover the 
investigation focused on two different regions of the scroll (figure 17). These were the high 
pressure region (H.P.) and the low pressure region (L.P.). 
3.2.2.1 Two- and Three-Body Abrasion 
 
The first interesting observation that was extracted examining all the scroll steel plates was 
the different nature of the wear marks between the high and the low pressure region figure 18. 
Characteristically, on the low pressure region of the SE300 the linear grooves are more 
superficial and not so deep with an average depth of 0.5-1 micron. In contrast to that, on the 
high pressure region the marks are about 3 times wider and around 4 times deeper with an 
average depth of 2-4 microns. Interestingly, in the high pressure region linear wear marks 
with a maximum depth of 7-8 microns were also identified. This is rough evidence of what 
was expected to be seen in the experiments with higher condition temperatures.  
 
Moreover, the wear which is even obvious to the naked eye and prevails not only on those 
two regions but across the whole surface of the scroll‘s plate can be determined as a two-body 
abrasive wear. Two-body abrasive wear derives from the sliding contact of the steel plate and 
the hard particles of the reinforced polymer. 
 
On the SE1000 wear marks was slightly denser especially in the high pressure region, although 
they had a similar size and depth with linear grooves found on the SE300. Thus, through out an 
extended period of time the wear rate of the high carbon steel plate against the tip seal seems 
to have stabilized or even reduced, preventing any excessive wear which could seriously 
affect the life cycle of the scroll. This performance was also observed in the TE 57 
experiments as it will be analysed in Chapter 5.  
 
In figure 19 the two distinctive wear modes found in the majority of the wear areas of the 
steel plate, are illustrated. In figure 19 (A-C) the linear pattern is disrupted and aggressive 
damage across the sides of the track is evident. It appears that a wedge-forming mechanism 
by a sharp wedge-like wear particle has been generated across the edges of the linear groove. 
The sharp wedge-like wear particle has built up a continuing wedge grooving. Sliding takes 
place at the bottom of the wedge where adhesive transfer of a thin layer from the underlying 
counterface continues to increase the size of the wedge slowly. This wear mode appears as a 




Figure 18: Different wear regions across the scroll’s steel plate after 300 hours of continuous 
operation: A&B) Low pressure region, average depth of the wear marks 0.5-1 µm. C&D) High 




Figure 19: The different wear modes formed by two-body abrasive wear on the 1000 working 
hours scroll expander A-C) Wedge forming mechanism B-D) Ploughing wear mode 
 
In contrast, a ploughing wear mode is observed in figure 19 (B-D). The consequence of 
ploughing is that a certain volume of surface material is removed and a smoother abrasive 
A B 
C D 





groove is formed. However, in ploughing mode, the wear particle is not generated. Thus by 
looking at these two distinctive wear modes it can be said with certainty, that wedge-forming 




Figure 20: A) Overview of the river marks formed across the steel plate B) A close up of an 
individual river mark C) Surface profile of the river marks 
 
Three-body abrasion wear was identified in many areas of the scroll’s steel plate. On the low 
pressure region detailed river marks (figure 20) were detected. What is more interesting is that 
they do not follow the path of the wear circular marks but have a totally different direction 
figure 20 (A). The SEM showed (figure 20 B) that the three-body abrasion is the clue to these 
long rivers, with many cavities have being formed around these areas, something which will 
be discussed in detail in Chapter 3 and 6. The figure 20 (C) also highlights the formation of a 
possible fatigue crack developing along the steel plate surface. 
  
In addition, at the high pressure region many long river marks were also observed although 
having a slightly different nature from the previous one. On these marks the effect of the 
three-body abrasion wear is more obvious. The material which was removed created deep 
cracks into the material surface. The depth of these cracks was around 7-10 microns. These 








Figure 21: Two different groups A&B with accumulated three-body wear marks found across the 
high pressure regions of the scroll’s steel plate. The wear marks initially detected with the optical 
microscope, analysed in detail with the SEM and finally their morphology is thoroughly 
investigated by ZYGO interferometer. 
 
In figure 22 the cluster of abrasion cracks and the wedge-forming wear mechanism, co-exist. 
The length of the cracks is very significant, with consecutive similar shaped cracks indicating 
the presence of third-particles. Wedge-forming abrasion lines were generated during the wear 
process. The wear of the steel plate occurs by subsurface deformation which induces crack 
nucleation. Subsequently, the cracks propagate parallel to the surface. Eventually, thin wear 









Figure 22: Consecutive wear marks indicate three-body abrasive wear.  Wedge-forming lines are 
also observed in vicinity areas. 
 
In figure 23 a step interlayer delamination wear mechanism is observed as a result of the 
three-body abrasion contact. The steel surface through which the cracks propagate is 
plastically deformed as a result of the accumulated contact stresses during the sliding contact. 
Crack growth does not proceed very near the surface because of the large plastic zone around 
its tip, but is confined to a narrow range of depth where the shear stresses lead to the growth 
of a crack parallel to the steel surface [174]. The crack turns upwards to the surface and long 




Figure 23: The interlayer delamination wear mechanism across the steel plate surface. Crack 
propagates parallel to the surface. 
 
3.2.2.2 Cavitation Erosion 
 
During the investigation of all the scroll plates for any traces of cavitation pits or cavitation 
clusters, interesting observations were made. Initially, in the SE100 with the minimum running  
time, only 100 hours, a total absence of cavities was observed.  









Figure 24: Cavities across the surface of the steel plate of the SE300. A) Cluster of small size 
cavities B) SEM micrograph of the B1 cavity. B1-B2) Isolated cavities surface profile taken by 
ZYGO interferometer microscope 
 
In the SE300 many cavities were found on different spots across the surface of the steel plate, 
implying the presence of random cavitation effects. A few random points where identified 
with a cluster of cavities in a very small size, a couple of microns, across many different areas 
of the scroll. Also evidence of isolated round-shaped and bigger size cavities were spotted at 
many different points, especially in the high pressure region (figure 24 A). SEM image 
(figure 24 B1) shows how destructive the cavitation impact can be while their characteristic 
geometries were defined with the interferometer microscope (figure 24 B1-B2).  
 
Finally, during the surface analysis of the scroll’s steel plate with the most operating hours 
SE1000, the cavitation phenomena were even more severe and were easily identified under the 
microscope. The domestic micro-CHP system was continuously run for a thousand hours. 
After the end of the process, the scroll expander of the micro-CHP unit was disassembled and 
its high carbon steel plates were isolated and sent for surface investigation. This procedure 
was followed in order to analyse thoroughly the surface of the steel plate. Three different 
types of microscopes, an optical, an electronic (SEM) and an interferometer (ZYGO) 
microscope were deployed.  
 





Interestingly, during the surface analysis of the scroll’s steel plate, cavitation erosion was 
easily identified under the optical microscope. Many cavitation pit clusters were spotted 
across the high pressure regions of the steel plate at the beginning of the expansion process. 
The cavities were mainly accumulated along the edges of the steel plate, creating a continuous 
layer of cavities of about 1.5 mm wide on the upper edge (red arrows). Surprisingly, on the 
low pressure regions of the steel plate, at the end of the expansion cycle, no trace of cavities 
was found. The part of the steel plate where cavities are developed is illustrated by the arrows 
in figure 25. The red arrows show the most severe part of the plate governed by consistent 
cavity clusters. That severe area will be further analysed in Chapter 6. Across the black 




Figure 25: The high pressure area of the scroll expander SE1000. Cluster of cavities formed across 
the edges of the steel plate. Red arrows depict the most severe region damaged by cavitation 
impact. 
 
The average width of the steel plate is around 12.5 mm. However, in the areas where 
cavitation was revealed the width is less, due to the geometrical profile of the plate. Thus, the 
1.5 mm width range of the cavities across the edges of the steel plate can be considered as 
severe damage (figure 26). The existence of cavities can rapidly increase the cavitation 











Figure 26: Cluster of cavities across the high pressure region of the scroll expander SE1000. Close-
up observation of the cavities with the use of the optical microscope and the ZYGO surface 
interferometer. 
 
In the series of pictures in figures 26 and 27, the cavities can be clearly seen and analysed. 
The average depth of the individual cavitites was estimated around 6-8 microns. In some 
cases the depth of the cavities was up to 10 microns.  In addition, the size of their crater and 
especially their depth was big enough for individual cavitites. This can be interpreted by the 
fact that small cavitites, cracks or grooves are attracting bubble implosion, rapidly increasing 
in their size and transforming their shape under a prolonged period of time into craters. These 
big cavitites were formed due to a consistent and rigorous impact from the bubble implosion 
inside a single cavity. The growth of cavitation pits is caused largely by the linking up of 











Figure 27: Characteristic detailed SEM micrographs of the cavities profile. Surface analysis of 




Figure 28: Chemical composition of a cavity with accumulated oxygen. Chemical composition of 
a typical cavity. Oxygen traces are absent. 
 
Furthermore, an alternative scenario for the production of these cavities by the synergetic 
effect of the possibly corrosive environment is considered.  An extensive chemical analysis 
within the craters of the pits has shown that a small quantity of oxygen (O2) is accumulated in 
some of the pits while in some others there was a complete absence of O2 (figure 28). Oxygen 
is considered as the main element for generating corrosion on a material’s surface. On the 
steel plate the cavities with accumulated O2 were probably oxidized during the disassembly 
process prior to being sent for analysis in the laboratory facilities of Bournemouth University. 
Element Weight% 
P  1.03 
S  0.44 
K  0.62 
Fe  95.83 
Cu  0.88 
Br  1.20 
Totals 100.00 
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Thus, there was some time for oxidation/corrosion to be developed and to degradate the 




Figure 29: Combination of wear mechanisms on the SE1000 steel plate. Surface analysis of a 




Figure 30: Cluster of cavities in a random high pressure area of the SE1000. The depth of cavities 
is highlighted. 
 
In addition, as three-body wear was also identified near to these cavitation areas, it was 
possible the third-body (particle) was generated by the cavitation phenomena across these 
areas. The cavities, which are possibly developed by cavitation impact, erode the surface of 




in turn produce three-body abrasion wear during the contact of the two opposite surfaces. This 
mechanism can be interpreted by the fact that the size of the holes created by three-body 
abrasion, are similar to the ones created by cavitation impact. 
 
Characteristically, figure 29 reveals the formation of three consecutive wear spots generated 
by a third-body contact. Nearby, a cluster of cavities has been formed. Apparently, the shape 
and the morphology of that cluster of pits implies that the pits were generated because of the 
cavitation impact and not because of third-body wear mechanism. Since the size of the third-
body print is similar to the size of the bigger holes in the vicinity cluster, the conclusion 
which can be drawn is that the third-body is derived as a fragment particle during the 
destructive damage of those areas by cavitation impact. Additionally, a depth comparison also 
reveals the distinction of these wear mechanisms. The pit depth derived by the third-body 
wear mechanism, is five times less than that obtained by the cavitation mechanism. 
Eventually, cavitation erosion is incorporated with the third-body wear mechanism to produce 
severe damage. Finally, in figure 30 the depth of another bunch of cavities, in a random area 
of the high pressure region of the SE1000, is highlighted. It can be clearly seen that the cavities 
propagate into the substrate to a significant depth of more than 10 µm.  
3.3 Cavitation Mechanism Analysis 
 
The environmental conditions inside the scroll during its operation, are not adequate enough 
(having checked the thermodynamic properties of both working fluids) to produce a physical 
augmentation of the vapour pressure, of the liquid mixture (refrigerant/lubricant) in order to 
accelerate the formation of the bubbles. Thus, the question is to ascertain which of the two 
scroll fluids produce the cavitation damage and by which mechanism. At first glance the  
pressure and temperature conditions inside the scroll expander are such that the  lubricant  
liquid has no chance to change from liquid to gas phase (to produce bubbles). The refrigerant 
which enters the scroll as gas at high temperature (around 150 0C) is supposed always to 
remain in a gas state. Thus, the means of generating cavitation by instantaneous 
transformation of phases from liquid to gas is complex. 
 
The interpretation of the generation of cavities along the steel plate surface was a complicated 
issue. Two different hypotheses were made aiming to explain to a certain extent the cavitation 
erosion mechanisms. Since the cavitation pits were found only across the high pressure region 
of the scroll, where the first stage of the expansion process is taking place, a correlation was 
developed between the pressure conditions and the jet velocity of the stream, the design 
aspects of the scroll and the performance of the working fluids (refrigerant/lubricant). 
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Figure 31: The second step of the expansion process where the side walls of the scroll pushed by 




Figure 32: Schematic interpretation of the cavition mechanism in the critical area “A” 
 
The first hypothesis relates to the theory of the squeezed films within parallel surfaces. The 
concept of the squeezed films involves two parallel sliding surfaces with their relative normal 
velocity squeezing the lubricant out of the contact area. When the surfaces move towards each 
other, positive pressures are developed. However, when the surfaces move apart, negative 












positive and negative squeeze occurs in the presence of a liquid working fluid, cavitation is 
almost inevitable.  
 
This mechanism can be applied in the scroll expander system during its operation. After the 
first expansion pocket the working fluid aggressively pushes the scroll side wall to instantly 
move as figure 31 illustrates. Hence, the second step of the expansion process which sets the 
scroll into operation occurs. As the working fluid pushes the orbiting scroll the protection 
lubricant film is simultaneously pushed. The tip seal and the steel plate trap and squeeze the 
moving lubricant in the critical area “A”. This process is further enhanced by the vibration 
effects during the operation of the scroll. Apparently, negative and positive pressure areas are 
developed. The cavitation incubation mechanism is generated (figure 32).  
 
The cavitation mechanism generated by the squeezed opposed surfaces of the tip seal against 
the steel plate, is explained in detail in figure 33. A close up of the critical area “A” reveals 
the generation of the cavitation mechanism. To illustrate the principles involved in this 
cavitation mechanism, the existing two sliding surfaces, the polymer tip seal and the high 
carbon steel plate of the scroll expander, are considered to be parallel with very smooth 
roughness surfaces. Using the Reynolds equation for the equilibrium of an element and the 
continuity of the flow in a column, with the squeeze term of velocity dh/dt included, the 












From the equilibrium of an element in a lubricated environment the fluid velocities can be 
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Where τx and τy are the shear stress (Pa) acting in the x and y axis respectively, p is the 
pressure (Pa), u and v are the surface velocities (m/sec) in x and y axis respectively, U1 and 
U2 are the velocities (m/sec) in the upper and the lower boundary of the x axis and V1 and V2 
are the velocities (m/sec) in the upper and the lower boundary of the y axis, h is the film 
thickness (m) and µ is the absolute viscosity (Pa·s) 
 
From the continuity of flow in a column of lubricant the equation 52 is derived. Flow rates 
(m3/sec) per unit length, qx and qy, expressed by equation 53, can be found from integrating 
the lubricant velocity profile (equation 51) over the film thickness. 
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The term (wh-w0) is the vertical flow across the film which describes the rate of change in the 
film thickness, where wh-w0 is the velocity at which the column moves up and down 
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Where, U is the surface velocity (m/sec) in x axis defined by the sum of the apportioned 
velocities U=U1+U2 in the lowest z=0 and in the highest point z=h of the film thickness 
respectively (figure 33). In addition assuming an isoviscous lubricant and zero entraining 
velocity, equation 54 can be simplified even more and becomes: 
 
3 3( ) ( ) 12d dp d dp dhh h
dx dx dy dy dt
µ+ =         (55) 
 
Equation 55 defines the hydrodynamic pressure field when the wedge-effect is absent (dh/dx 
constant).           
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The load that the plates can support, or more exactly the force separating the plates, can be 
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The time necessary for the film thickness between parallel plates to change between specified 
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Where B is the width of the plate (m), L is the length of the plate (m), W is the applied load 
(N) 
 
This first hypothesis has a weak point which is that cavitation was found only in the high 
pressure region of the scroll and not across the whole surface of the steel plate. The above 
theory applies to every region of the scroll where the two parallel surfaces of the tip seal and 
the steel plate squeeze the lubricant. Since cavitation is not observed everywhere the 
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hypothesis is possibly misleading. Furthermore the applied pressure between the surfaces 
(Chapter 4) is quite low reducing the chances for locally generating high pressure differences 
within the liquid lubricant during the running time of the scroll system. Additionally, the fact 
that the driving fluid has the maximum velocity in the inlet port it can possibly give an extra 
squeeze boost to the lubricant which is accumulated between the gaps of the steel plate (figure 
32). These geometrical gaps, which are formed because of the design philosophy of the scroll, 
look like step bearings, accumulate the lubricant mixture between the tip seal, the scroll wall 
and the steel plate, squeezing and increasing its velocity. Consequently, according to the 
Venturi effect fundamentals (U↑P↓) a drop of pressure in the liquid lubricant in these 
constricted sections can possibly occur. 
 
The second hypothesis relates to the entrainment of the ambient fluid inside the jet stream 
during the inlet of the working fluid inside the scroll as the schematic representation 
illustrates in figure 34. This mechanism has stronger points in interpretation of the cavitation 
mechanism since it can only be applied in that specific high pressure region where the 
cavitation pits were found. The theory behind the mechanisms of fluid entrainment inside a 
developed jet stream can be found in the pioneering work of N. Kotsovinos [175]. 
 
Figure 34: The beginning of the expansion process is illustrated. The working fluid opens like a 
fan, rigorously striking the upper steel plate and simultaneously setting the scroll into motion. 
The velocity profile, the vortex rings and the lubricant entrainment process are depicted. 
 
Specifically, when the working fluid is injected by the inlet port to the expansion high 
pressure chamber, the turbulent jet stream, rolls up into toroidal spiral shapes. These shapes 
are well-known as vortex rings. During the formation process of the vortex rings, in each of 
the sides of the jet stream respectively, some of the ambient fluid entrains into the main body 
of the stream and into those spiral rings, lowering the ambient pressure of the liquid mixture. 
Velocity Profile 
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Thus, negative pressures can be generated across the surface of the steel plate especially at the 
points where initially the liquid mixture was laid down and then was entrained into the jet 
stream (number 1 in figure 34). In this case cavitation is possible to be developed. 
 
Using computational fluid mechanics (CFD), a finite element mesh was conducted in order to 
allow the cavitation mechanism of the scroll expander to be revealed. Initially, the numerical 
results produced with (CFD) methods, offered by the commercial CFD software FLUENT, 
explain the generation of cavitation bubbles inside the scroll expander. The experimental 
results reveal the performance of the working fluids and their impact mechanisms on the 
actual steel plate of the scroll. The initial aim was to successfully identify the entrainment of 
the fluid into the jet stream and the ambient pressure drop in a simulated water environment 
under standard operating conditions (250 C temperature and 1 bar pressure). A 3D model of a 
tank was used for this preliminary investigation. Then, the exact operational conditions of 
both of the scroll types were applied within a 2D experimental model and the actual 
properties of the working fluid were utilized from the FEA software for a new simulation. 




Figure 35: Analytical simulation of the propagation mechanism of the jet stream of the working 
fluid as it is introduced through the inlet port of the scroll into the first expansion chamber. The 




Figure 36: Detailed examination of the velocity profile and the vortex rings formed during the 
expansion process. Pressure distribution contours across the bottom of the scroll expander where 
cavitation was detected. Negative pressures are generated. 
 
In the first case a simplification model of the scroll was used (figure 35). A 3D cylindrical 
tank was designed with its dimensions matching to the actual scroll expander. The velocity 
was adjusted to 15.9 m/sec according to the inlet velocity of the working fluid. For this 
analysis the geometries of the 100 and the 300 hours scrolls were used. The main field of 
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investigation was focused on the jet stream’s expansion mode and on the bottom surface of 
the steel plate. A complete 3D analytical simulation of the expansion mechanism of the scroll 
expander, involving the design and the interaction of the two scrolls, is a very complicated 
issue and is beyond the scope of this research. 
 
This preliminary analysis of the performance of the working fluid as it enters the scroll 
expander is an approximation of the distribution of the pressure drop across the steel plate 
surface (figure 36). Interestingly, entrainment was observed across every side of the 
refrigerant jet stream as it was entering the scroll. With a quick glance it can be seen that in 
many areas negative pressures were developed. Especially, near to the inlet port where 
cavitation was mainly observed, negative pressures reach their peak values (around 0.13 
bars). The results from this primary analysis were adequate enough to confirm that the 
negative pressures can be created by fluid entrainment. The next step was to test if these 
pressure drops can be achieved within the scroll expander, utilizing its actual operating 
conditions with FLUENT software. 
 
With the use of CFD methods, a finite volume numerical approach was applied in order to 
reveal the cavitation mechanism of the scroll expander. A representative 2D analysis of the 
scroll was performed. The numerical model that was used in the simulations solves the 
Reynolds Averaged Navier Stokes equations (RANS). Closure of the turbulent stress terms is 
achieved with the application of the standard k-ε turbulence model. In more detail the 
equations solved are the continuity equation, the momentum equation, the energy equation 
and the transport equations for the turbulent kinetic energy (k) and its dissipation rate (ε), 
respectively. At the solid boundaries of the geometry a wall boundary was applied, with 
enhanced wall treatment for the prediction of the turbulent quantities at the near-wall regions. 
A velocity-inlet boundary condition was used for the inlets and a pressure-outlet boundary 
condition for the outlets. 
 
The aim was to investigate the behaviour of the jet stream and the fluid entrainment 
mechanism as it develops inside the first expansion chamber for both scroll types. The initial 
conditions were adjusted to those of the real case scenario. Thus for the SE100 and SE300 hours 
scroll type the velocity was adjusted to 15.9 m/sec while for the SE1000 hours scroll the 
velocity was 31 m/sec. The temperature and pressure ambient conditions were kept the same 
in both scrolls (150 0C and 12 bar pressure). The outlet pressure was assumed to be 8 bars 
after the first expansion pocket. The outlet pressure was not important since we were 
interested in examining the incubation period of the expansion mode of the refrigerant stream 
and the entrainment mechanism.  
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Two critical areas were chosen for the analysis of both scrolls. The first area is the moving 
wall (right side-outflow) at its minimum distance from the inlet port (inflow) in the very first 
stage of the expansion process. The second area is at the maximum operating distance of the 
moving wall (outflow) from the inlet port. In the first scroll type with height 3 cm a total 
number of 22572 quadrilateral cells were used in the initial position (figure 37 A), while the 
final position consists of a total number of 27489 quadrilateral cells (figure 37 B). In the 
second scroll type with height 1.5 cm a total number of 20493 quadrilateral cells were used in 
the initial position (figure 37 C), while the final position consists of a total number of 22050 




Figure 37: Geometry, computational mesh and boundary conditions of the first expansion pocket 
of the: SE300 A) Initial position B) Final position and  SE1000 C) Initial position D) Final position 
 
At the early stage of the scroll operational mode there are no gaps created. Therefore 
refrigerant is prevented from passing to the next pressurised chamber as it is introduced to the 
scroll. The refrigerant thrust pushes the scroll wall creating a gap. Thus, in the first case of the 
numerical analysis, a small gap was used for the equation of continuity to be solved. This was 
the worst scenario for generating entrainment mechanisms and high pressure fluctuations 




to pressure fluctuations or the entrainment mechanisms is used, the gap is assumed to be 
across the whole side of the scroll wall, when the moving wall (outflow) is at its maximum 
possible operating distance from the inlet port. In both scenarios the shape and the operational 
conditions of the scroll expander were adjusted to the real-world case, for representative 




Figure 38:  Velocity distribution of the jet stream in the final position of the moving wall for the 
SE100/SE300 and SE1000 respectively. Vortex rings and the entrainment mechanism are observed. 
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It was believed that the cavitation mechanism was derived from the low pressure at the lower 
scroll boundary induced by the refrigerant. Thus, a drop of pressure by the entrainment was 
thought to be sufficient enough to make the lubricant volatile. Surprisingly, only a small 
pressure drop was observed in the entrainment points while a tremendous increment of 
pressure was spotted in both of the scroll types.  
 
In the first case for both the scroll types, where the moving wall was near to the inlet port, 
there was an absence of entrainment fluid and a rapid increment of the ambient pressure. In 
figure 38, the entrainment mechanism which was developed during the second case, where 




Figure 39: Distribution of the static pressure in the initial and the final position of the moving 
part for SE100&SE300 
 
In figure 39 the pressure distribution inside the SE100 and SE300 is depicted for the initial and 
the final position of the moving wall. Interestingly, comparing the velocity vector and the 
 80
static pressure images it can be observed that the entrainment of the liquid, found in vortex 
ring areas, does not affect the static pressure by dropping its magnitude. On the contrary, the 
static pressure has an enormous increasing effect on generating conditions for the refrigerant 
gas to instantly liquefy. This phenomenon is more intense across the bottom of the scroll, 




















Bottom Wall (t=0.00001 sec) Inflow (t=0.00001 sec)
Bttom Wall (t=0.017 sec) Inflow (t=0.017sec)
 
 
Figure 40: Pressure distribution along bottom boundary for SE100 and SE300 (Initial position of 






















Bottom Wall (t=0.00001 sec) Inflow (t=0.00001 sec)
Bottom Wall (t=0.017 sec) Inflow (t=0.017 sec)
 
 




Specifically, in figures 40 and 41 the instantaneous pressure distribution for t=1 µsec and t=17 
msec for the case of SE300 and SE100, is presented. The graphs are focused on the bottom steel 
plate. In figure 40, for t=1 µsec, when the jet stream from the refrigerant is developed, there is 
a steep increment of the ambient pressure. The pressure rapidly increases from 12 atm to 25 
atm. This high pressure lasts for approximately 30 µs and then it gradually decreases until it 
stabilises at the end of the pressure cycle at 17 msec. The time of 30 µs is enough for a bubble 
to be generated and to be developed in a round shaped cavity as the high speed photographic 
observation revealed (paragraph 6.2). Thus a huge production of bubbles is expected. In 
figure 41 there is a slight increase of pressure reaching the maximum value of 14 atm.  In this 
case the liquefaction process of the refrigerant is close to its transformation limit, according to 




Figure 42: Distribution of the static pressure in the initial and the final position of the moving 
part for SE1000 
 
In figure 42 the pressure distribution inside the SE1000 is depicted for the initial and the final 
position of the moving wall. Interestingly, it can be seen that as the working fluid enters into 
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the first expansion chamber the static pressure, is enormously increased, reaching a 
significant value of 53 atm in certain areas.  Comparing the results from the previous scroll 
systems it is obvious that the inlet velocity of the working fluid plays a major role in that 
steep increment of the pressure. Apparently, this incredibly high pressure can possibly affect 
the side walls of the scroll as well as other critical components within the scroll. The shear 
stresses produced by the expansion impact of the working fluid can seriously damage these 
components, leading to a catastrophic failure of the scroll unit over a prolonged period of 
























Bottom Wal l  (t=0.00001 sec) Inflow (t=0.00001 sec)
Bottom Wal l  (t=0.017sec) inflow (t=0.017sec)
 
 
























Bottom Wa l l  (t=0.00001 s ec) Inflow (t=0.00001 sec)
Bottom Wa l l  (t=0.017s ec) Inflow (t=0.017 s ec)
 
 
Figure 44: Pressure distribution along bottom boundary for SE1000 (Final position of the moving 
wall) 
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Additionally, in the equilibrium condition where the momentum of the working fluid falls, the 
static pressure is still high enough to produce cavitation bubbles by liquefying part of the 
refrigerant even after the end of the expansion cycle at t=17 msec. In the case where the wall 
is in the maximum possible position during the operation of the scroll the pressure in a few 
areas is still sufficiently high to liquefy part of the refrigerant. However, in the time where 
equilibrium is achieved the pressure is quite low avoiding refrigerant liquefying. 
 
Figures 43 and 44 present the instantaneous pressure distribution for the case of the SE1000, 
across the bottom plate where cavitation was found, for t=1 µsec and t=17 msec. The resulting 
pressure curves resemble the previous analysis. From both figures 43-44, for t=1 µsec, when 
the jet stream from the refrigerant is developed, there is a steep increment in the ambient 
pressure. In figure 43 the refrigerant pressure reaches for t=1 µsec an extremely elevated level 
of around 45 atm across the bottom surface. Then, for t>30 µsec the pressure decreases and is 
stabilized at around 17 atm until the end of the pressure cycle. 
 
The same mechanism applies when the moving wall is at the maximum operating distance 
from the inlet port. As figure 44 shows, the ambient pressure across the bottom wall increases 
to 16 atm and then drops down to 8 atm. In both cases the pressure is high enough and the 
transformation of the lubricant from liquid to gas phase is restricted. Therefore it seems that 
the lubricant fluid is not responsible for cavitation. However, in both cases within the SE1000 
the pressure is high enough to liquefy instantaneously part of the refrigerant close to the 
bottom boundary, creating conditions for the generation of cavitation bubbles within the 
liquefied refrigerant. This finding resolves the puzzle of how the cavitation erosion 
mechanism on the steel plate is produced. 
 
On the basis of numerical simulation results, it is advocated that the cavitation mechanism is 
related to the initial instantaneous high pressure at the lower scroll boundary induced by the 
refrigerant inflow gas jet. Instantaneously part of the refrigerant gas phase is transformed to a 
liquid phase due to high pressure, which subsequently due to turbulent environment and high 
pressure fluctuations produces cavitation bubbles within the refrigerant in liquid phase.  
 
The increment of pressure is massive, accelerating the formation of refrigerant bubbles. In the 
case of the SE100 and SE300 the pressure did not show any extreme augmentation except the 
initial position where pressure was high enough to liquefy the refrigerant. Additionally the 
operational period was substantially lower to the SE1000. Thus, the formation of cavities on the 
steel plate surface was negligible. In the SE1000 the pressure fluctuation ration is enormously 
high, for both of the moving wall positions, leading to a rapid formation of refrigerant 
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cavitation bubbles. Thus, the steel plate of the SE1000 in the critical region next to the inlet 
port, experiences consistent erosion damage due to formation of numerous cavitation clusters. 
Finally, the lubricant layer which avoids severe contact between the steel plate and the tip seal 
can be seriously affected by the presence of the cavitation bubbles. The bubbles can 
significantly reduce the thickness of the lubricant layer leading to a more severe contact of the 
opposing surfaces. Thus, the contact between the steel plate and the tip seal becomes rougher 
while the friction coefficient and the wear rate could possibly be increased.  
3.4 Side Walls 
 
On the side walls of the scrolls there is surface contact between the stationary aluminium 
scroll and the orbiting coating aluminium scroll. The hardness of the aluminium scroll was 
measured to be around 170 HV, while the hardness of the coating scroll on the coating surface 
was measured to be around 350 HV. This might suggest that the anodised film hardness is not 
as hard as it was expected to be but is still much harder than the base material. This hardness 
difference can theoretically imply that the orbiting scroll will probably damage the stationary 




Figure 45: Wear across the surface of the aluminium scroll A-B) Combination abrasive-adhesive 





Under the optical microscope the above was confirmed. On the surface of the stationary 
aluminium scroll many wear valleys and a lot of random linear wear scars, which are 
probably generated by two-body abrasive wear, were observed (figure 45). Moreover many 
aluminium particles which derived from abrasion and mainly by adhesion wear were clearly 
identified on the surface of the coating scroll (figure 46). They were welded or embedded 
across the anodic film. Thus the black coating surface is gradually increasing in height with 
the addition of the aluminium particles and the contact between the side walls of the scroll is 




Figure 46: Adhesive wear on the coating scroll A) Original surface B) Adhesion appears as 
aluminium particles welded on the coating surface C) The quantity of the aluminium particles is 
increased D) A major part of the coating scroll is covered by aluminium particles 
 
In the above case the wear regime on the surface of the orbiting scroll can be considered 
mainly as adhesive. Adhesive wear is the result of localized welding between the sliding 
contact surfaces. For adhesive wear to occur it is necessary for the surfaces to be in intimate 
contact with each other. Surfaces which are held apart by lubricating films or oxide films 
reduce the tendency for adhesion to occur. This is why the one scroll is coated and is 
separated from the other using lubrication film. Apparently during the operation of the scroll 





With the use of ZYGO interferometer microscope the adhesive mechanism was revealed. The 
coating surface of the scroll was effectively scanned and the attached parts of the aluminium 
scroll were detected (figure 47). The intensity map images clearly show the aluminium 
particles (white colour) distributed across the scroll’s coating surface. The height of the 
embedded aluminium particles onto the coating surface of the scroll is up to 10 µm. The 
maximum size of the aluminium particles is up to 500 µm while their average roughness is 
about 0.250 µm. The mild roughness profile, indicates that a consistently intimate contact 
with the asperities of the aluminium scroll is achieved, leading to a less severe wear regime. 
Additionally, the large amount of the attached aluminium particles reveal that a smoother 
contact between the aluminium particles and the asperities of the aluminium scroll is 
achieved. However, the flank leakage could be steeply increased while the efficiency of the 




Figure 47: ZYGO micrographs show the features of the embedded aluminium particles onto the 
surface of the coating scroll A) Overview of the area with the aluminium particles B) Close up 
investigation of the aluminium particles morphology 
 
In addition, cavities found across the tip of the aluminium scroll indicate consecutive 
cavitation impacts in that specific region. This was expected to be revealed according to the 
interesting results of the analytical simulation process. Moreover, the presence of cavitites on 







Interestingly, the depth of these cavities was wider and slightly deeper compared to the ones 
found across the steel plate. This is reasonable since the aluminium scroll is much softer than 
the high carbon steel plate and more prone to surface damage. Notable material loss is 
observed. The function of the aluminium tip in sealing the inlet port after in every expansion 




Figure 48: Cavities found across the tip of the aluminium scroll after 1000 hours of operation 
 
In figure 48, a typical cluster of cavities can be found on the tip of the aluminium scroll. 
Additionally, more investigation is needed in order to analyse and interpret the level of impact 
by the cavitation mechanism and the extent of the critical damage. However, this issue is 
beyond the scope of this research and has to be considered in future projects. 
3.5 Summary and discussion 
3.5.1 Scroll’s Surface Investigation 
 
The surface analysis of the three different scroll expander systems was mainly focused on two 
different regions of the steel plate: the high and low pressure regions. Within the low pressure 
region the wear marks were superficial. Within the high pressure region the marks were on 
average 3 times wider and around 4 times deeper. The two-body abrasive wear prevails across 
the plate surface of the whole scroll. In addition, cavitation and three-body abrasion wear 
were identified in many areas of the scroll’s plate. Characteristically many cavities were 
found across the edges of the steel plate in the first expansion chamber. Cavitation was 
generated due to elevated pressure fluctuations. This was interpreted by the analytical results 
produced with the use of computational fluid mechanics. 
3.5.2 Analytical Results 
 
It is reasonable to conclude from the analytical results of this study the mechanism 
responsible for cavitation leading to the erosion of the scroll’s steel plate was determined. 
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Refrigerant is the fluid medium which generates cavitation bubbles due to elevated pressure 
fluctuations inside the high pressure gas pockets of the scroll expander. This finding resolves 
the question of how the refrigerant which enters the scroll in a gas phase produces cavitation. 
This is really an exceptional situation. Usually cavitation occurs in an environment where 
basically the fluid in motion is in liquid phase, which at low pressure is transformed into gas, 
producing cavitation bubbles. In this situation the fluid in motion is in gas phase, which is 
locally liquefied under very high pressure, producing cavitation bubbles within the high 
pressure region. It has not been possible to discover a similar finding in any published 
literature. 
 
Additionally, it was shown that with an increment of the inlet velocity, huge amounts of 
pressure are generated within the first expansion chamber of the scroll. On one hand this can 
probably increase the performance and the efficiency of the scroll. On the other hand vast 
shear stresses can be accumulated between the main components of the scroll leading to a 
plastic deformation and a fatigue failure of the scroll unit, in due course. Thus, a balance 
between the geometry, the inlet velocity of the working fluid and the efficiency of the scroll 



















4 CHAPTER : EXPERIMENTAL METHODOLOGY 
In this chapter the experimental methodology used for the completion of this research is 
described. Several sets of laboratory tests were conducted to study the friction, wear and 
cavitation mechanisms of the main parts of the scroll expander. The critical components for 
durability were identified on the tip seal and the plate of the scroll expander. Subsequently, 
these components were used to perform sliding tribological tests using a special purpose-built 
modified micro-friction machine and a cavitation test apparatus. The experimental conditions 
were adjusted to those of the industrial applications. The tests were performed in a coherent 
sequence involving systematic monitoring of their crucial parameters. 
 
The main difficulty which was revealed throughout this stage was the formation of the 
samples. The main components were inappropriate for bench tests due to their large size. 
Eventually, an optimum formation was the key factor to overcome this problem. Thus, 
suitable preparation resulted in samples which fitted inside the experimental machines for 
further tests. 
4.1 Experimental Test Rigs 
 
Two different experimental test rigs were used in this project. In the first part of this study, 
sliding wear/friction tests were performed with the use of the TE 57 micro-friction machine. 
In the second part cavitation erosion tests were conducted with the use of a cavitation 
apparatus integrated with a high speed camera device. 
4.1.1 TE 57 micro-sliding wear/friction test rig 
 
The TE 57 micro-friction machine is designed to provide an accelerated method for assessing 
friction and wear between pin and plate materials under various tribological conditions [176]. 
In the TE 57 bench test system, the sample follows a sinusoidal movement as it is produced 
by an electric rotary motor. This reciprocating tribometer was thought to approach the scroll’s 
movement. The movement of the involute scrolls of the expander is an eccentric continuous 
movement with a 10 mm diameter at a frequency of 50 Hz. Both movements caused sliding 
wear. Thus an effective evaluation of the wear effects inside the scroll during its operation 
can be estimated. 
 
Figure 49 shows a schematic of the wear bench-test machine. The equipment is based upon a 
standard set-up from Phoenix Ltd model TE 77 micro-friction machine. A modification 
allows for control of the environmental conditions surrounding the contact to simulate those 
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found within the scroll expander. The resultant micro-friction machine operates by sliding a 
lower-plate sample in a reciprocating motion against a fixed sample pin or ball.  
 




Figure 50: An overview of the environmental chamber of the TE 57 micro-friction machine and 
of the ancillary equipment used for the sliding wear/friction experiments 
 
In figure 50 the environmental chamber, the slider plate and the pin are illustrated. The slider 
(plate) is mounted on a support lubrication bath (lower holder) connected to the actuator 
(lower shoulder). The pin sample sits inside the upper holder. The upper holder is fixed in the 
upper shoulder of the system. The pin is connected via a feedback mechanism to a transducer 
to provide friction force feedback and hence friction co-efficient [177]. A controller permitted 
the generation of the reciprocating movement at a desired constant speed. Finally, a contact 
force of up to 50N is applied using a spring loaded lever arrangement. 
4.1.2 Cavitation Apparatus integrated to a High-Speed Camera Device 
 
Cavitation erosion tests were utilized in the present study to analyse and evaluate the 
performance of the cavitation bubbles generated within the two scroll working fluids. The 










to the ASTM G32-03 standard method. The ASTM method proposes a standard probe of 15.9 
mm diameter to be generally used for cavitation tests. However, in this study a probe of 5 mm 
was deployed to produce cavitation bubbles for more definitive images. In addition, the rate 
of the erosion damage developed on the tested sample by the 5 mm probe is significantly 
lower compare to the standard probe. Thus, it would be easier for the researcher to identify 




Figure 51: Schematic of the cavitation experimental set up 
 
Experiments were carried out by using a piezoelectric transducer at a fixed frequency of 20 
kHz.  The transducer was connected to the ultrasonic generator. The ultrasonic horn had a 
plane surface oscillating in a simple harmonic motion [178]. Peak to peak amplitude of the 
horn tip was adjusted to be at 50 µm. All tests were timed and were run for the required time 
interval. This was achieved by a timer connected to the ultrasonic generator which 
automatically turns the power supply to the transducer on and off. Furthermore, the steel 
samples were machined accurately by a cutting machine. Then the steel samples were placed 
on a Bakelite base. All the test samples were polished to a few microns accuracy and went 
through a surface analysis to ensure that they were free from any surface defects prior to 
testing. 
 
The samples were mounted on the bottom of a small transparent tank with a maximum 
capacity of 0.5 L and in a large transparent tank (5 L) respectively. The small tank was used 
for cavitation tests dealing with the incubation stage of the pits while the large one was used 
for tests which take a prolonged period of time. The implemented steel samples on the 
Ultrasonic processor 




Bakelite base were immersed in the liquid and mounted on the bottom of the tank during the 
experimental period. The ultrasonic horn was submerged into the liquid environment of the 
tank and was strictly adjusted to a distance of 0.5 mm from the sample’s surface. The distance 
between the horn tip and the sample is critical as it can influence the erosion rate. 
 
A high speed camera (Phantom v7.3) was installed at one side of the tank. At the opposite 
side of the tank a high intensity fibre optic light source (2 kW) was installed to provide 
enough light to the critical areas for investigation. The Phantom v7.3 supplies a full frame 
(800x600 pixels) recording rate, with a maximum shutter speed of up to 500,000 frames per 
second with 1 µsecond exposure time. In this study the speed modes of the camera used for 
the photography varied between 30,000 fps and 220,000 fps with a 10 µsec exposure time. 
During the tests a Leica mono zoom amplifier was used in front of the camera achieving a 
resolution of approximately 8 µm/pixel.   
4.2 Surface Analysis 
 
After the end of the tests a comprehensive examination on sample surfaces was conducted. 
Advanced surface analysis techniques like optical microscopy, scanning electron microscopy 
and scanning interferometry were used in order to indentify the nature of the wear and 
cavitation mechanisms. These techniques were also used during the micro-structure 
examination of the samples (3.2.1 and 4.1.2).   
4.2.1 Optical Microscopy 
 
The optical microscope utilised for this project was the Olympus BX 60 figure 52. This 
microscope was the first tool used for inspection. The optical microscope is simple to use and 
provides quick and representative results. It uses visible light and a collection of microscope 
lenses of 5, 10, 20, 50 and 100x magnification for intensive surface observations. Apart from 
the traditional system of eyepiece, the microscope is fitted with a digital camera to monitor 
and capture images. These images are then displayed on a monitor via a computer link.  
 
A quality analysis of an image requires the use of various combinations of polarizing filters in 
order that the mountain (peaks) and the valleys (troughs) can be revealed. In addition, the 
effective measurements of the size and the depth of the wear mark, found in this image, using 
appropriate commands of the software and further microscopy techniques can be well 
estimated. Finally, in some cases stitching of an image is essential. With stitching a broader 






Figure 52: Olympus BX 60 Optical microscope 
 
4.2.2 Scanning Interferometer Microscopy 
 
The ZYGO surface interferometer is a very powerful tool in the field of materials surface 
analysis figure 53. Its operating principle is based on the white light scanning interferometry 
and is capable of mapping an area of a few millimetres wide in a single measurement with 
sub-nanometres resolution, providing instantaneous information about surface roughness, 
shape and waviness. The surface finish of the original surface can be measured and compared 
with the surface morphology after the test. The three-dimensional surface mapping 
profilometer can accurately measure the surface roughness, the depth of cavitation pits and 
wear grooves, the size and periphery of the cracks, the step heights and the volume loss.  
 
Initially the sample was carefully set onto the moving platform of this advanced equipment. 
Then light focus is adjusted on the sample surface by moving the instrument head. The 
fringes have to be revealed in the monitor and extended as wide as possible across the screen 
for a superior analysis. After setting the height and the focus point, light intensity is the next 
parameter to be adjusted. Thereafter measurements take place using the appropriate 
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parameters of the MetroPro software. In some cases, calibration of the machine was needed in 




Figure 53: ZYGO surface scanning interferometer 
 
Finally stitching is another parameter of the software which can be proved useful in many 
measurements. After a number of detailed scans across the surface with specific 
magnification, the generated images can be stitched together to create a full 3D profile of the 
surface and the wear scars. This technique was enabled the author to accurately determine the 
size parameters, the roughness, the wear erosion rate and the volume loss from all the tested 
samples.  
4.2.3 Scanning Electron Microscopy 
 
Scanning electron microscopy is widely used for providing high quality micro-structure 
images and obtaining chemical composition of the material samples.  Its advanced technology 
is making it one of the most versatile instruments for surface investigations. In this project 
two different SEM systems were used: a typical SEM found at Bournemouth University 
(figure 54) and a technologically superior model, the Zeiss Supra 35 VP, used by the author at 
Brunel University. 
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The sample was entered into the vacuum chamber and was placed in position. The chamber is 
vacuumed in order to avoid any electron dispersal or scatter due to collisions with other 
molecules. The electron gun was adjusted to a desirable working distance (WD) for the 
highest possible definition images. The system generates an illuminating beam of electrons 
(kV) controlled by the SEM operating console. The higher the voltage the better the image 
resolution but the greater the heat that is generated on the specimen. Thus, lower voltages (10 
kV) may have to be used for delicate samples like the elastomer tip seal. Higher voltages (20 




Figure 54: Scanning electronic microscope (SEM) 
 
The SEM proved to be extremely useful for the interpretation of the wear mechanisms on the 
elastomer surface because the black surface colour of the tip seal did not allow ZYGO to 
create proper 3D images or the optical microscope to generate fine images. Moreover SEM 
was used for element analysis in order that the debris found on the surface of both samples 





4.3 Auxiliary devices 
 
A few extra devices were used in order to enchance the experimental data and to improve the 
quality level of the research. All the auxiliary systems used for this project are briefly 
described in the following sections (4.3.1-4.3.6). 
4.3.1 Hardness  
 
With the hardness test, the mechanical hardness of all the tested samples was effectively 
measured (figure 55). With the micro-hardness test, the transition of the mechanical hardness 
across the cavitation samples was calculated. Specifically, the fluctuation of hardness values 
across the main crater, formed by cavitation impact, and its outside periphery were evaluated 




Figure 55: Hardness test machine 
 
Prior to cavitation tests, the sample was positioned on the base of the hardness machine. Then 
the applied load and the downward speed were adjusted. The load used varied from 50 to 100 
N. The speed was adjusted according to the hardness standards. The hardness values of the 
samples were successfully interpreted. After the completion of the cavitation tests, micro-





were moved to the optical microscope for precise measurements of their size indentations. 
The actual size of the indentations in combination with the hardness Vickers textbook will 
reveal the appropriate micro-hardness values of the materials. 
4.3.2 Testometric Machine 
 
With the help of the Testometric machine (figure 56) the material properties of the scroll’s 
steel plate were successfully determined. The sample was properly modified to obtain the 
bone shape required for this test and was gripped by the edges within the machine jaws. Then 
the software parameters were entered in the interface console and the tension process was 








With the use of the DV-II+ PRO Digital Viscometer (figure 57) the viscosity of the lubricant 
used in the cavitation tests was properly measured. Then, a correlation of the viscosity values 





Figure 57: DV-II+ PRO Digital Viscometer 
 
Initially a calibration of the system was made using water liquid. The operation of the 
viscometer is based on the fluid resistance the spindle experiences as it rotates. A minimum 
quantity of 300 ml of lubricant was poured into a glass beaker and the appropriate spindle 
attached to the viscometer was immersed into the liquid. The deeper the spindle was 
immersed into the fluid the higher the measurement accuracy was achieved. Special stainless 
steel low viscosity spindles can measure a wide range of viscosities from 15 to 6,000,000 
mPa·s with 1% of full scale range torque measurements accuracy. The speed can be varied 
from 0.01 to 200 rev/min. Temperature measurements and data outputs are gathered by the 
Rheocalc software and are automatically displayed on a PC monitor.  
4.3.4 Surface Tension 
 
Surface tension was another critical parameter to the cavitation experiments. The surface 
tension under the same temperature conditions was estimated for all the three liquids. Three 
different dried and thoroughly cleaned orifice tubes were deployed for each of the three 
liquids respectively. Ten millilitres of each liquid was poured into the tubes and the liquid lift 
was calculated. The measurements of the liquid lift were precisely indicated with the use of 
the optical microscope. The lens of the microscope was focused on the critical points of the 
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lifted part of the liquid across the side wall of the tubes and the height different was found and 
successfully calculated, see figure 58. 
 
 
Figure 58: The glass lab orifice tubes showing the curvature of the tested liquid. The schematic 
diagram explains the liquid lift. 
 
The surface tension calculations were conducted according to the following equation 62 and 






∆ =           (59) 
 
Where ∆h is the water lift (mm), σ is the surface tension in (mN/m), θ is the contact angle 
between the liquid and the wall of the tube which in all the measurements was assumed to be 
zero, ρ is the density of the liquid (kg/m3), g is the gravitational force (m/sec2) and d is the 
orifice diameter (mm). 
4.3.5 Optical Emission Spectrometry (OES)  
 
The Optical Emission Spectrometry was used for a thorough chemical examination of the 
studied steel samples (figure 59). The operational principles of the OES are based on the 
electrode which creates a high intensity sparkle on the surface of the testing sample. The 
sample sits on the top of the electrode and is hermetically sealed in a metallic box. The air is 
totally removed from the tested area with the use of argon gas. In that way, during the 
operation process, the light from the reflection on the surface of the sample after the electrode 






The light then reaches the photomultiplier which distinguishes the elements which the tested 
material consists of. Each element has a specific wavelength and so reflects at a specific 
angle. Thus, the photomultiplier which corresponds to the 10 basic elements can effectively 




Figure 59: The experimental chamber of the optical emission spectrometry (OES). The interface 
of the OES shows the concentration percentage of the identified elements. 
 
With the help of the appropriate software the results from the photomultiplier can be 
reproduced into a percentage. Thus, after the end of the analysis, the concentration percentage 
of the individual elements of the tested samples was successfully identified. The OES was 
used for the chemical analysis of all of the steel samples (Appendix B). 
4.3.6 Inductively Coupled Plasma Optical Emission Spectrometry (ICP-OES)  
 
A comprenhesive oil analysis was also conducted with the use of an optical emission 
spectrometry system (figure 60). The oil samples after the end of the sliding tests were drawn 
off and placed into plastic bottles. The plastic bottles with four different types of oil at 40 0C, 
100 0C and 150 0C and a bottle with fresh oil were sent for analysis to the Inductively 
Coupled Plasma Optical Emission Spectrometry (ICP-OES).  
 
The IES-OES is a major technique for elemental analysis. A thoroughly homogenized used 
oil is dissolved with suitable solvents and then mixed with water, prior to being fed into the 
plasma. Plasma consists of a hot, partially ionized gas, containing an abundant concentration 
of cations and electrons that make the plasma a conductor. 
 
The first step in the procedure is the conversion of the molecules in the sample to individual 




plasma. Then, the sample solution is introduced to the ICP instrument by free aspiration or an 
optional persistaltic pump. Finally, ICP-OES utilizes ultraviolet light (UV) and visible 
spectrometry to image the plasma at the exact wavelength of ionic excitation of the element of 
interest. In other words by comparing emission intensities of elements in the test sample with 
emissions intensities measured with the standards, the concentrations of elements in the test 




Figure 60: Inductively Coupled Plasma Optical Emission Spectrometry (ICP-OES) for liquid 
analysis 
 
4.4 Sliding Wear Test Procedure 
 
Initially testing was distinguished in batches, grouped according to the lubricant type.  This 
was performed for two reasons. Firstly in order to avoid any impurities of a severe lubricant 
regime (e.g 150 0C) to be contaminated within the fresh oil introduced for the lower 
temperature regimes (e.g 40 0C). Secondly to collect the lubricant after each single test in 
plastic bottles in order to send it for chemical analysis in the OES. 
 
The contamination or the degradation rate for all three lubricant regimes was checked for 
consistency after each experiment. Therefore, a full disassembly and cleaning regime was 
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only required if the lubricant type had totally changed affecting the nature of the tests. This 
action was taken twice before the completion of the sliding tests. The chamber, the bellows 
and the components exposed to the dirty lubricant required cleaning. This was carried out 
using an ultrasonic bath with acetone cleaning fluid.  
 
At the beginning of the experiments the samples were appropriately mounted inside the 
environmental chamber. The load then had to be applied manually. To obtain reliable and 
comparable results, the contact loading of all tests needed to be identical. In order for this to 
be achieved, a dentist’s mirror and a torch were used. The mirror provided a real-time image 
of the contact state between the pin and the plate. Thus with this method, all the pre-loading 
contacts were eliminated and the operating height was calibrated to the same value for all the 
tests. 
 
Thereinafter 3 ml of lubricant were introduced into the bath using a clean syringe. Then the 
lid was placed into position and sealed the top of the chamber. The temperature was raised to 
the desired level and controlled by a pair of thermocouples. The sliding tests provided 
information on friction force and coefficient over time. Data represented the charge 
temperature, the reciprocation frequency, the friction force and the friction coefficient 
generated during the tests and was recorded using the machine’s control software. Any wear 
results at the contact points were observed during post-test analysis. After the end of the 
experiments the lid was removed, the tested lubricants were drawn off using a syringe and 
stored in the appropriate analysis bottles. Then the samples were removed, cleaned with 
acetone using an ultrasonic bath cleaner and finally sent for post-test analysis.  
4.5 Cavitation Erosion Test Procedure 
 
The cavitation erosion test procedure was divided into two parts. In the first part the test 
procedure during the incubation time of the cavities will be described. The second part 
involved the use of samples under a prolonged period of time. The ultrasonic system was 
fully calibrated before being used for the experiments. 
4.5.1 Incubation Period of Time 
 
The experiments performed regarding the incubation cavities could be affected by several 
factors. The presence of any debris or any remain liquid in the 0.5 L experimental tank from 
previous tests could possibly affect the rationalism cavitation mechanism. Thus, before and 
after every test the square container was cleaned and dried to avoid the presence of any 
impurities. Then, the samples were mounted on the bottom of the tank.  
 103
According to the nature of the test, the appropriate liquid was poured in a sufficient level for 
generating cavitation. The horn was immersed into the liquid and its distance from the sample 
was adjusted. The appropriate adjustment was made with the use of a 0.5 mm thickness feeler 
gauge and kept constant for all the tests. The perpendicularity of the horn in regards to the 
surface of the sample ensured the maximum performance of the ultrasonic transducer. The 
high speed camera was focused on the upper area of the sample while a fibre optic was 
providing adequate light. All the tests were run strictly for 10 minutes ensuring only the 
generation of cavitation pits and that the temperature levels remained steady. The tested 
temperature, after being adjusted to the desired level, was controlled at regular time intervals 
by a digital thermometer.  
 
Once the test was over the system was turned off and the test specimens were carefully 
removed from the bottom of the tank. Thereafter, the samples were cleaned in an ultrasonic 
bath with cleaning liquid acetone and dried with a blower before being sent for surface 
analysis. 
4.5.2 Prolonged Period of Time 
 
For the experiments to study the durability performance of various steel grades under a 
prolonged period of time, a simpler procedure was followed. Instead of a small tank a large 5 
L tank was used in order that the temperature remained constant for all the tests. The sample 
was mounted on a small vice press which was submerged onto the bottom of the 5 L 
container. In these experiments only distilled water was used. Furthermore, after every test 
the tip of the horn was thoroughly checked. If it was found to be damaged, it was properly 
machined with a lathe in order to achieve the desirable flatness and enable it to be re-used for 
further cavitation tests. Apart from the above changes everything else was strictly followed 
according to the process described previously for the incubation period. 
4.6 Experimental Conditions 
 
The experimental conditions were adjusted as close as possible to those of the scroll expander 
for both test rigs. On one hand, the operational contact environment of the TE 57 within the 
test chamber approaches the conditions found in the critical areas of the scroll expander. On 
the other hand, the physical properties of the liquid environments used in the cavitation tests, 




4.6.1 Sliding Wear/Friction 
 
For the micro-friction machine to provide meaningful results, the test parameters should have 
followed those of the scroll expander as closely as possible. Hence, the temperature, the speed 
and the contact load of the scroll expander, during its operational period, were initially 
estimated prior to being applied for sliding wear experiments.  
 
The tested temperatures were adjusted to three different critical values, at 40 0C, 100 0C and 
150 0C. The selection was made according to the start-up conditions of the scroll where the 
temperature is about 35-40 0C, the outlet temperature of the working fluid from the scroll 
around 1000C and the inlet temperature of the working fluid to the scroll approximately 150 
0C. 
 
The tested velocities in the TE 57 machine were adjusted to two different values at 25 Hz and 
50 Hz with an equivalent radius (stroke) of 5 mm. This gave a reciprocated average sliding 
(surface) velocity of 0.5 m/sec and 0.25 m/sec respectively. The rotational speed of the scroll 
was approximately 3000 rev/min with a diameter eccentricity of 10 mm. This gave a 
continuously sliding velocity of 1.57 m/sec.  
 
0 sin(2 )x x ftpi=          (60) 
 
0 2 cos( )
dx
u x f t
dt
pi= =         (61)
   
In the TE 57, the slider steel sample performs a reciprocating movement achieving the lowest 
velocity values at its edge points A and B (actually the velocity is zeroed at these points), at 
the end of the sliding movement, while it achieves the maximum velocity at the centre point 
of the movement. The movement of the slider plate can be interpreted according to equations 
59 and 60. Thus, the maximum surface velocity which can be generated by the sinusoidal 
movement of the rotary motor is 0.875 m/sec at 50 Hz, nearly half that of the scroll‘s 
expander, see figure 61.  
 
Since the maximum velocity is found only at the centre point of the accelerated sliding 
motion by the motor, the average surface velocity had to be taken into account for the tests. 
Thus, the actual surface velocity (average velocity) used for the sliding tests was 0.5 m/sec for 
50 Hz and 0.25 m/sec for 25Hz. The 50 Hz is the maximum rotational velocity the motor can 
achieve. The 25 Hz was chosen as an alternative motor speed for a better comparison of the 
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Reciprocating movement within the sliding limits
TE 57 Reciprocating Movement and Velocity Distribution
 
Figure 61: The distribution of the sliding velocity according the sinusoidal movement of the TE 
57 motor 
 
The calculation of the contact load was a complicated issue. To ascertain the contact 
condition in the scroll expander a unit was dismantled and measurements were taken. The 
actual contact pressure revealed the specific load which had to be applied for the friction/wear 
tests. Finally, the applied load was adjusted at 20 N and 40 N respectively (Appendix F).  
 
Initially, the contact load at the start-up conditions of the scroll was estimated. This was 
achieved by measuring the friction torque and the static coefficient of the scroll during the 
start-up conditions. The friction torque which is required to turn the scroll expander when it is 
from a resting position was calculated to be around 1 Nm. A nut was installed on the shaft of 
the expander and a socket connected this to the spring Newton meter. After a few attempts 
with the spring Newton meter to set the scroll into motion the friction torque was successfully 
estimated.  
 
The friction coefficient of the upper scroll material when is in sliding contact with the lower 
bottom one was measured. The friction coefficient of the tip seal against the steel plate was 
measured during the start up conditions of the scroll, when the scrolls were in close contact. 
This was performed using a sliding friction bench figure 62. The friction coefficient after 
several dozen measurements was effectively estimated to be among 0.2 and 0.25. This 
number correlates well with the experiments made with the TE 57 micro-friction machine 
when low loads between the tip seal and the steel plate were applied. Through the friction 
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torque and the friction coefficient, the applied contact load between the scrolls of the scroll 
expander during its start up conditions could then be easily identified. The normal contact 
load L (N) was estimated with the use of equation 61 assuming that the torque T (Nm) is 
equally distributed across the contact parts. 
 
T Lrµ=           (62)
            
where r (m) is the radius of eccentricity and µ is the dimensionless static coefficient between 
the scrolls  (tip seal/steel plate). The contact load was found to be between 800 and 1000 N. 
The contact parameters of the scroll had to be matched to those of the samples and the contact 
stress of the scroll correlated with that of the samples in the TE 57 in order that the contact 




Figure 62: Measuring the friction coefficient of the two involute scroll parts with the use of a 
sliding friction bench 
 
The contact surface inside the scroll was effectively calculated using SolidWorks software. 
The geometric profile of the scroll and of its main components was effectively scanned with 
the use of an appropriate optical laser scanning camera, the Vivid-900 Konica Minolta 
Scanner, and downloaded to the graphical environment of the corresponding software. The 
contact area was assumed to be the area of the tip seal since that is the smallest contact area 
which takes the whole contact load and is in constant close touch with the steel plate during 
the whole life cycle of the scroll, see figure 63. Thus, the contact pressure was calculated to 
be 0.35 to 0.4 MPa. Using the contact pressure parameter of the scroll expander the contact 
pressure per sample was calculated. Eventually the contact load was effectively determined 
[Appendix F].  
 







Figure 63: Calculation of the tip seal surface area with the use of SolidWorks software 
 
The contact loads for the tests were chosen to be 20 N and 40 N respectively. The choice of 
the contact loads corresponded to an excessive contact pressure within the testing samples, of 
two and four times higher than the existing contact pressure among the scrolls. These contact 
parameters would possibly simulate a more severe wear regime similar to the scroll expander. 
Thus, wear results would be more comparable and the durability and performance of the 
materials easier evaluated. 
 
 
Table 4: Description of the sliding experiments performed with the use of the TE 57 micro-
friction machine 
 
The running time of the actual expander over its service life hypothetically could be in the 
order of 30,000 hours. However, the maximum running time under a consistent efficiency 
Number of case studies Description Evaluation 
Case 1 Dry and Lubricated 
Contact at constant 
time intervals  
Investigating the changes of the contact pressure 
and the sliding speed over the friction coefficient 
Case 2 Lubricated Contact 
in a Short Period of 
Time 
Investigating the friction force, the friction 
coefficient and the wear rate of the tested samples 
under various lubrication regimes, contact loads 
and surface velocities. 
Case 3 Lubricated Contact 
in a Long Period of 
Time 
Investigating the friction force, the friction 
coefficient and the wear rate of the tested samples 
under various lubrication regimes, contact loads 
and surface velocities. 
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operational mode was limited to 3,000 hours. The time target of 30,000 hours was impossible 
to simulate within the testing procedure but a representative correlation of the tip seal/steel 
plate wear performance was achieved. The running times for the major set of experiments was 
decided to be 20 and 60 hours respectively. This would enable the researcher to evaluate the 
friction and wear regime in a short and a long period of time and to come up with useful 
conclusions.  Time intervals were chosen to be every 10 sec for better measurement accuracy. 
Finally the stroke length was set at 5 mm so as to better model the sliding motion of the scroll 
expander. 
 
Sliding Wear Tests-Experimental Conditions  
High Carbon Steel against Reinforced Fluoroelastomer-Pin on Plate Contact 
Temperature (0C) Frequency (Hz) Contact Load (N) Time (h) Distance (km) 
40 25 20 20 18 
40 25 40 20 18 
40 50 20 20 36 
40 50 40 20 36 
100 25 20 20 18 
100 25 40 20 18 
100 50 20 20 36 
100 50 40 20 36 
150 25 20 20 18 
150 25 40 20 18 
150 50 20 20 36 
150 50 40 20 36 
40 50 20 60 108 
100 50 20 60 108 
150 50 20 60 108 
 
Table 5: Sliding wear tests/ Test conditions 
 
Three sets of experiments were conducted (table 4). In the first set, a series of tests were run 
for different contact regimes and varying contact pressures in order to investigate the effects 
of the friction coefficient. The second set consisted of short period tests, lasting 20 hours, 
aiming to analyze the friction force, the friction coefficient and the wear rate of the tested 
samples under various lubrication regimes, contact loads and surface velocities. The third set 
of experiments had the same objective as the second bunch of tests but were applied for long 
time periods.  
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The two last sets of experiments are detailed in table 5. The number of tests conducted 
totalled 15. In order to obtain meaningful and comparable data a repeatable test regime was 
required. Hence, each of the tests was repeated at a minimum of 4 times and the results were 
interpreted using the average values of these tests. 
4.6.2 Cavitation Erosion 
 
To assess the experimental conditions adjusted for the cavitation tests a similar philosophy 
had to be followed as for the sliding wear tests. The experimental conditions applied during 
the cavitation tests were mirrored as closely as possible to the real world case. In the 
cavitation experiments the test conditions were easier to indentify than the ones applied in the 
sliding friction wear tests.  
 
The experimental parameter which was crucial and had to be carefully identified was the 
temperature. The choice of the temperature parameter for the cavitation tests was made 
according to the operating temperature conditions of the scroll expander. However, the high 
temperature values that predominate inside the scroll could not be applied in the experiments 
as it could become extremely dangerous to recreate the actual scroll conditions in the 
ultrasonic tests. Hence, for safety reasons, the lubricant and refrigerant bubble behaviour were 
studied in a room pressure of 1 bar and temperature of 23±2 0C.  
 
Physical Properties Water Refrigerant Lubricant 
Ultrasonic Velocity inside Liquid (m/sec) 1476 990 1700 
Liquid Density (kg/m3) 1000 625 995 
Viscosity (mPa·s) 1 0.225 30 
Surface Tension (mN/m) 54-59 33-35 49-53 
Vapour Pressure(Pa) at 200C 2230 53328 1300 
Acoustic Power (Watt) 6 3 9 
 
Table 6: Physical Properties of the experimental liquids at 23±20C 
 
Initially, the lubricant was thought to be the most probable means of generating cavitation 
bubbles during the operation of the scroll expander. Thus, a much thinner lubricant from the 
same designated family was acquired to replace the actual lubricant of the scroll. Its 
properties in a room environment were closely matched with the properties of the lubricant 
inside the scroll environment. The aim was to obtain representative results regarding the 
lubricant’s performance. The physical properties of the tested liquids are illustrated in table 6.  
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The liquids used for the tests were distilled water, a synthetic lubricant and a high molecular 
organic refrigerant. The distilled water was used as a reference fluid to provide more coherent 
results for the analysis of the cavitation bubbles. The viscosity and surface tension for all 
three fluids was measured in the ambient environmental conditions of the laboratory using 
appropriate experimental devices as described in paragraphs (4.3.3 and 4.3.4). 
 
 
Table 7: Description of the cavitation tests performed with the use of the Cavitation ultrasonic 
experimental apparatus 
 
Two test groups were conducted for cavitation experiments (table 7). In the first group, the 
pits incubation stage found on the surface of all the steel grades and formed by the destructive 
impact of the cavitation bubbles (cavities) within all the tested fluids, was thoroughly 
investigated. The use of the high speed camera was essential in these tests while the tested 
period lasted for 10 min for each case. Furthermore, the high speed camera results revealed 
the performance of all three tested liquids under cavitation conditions. The second group of 
experiments dealt with the durability of the four different steel grades used in these tests. All 
the tests were performed in a water environment over a prolonged period of time. The main 
objective of these tests was to effectively indentify the most durable material. 
 
The set of the thirty different configurations of cavitation experiments are detailed in table 8.  
In order to obtain meaningful and comparable data a repeatable test regime was required. 
Thus, each of the tests was carried out a minimum of 10 times for the group of the 10 min 
tests, at the incubation time, and 3 times for the tests in a prolonged period of time. The 
results were interpreted using the average values of these tests 
 
Test Cases Description Evaluation 
Case 1 A full description of the 
size of the cavitation pits 
formed at their incubation 
time under various liquid 
environments.  
Evaluating the typical depth, area and volume loss of 
the cavitation pits and compare them with their 
maximum values found in all the steel grade 
surfaces. Investigating the behaviour of the liquids 
environment and their impact on the formation of the 
bubbles. 
Case 2 Cavitation tests  for all the 
four steel grades were 
performed under various 
prolonged time periods in 
a water medium  
Evaluating the durability of the steel grades looking 
at its erosion wear rate and its resistance to cavitation 











10 Chromium Water 6 0.5 Fibre optic/Camera 
10 Chromium Lubricant 3 0.5 Fibre optic/Camera 
10 Chromium Refrigerant 9 0.5 Fibre optic/Camera 
10 High Carbon Water 6 0.5 Fibre optic/Camera 
10 High Carbon Lubricant 3 0.5 Fibre optic/Camera 
10 High Carbon Refrigerant 9 0.5 Fibre optic/Camera 
10 Low Carbon Water 6 0.5 Fibre optic/Camera 
10 Low Carbon Lubricant 3 0.5 Fibre optic/Camera 
10 Low Carbon Refrigerant 9 0.5 Fibre optic/Camera 
10 Steel Plate Water 6 0.5 Fibre optic/Camera 
10 Steel Plate Lubricant 3 0.5 Fibre optic/Camera 
10 Steel Plate Refrigerant 9 0.5 Fibre optic/Camera 
60 Chromium Water 6 5 No 
120 Chromium Water 6 5 No 
180 Chromium Water 6 5 No 
300 Chromium Water 6 5 No 
480 Chromium Water 6 5 No 
60 High Carbon Water 6 5 No 
120 High Carbon Water 6 5 No 
180 High Carbon Water 6 5 No 
300 High Carbon Water 6 5 No 
480 High Carbon Water 6 5 No 
60 Low Carbon Water 6 5 No 
120 Low Carbon Water 6 5 No 
180 Low Carbon Water 6 5 No 
300 Low Carbon Water 6 5 No 
480 Low Carbon Water 6 5 No 
60 Steel Plate Water 6 5 No 
120 Steel Plate Water 6 5 No 
180 Steel Plate Water 6 5 No 
300 Steel Plate Water 6 5 No 
480 Steel Plate Water 6 5 No 
 
Table 8: Cavitation erosion tests/ Test conditions 
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4.7 Testing Samples 
 
The tested samples which were used in this study were distinguished into two groups. In the 
first group were the samples used for sliding wear tests while the second group were the 
samples used for cavitation tests.  
4.7.1 Samples for the TE 57 
 
The samples used for sliding wear tests were constrained to the high carbon steel plate and the 
high performance fluoroelastomer tip seal. Thus, the performance of the steel plate against the 
tip seal under specific lubricated conditions was evaluated. An analytical investigation of the 
main components of the scroll expander was presented in paragraph (3.2.1). The chemical 
elements were defined and the structure of the materials was determined.  
4.7.2 Samples for Cavitation 
 
The high carbon steel plate was the only component in the scroll suffering from cavitation 
erosion. Thus specimens extruded by the steel plate of the scroll were used for cavitation 
bench tests.   
 
Steel Grade Chemical Composition % 
 C Si S  Mn Cr P Al  
EN31 0.95 - 1.05 0.2 - 0.25 0.005 0.31 1.45 - 1.60 0.01-0.015 0.005-0.01 
Ck10 0.2-0.28 0.15-0.2 0.024 0.54 0.03 0.014 - 
Ck85 0.80-0.90 0.20-0.25 0.005 0.5-0.55 0.05 0.008 0.005 
 
Table 9: Chemical analysis of the steel samples used for cavitation tests 
 
Another batch of steel samples consisted of a chromium steel, a through-hardened high 
carbon steel and a case hardened low carbon steel with similar physical properties to the steel 
plate which was used for cavitation experiments (table 9). The samples were commercial ball-
bearings in a lower market price than that of the actual steel plate. Their designation grade 
was given by the manufacturer. A comparison of their durability performance was made, thus 
the best steel was revealed. The grain structure for each of the bearing samples was 
determined using the same method as explained in paragraph (3.2.1). The grain structures of 





Figure 64: Material structure of A&B) Low carbon steel C) High carbon steel D) Chromium steel 
 
The low carbon steel (Ck10) is a typical low carbon steel that had been case-hardened (figure 
64 A&B). The first image shows the general core micro-structure of tempered martensite with 
small amounts of ferrite (dark spots). The second image shows the case and the core 
transition. The case-hardened zone (high hardness >1000 HV) is also lightly tempered 
martensite with some retained austenite (light etching). The total case depth is about 1 mm. 
 
Material Properties Various Steel Grades 
  Chromium  High Carbon  Low Carbon  Steel Plate 
Tensile Strength (MPa) 2224 733 365 1335 
Yield Strength (MPa) 2030 700 303 810 
Density (kg/m3) 7834 7860 7860 7825 
Hardness (Vickers) 840-880 850-875 950< 550-530 
Young Modules E (GPa) 207 207 207 207 
 
Table 10: Mechanical properties of the steel samples used for cavitation tests 
 
The high carbon steel (Ck85) is a typical through-hardened steel which is hardened not just on 
the surface but also in depth (figure 64 C). The structure of the high carbon steel comprises 




lower transformation products such as ferrite (dark etching phases). A uniform dispersion of 
retained austenite (light etching) was also observed within the martensitic matrix. 
 
The structure of the chromium steel (EN31) is comprised of fine, predominantly spheroidal 
carbides, mainly chromium carbides, Cr3C2 (white spots), in a matrix of lightly tempered 
martensite (green etching) (figure 64 D). 
 
Moreover the mechanical properties of all the steel samples are depicted in table 10. The 
properties for the high, low and chromium steel grades were provided by the manufacturer. 
The properties of the steel plate were accurately measured with the use of the Testometric 
machine (paragraph 4.3.2). The steel plate was accurately manufactured by the researcher in 
the shape of a bone sample, positioned in the Testometric machine and tension tests were 
performed. The mechanical properties of the steel plate of the scroll expander were 
successfully revealed. 
4.8 Samples Preparation 
 
Wear and friction tests were conducted with the use of the micro-friction machine TE 57 and 
a suitable cavitation apparatus integrated with high speed camera equipment. Thus, two 
different manufacturing processes had to be followed. The first process produces samples 
appropriate for friction tests within the TE 57 micro-friction machine while the second one 
produces suitable samples for cavitation tests. 
4.8.1 Samples Preparation for the TE 57 test rig 
 
Material test specimens were produced utilising the main parts of the scroll (figure 65). The 
steel plate and the tip seal were deployed to produce new samples for sliding friction tests. 
The steel specimens derived from the high carbon steel plate of the scroll expander were cut 
in appropriate dimensions with the use of the Accutom-5 cutting machine and attached to the 
top of auxiliary rectangular steel plates with the use of a strong adhesive.  
 
The cutting process had to be very precise in order that the steel specimens did not bend or 
any undesirable cracks form. Any curvature on the specimen surface, after cutting, could 
make the sample useless for implementation on the auxiliary plate. The contact of the steel 
sample against the tip seal had to be constrained at several points instead of a flat on flat 




Once the steel specimens had been mounted on their auxiliary steel plates the samples went 
for polishing (Appendix A). The plates were surface-ground, with SiC paper P120 and 1200 
grade at about 250 rev/min with medium force for 2 min, to remove scratches, burs and 
surface anomalies providing the required surface finish. Then, they were polished using a 9 
and 3 micron Metadi Supreme diamond slurry applying a medium force at 200 rev/min for 
about 5 min. The surface finish of the steel samples was properly measured by the ZYGO 
interferometer microscope and found to be Ra=0.05 µm. Then the steel samples were 
submerged in an ultrasonic bath, washed with acetone cleaning fluid and finally stored in a 




Figure 65: The implementation of the testing samples used for sliding wear tests 
 
The high performance fluoroelastomer specimens made by the tip seal component, were 
carefully cut with a blade knife and placed on the surface of auxiliary rectangular steel 
samples. The tip seal specimens were mounted using the same method as the steel samples. 
Special holders were constructed to hold the auxiliary parts of the specimens. The nature of 
the elastomer specimens did not require any further special preparation for testing. For the 
fluoroelastomer samples the surface roughness was measured with the “Test Surf” machine 
using a sliding stylus across the surface. The Ra value was estimated to be 2 to 3 µm. 
 
The steel specimens had dimensions of (15, 10, 0.3 mm) while the fluoroelastomer specimens 
had dimensions of (7, 3.5, 1.5 mm). The hardness for the steel plate and for the tip seal was 
measured within the values of 530 HV and 90 HV respectively.  
 
 
Steel plate sample Elastomer tip seal 
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4.8.2 Samples Preparation for the Cavitation test rig 
 
Suitable test samples for cavitation experiments were produced. Once again, constraints on 
the size of the scroll’s steel plate were considered. Following effective modifications on the 
steel plate’s shape, with the use of the Accutom-5 cutting machine, steel specimens were 
produced (Appendix A). Thereafter the specimens were mounted in a Bakelite base using the 
mounting machines and following a specific methodology (Appendix A). The steel samples 
were then ground and polished using appropriate polishing wheels, forming a very smooth 
flat surface. The greater the consistent flatness of the steel samples, the more coherent the 
results can be. The method was kept similar to the one described in the previous paragraph 
(4.8.1). The steel samples were thoroughly cleaned with the use of acetone in an ultrasonic 
bath and stored in a dehumidified glass jar ready for testing. The surface finish of all the steel 
samples was properly measured by the ZYGO interferometer microscope and the Ra 























5 CHAPTER : FRICTION ANALYSIS AND WEAR MODES 
5.1 Introduction 
 
The experimental results produced by the TE 57 micro-friction machine, can be distinguished 
according to their test configuration. A combination of the applied load, the test duration, the 
sliding speed and the operating temperature are the basic parameters which affect the nature 
of the individual tests. In addition, the presence of lubricant significantly affects the wear 
contact and is indeed beneficial for a further attenuation of the friction coefficient. The 
experimental procedure which was followed in order to interpret the sliding wear and friction 
mechanisms of the steel against the reinforced fluoroelastomer, was distinguished in two 
parts. 
 
In the first part the nature of the contact and the parameters which prevail during the tests are 
thoroughly analysed. The experiments initially were focused on the dry contact between the 
tip seal and the steel specimens. Then similar tests were performed using a lubricated regime. 
The results from the tests were utterly focused in the frictional data and a comparison between 
the dry and the lubricated contact was made. The process for each test lasted only a few 
minutes. The main parameters which affect the steel/fluoroelastomer contact in both regimes 
were revealed. These results were a first accurate indication of what was expected to be 
observed in the experiments over a prolonged period of time.  
 
In the second bunch of tests the main group of experiments was conducted. The environment 
deployed for these tests was a synthetic lubricant. The results from the lubricated frictional 
data were gathered from the TE 57 micro-friction machine and plotted against the sliding 
distance for each test run. The wear data was derived from the measurements recorded from 
appropriate microscopes and was plotted against various parameters used in the tests. 
5.2 Test Methodology 
 
In this first bunch of tests, a comparative study of the friction coefficient within lubricated 
and dry contact was conducted. The aim was to check the relationship of the friction 
coefficient, the applied load and the sliding speed in each case as this will be indicative of the 
contact conditions. The tests were performed using various applied loads at different speed 
variations. Friction was recorded using the in-built force transducer at intervals of 10 seconds. 
The applied load was manually increased with 5N being added every 5 minutes. Five minutes 
time was sufficient enough for a stable friction to be achieved prior to load changing. This 
was a good indication for a representative analysis of the friction coefficient. Eventually, the 
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effect of the two competitive aspects (load/speed) on the contact regime was successfully 
revealed. The tests were performed in a room temperature environment. 
5.3 Friction Results Analysis (Running-in time) 
 
The variation of the friction coefficient of the fluoroelastomer tip seal with the steel plate 
counterface during the running-in stage, is shown in figure 66, where various normal loads, 
under dry sliding and lubricated conditions were used. The load range varied from 5 to 40N. 
The speed was kept constant at 50 Hz which corresponds to a sliding speed of 0.5 m/sec. 
 
In both cases with the increasing normal loads the coefficient of friction gradually declined. 
The determinant was that in the case of the lubricated contact the friction coefficient was 
lowered to an average difference of 0.1 for load less than 20 N and around 0.6 for loads more 
than 30 N. Thus it can be seen that at higher loads the two curves converge to a corresponding 
value. This indicates that in lower loads where the real contact area is smaller, thermal effects 
cannot play a dominant role. The fillers stay well-mounted within the matrix of the bulk 
elastomer material. The contact is confined between the embedded hard fibres of the 
fluoroelastomer slider and the steel counterface. The wear mechanism at this stage can be 
characterised as a severe two-body abrasion. Thus, the friction coefficient produced by this 
rough contact is the highest under dry sliding and the wear rates are by far the largest. In the 
corresponding lubricated contact the friction coefficient is significantly lower since the film 
thickness prevents the severe contact of the hard asperities between the two samples. 
 
Additionally, as the load increases, the decrease in shear strength for both regimes is 
dominant. Thermal effects are generating and the contact area is smoothening. Smoothening 
reduces viscoelastic deformation from the surface asperities while the poor thermal 
conductivity of the elastomer restrains the dissipation of the accumulated frictional heat. 
Apparently the friction coefficient is reduced. The phenomenon is generally explained by the 
relationship between the shear strength of the elastomer and the hydrostatic pressure, see 
equation 17. Moreover, lubrication accelerates the attenuation of the friction coefficient since 
it develops an extra protective layer between the rubbing surfaces. In contrast, the increment 
of load reduces the elastic modules resulting in an increase of the real contact area while it 
increases the viscosity at the lubricated contact points. The real contact area is greatly 
increased due to the serious decrease in stiffness. Thus, the friction coefficient is increased. 
Therefore, these two antagonistic effects determine the final friction coefficient. In the present 
study the friction coefficient, is further dropped with the increment of the applied load since 
the shearing effect prevails. 
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Additionally, the presence of lubricant can effectively dissipate and absorb the frictional heat. 
Eventually, the temperature between the rubbing counterfaces can be reduced. Hence, the 
dissipation of the frictional heat within the lubricant liquid protects the elastomer surface by 
severe shearing, resulting in a slight augmentation of the friction coefficient. This can be 
clearly depicted by the inclination of the lubricated curve which is levelled off in higher 
loads, over 30N. By contrast, the dry curve continues a steady reduction contour. 
 
Moreover, the rolling effect (Chapter 2) in higher loads and sliding speeds is easier to 
generate since the combined effect of both parameters increases the interface temperature 
leading to deterioration of fibre matrix by shearing. The wear mechanism at this stage can be 
characterised as a three-body abrasion. The sheared surface of the tip seal degrades faster and 
more fibres are loosened leading to their free movement within the melted matrix of the 
polymer. Apparently, the peeled off fibres “float” within the viscoelastic matter of the 
fluoroelastomer material and the contact is relaxed. Thus, a combination of the rolling effect, 
the shear strength, the thermal effect and the viscoelastic nature of the fluoroelastomer 
























Figure 66: Variation of friction coefficient with the applied load for different contact regimes 
 
Figure 66 presents the friction coefficient under different applied loads and reciprocating 
sliding is presented. Sliding speed and applied load are two competitive aspects which affect 
the friction mechanism of the rubbing materials. The importance of the sliding speed during 
the friction process is indicated. 
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It is clear from figure 67 that friction coefficient is significantly influenced by the sliding 
velocity rather than the applied load. The higher the sliding speed the higher is the rise in 
friction coefficient. As the velocity increases, the contact temperature reaches the softening 
point of the elastomer. As a result, the real contact area between the contact bodies tends to 
increase due to thermal expansion of the elastomer. Consequently, the adhesive component 
increases leading to higher friction coefficient values [86]. However, the drop of the friction 
coefficient, for the highest trend, as the load increases is significant. This can be explained by 
the severe contact and two-body abrasion of the steel asperities with the fillers of the 
elastomer in a low load stage. In higher loads since shearing dominates, accommodating the 
generation of the rolling effect, the friction coefficient is decreased and adjusted to similar 
values of the other two cases (0.2/0.25 m/sec).  
 
Thus, from the aforementioned, it is reasonable to conclude that thermal effects and shearing 
mechanism seem to be the regulatory parameters for the performance of the elastomer steel 
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Figure 67: Variation of friction coefficient with the applied load for different velocity conditions 
 
Figure 68 shows the variation of friction coefficient as a function of velocity/load parameter 
for the steel plate against the fluoroelastomer tip seal under dry and pre-lubricated conditions. 
Tests are performed under a number of dry and lubrication contacts to provide a 
representative picture of the variation of the friction coefficient. A comparative study between 
three different dry contacts and one lubricated contact was conducted. The dry contacts (dry 
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1/dry 2/dry 3) were distinguished according to their frequency range 20 Hz, 25 Hz and 50 Hz 
which corresponds to sliding speeds of 0.2 m/sec, 0.25 m/sec and 0.5 m/sec respectively. The 
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Figure 68: Variation of friction coefficient as a function of velocity/load for the high carbon 
steel/high performance reinforced fluoroelastomer contact under dry and lubricated conditions 
 
It is depicted, that at constant sliding velocity the friction coefficient of the studied contact, in 
both of the regimes (dry/lubricated), decreases with the increase of load. Interestingly, the 
friction coefficient magnitude is seriously affected by the presence of the lubricant. A 
noticeable reduction in the higher loads is observed. The reduction of the friction coefficient 
is significant, achieving lower values than the corresponding dry contacts (dry1-dry2) with 
the lowest sliding velocities. Thus it is reasonable to say that lubrication can be considered as 
essential for an effective reduction of the friction coefficient in similar contact regimes. 
However an effective combination of the lubrication regime, the sliding velocity and the 
applied load can be proved efficient for an outstanding reduction of the friction coefficient, as 
will be discussed in section 5.5. 
5.4 Transfer films 
 
The sliding process of the steel/elastomer contact during the running-in stage under 
dry/lubricated conditions results in the formation of transfer films across the steel surface. In 
figure 69, the elastomer transfer films formed across the surface of the high carbon steel plate 
under dry conditions are shown. Under the magnified view, the thickness, the continuity and 
the morphology of the transfer films can be observed. Using interferometer techniques the 
height of the transfer films was effectively measured. The height of the transfer films can 
reach up to 500 nm. This indicates that in the friction process the friction between the high 
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carbon steel and the reinforced fluoroelastomer tip seal can be transformed to a friction 




Figure 69: A) Optical photograph of transfer films of the elastomer formed on the surface of the 
steel plate after 10 min test duration. B) SEM micrograph C) Optical micrograph D) ZYGO 
interferometer micrograph of the film deposition. (Load 40 N, sliding speed 0.5 m/sec) 
 
In addition, the explanation of the wear nature developed between the rubbing surfaces during 
the sliding test is explained by the transfer films. The amount of transfer films found on the 
surface of the steel plate was substantially higher, under the 40 N contact load. As the applied 
load increases to 40 N, considerable thermal effects are generated, softening the material 
structure. Apparently, the adhesive component is dominated the wear mechanisms, allowing 
elastomer traces to be embedded across the steel counterpart. In contrast, under 20 N applied 
load the real contact area prevails while severe thermal effects are constrained avoiding 
excessive melting of the matrix.  
 
In figure 70, the elastomer transfer films formed under lubricated contact are shown. Under 






surface of the steel plate. The transfer film in dry sliding conditions is more compact and 
smooth. However, the coefficient of friction is significantly higher, especially at low loads, 
due to adhesion and abrasion mechanisms. In contrast, in lubricated conditions due to the 
“washing effect”, lubricant in due time removes most of the elastomer transfer layers from the 
steel surface. Only few layers scattered across the surface can be found. The height of the 
transfer film is substantially lower than in dry contact. Transfer films in lubricated contact are 
varying from 30 nm to 90 nm. In this case the lubrication film thickness can be more effective 
in lowering the friction coefficient of the contact than the corresponding elastomer thickness 
layer, However in higher loads the difference is not as significant between these two 




Figure 70: Transfer films of the elastomer material detected on the surface of the steel plate after 
the completion of lubricated contact experiments. EPMA analysis graph reveals the presence of 
fluorine and sulphur, indicating the adhesive mechanism of the elastomer within a lubricant 
environment. Lubricant adhesion mechanism is highlighted. 
 
The chemical analysis, by the EPMA analysis graph figure 70, of the region in between the 
breaking parts of the transfer film, reveals that the contact nature is highly affected by the 
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presence of the lubricant. Apart from the main ferrous and fluorine elements which 
correspond to the steel plate and to the tip seal respectively, high levels of sulphur 
concentration were also monitored. This indicates that lubricant intermediates among the 
transfer layers disrupting the continuity formation. Eventually the “washing effect” of the 
lubricant removes these protective layers. However, as mentioned in paragraph (2.11) the 
interaction of the transfer films with lubricant can substantially reduce the friction coefficient. 
5.5 Test results (prolonged period of time) 
 
The friction results can be divided into two distinctive groups, frictional data and wear data. 
The frictional data is gathered from the test machine and is plotted against the sliding distance 
for each test run. The wear data is measured and evaluated with the use of a ZYGO 
interferometer after the completion of the tests. The dominant lubricated friction regime for 
all the lubricant cases seems to be boundary lubrication. As the friction coefficient remains 
constant, indicated by Stribeck’s curve (figure 4), boundary lubrication occurs. The results 
from the contact sliding friction tests are presented below. For all the elastomer materials the 
coefficient of friction starts with a running-in period followed by a steady-state period. 
 
A polymer layer, acting as a cushion, may transfer onto the steel counterpart surface during 
the running-in stage. The elastomer transfer film in combination with the lubricant film 
thickness, results in the relaxation of the contact during the steady-state period. At higher 
loads the frictional force is higher because of more contact area at the frictional material 
surface. However, the friction coefficient proportionally decreases with the augmentation of 
the applied load.  
5.5.1 Friction Data  
 
The first batch of tests comprise the samples with low sliding contact speed 0.25 m/sec (25 
Hz) at two different applied load levels, 20 N and 40 N. According to the sliding process of 
the two rubbing materials under those conditions and various temperature regimes, it can be 
seen that the reduction of friction occurs always after the initial wear stages. Thus, the friction 
force is significantly reduced after the running-in stage when thermal effects become active. 
In contrast, in the second batch of tests where an increment of the sliding speed at 0.5 m/sec 
occurred, the stabilisation of the friction parameters is instantly achieved in the very first 




Initially the friction force was evaluated for all the test cases. In figures 71 and 72 it can be 
seen that the friction force increases rapidly, reaching a peak value in the very first stage of 
the sliding test while it then gradually decreases to a steady-state level. This behaviour was 
expected to happen in this low speed case. The thermal effects cannot be instantaneously 
generated, softening the substrate of the elastomer, leading the contact to a more relaxed 
regime. The kinetic energy is not sufficient to instantly melt the surface of the elastomer 
sample. Additionally, the lubricant at low speeds is more easily accumulated between the 


























Figure 71: Variation of friction force with sliding distance for various temperature regimes 

























Figure 72: Variation of friction force with sliding distance for various temperature regimes 
(V=0.25 m/sec, P=0.8 MPa, 20 hours) 
 
In figure 71 where the applied load is at 40 N the drop of the friction force starts at a distance 
slightly over the 1 km (after 1 hour of test). Then it declines until 6 km where it stabilises at a 
value of 0.6 N until the end of the test. This performance is observed only for the two higher 
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temperature regimes 100 0C and 150 0C. Interestingly, in the lower temperature regime at 40 
0C, the friction force obtains a constant value from the very beginning of the test. The 
lubricant in this case has a dominant role, determining the contact nature. Obviously, this is 
the reason the wear rate is by far the lowest in this specific contact. In figure 72 where the 
applied load was adjusted to 20 N the drop of friction force started after 200 m of sliding 























Figure 73: Variation of friction force with sliding distance for various temperature regimes 


























Figure 74: Variation of friction force with sliding distance for various temperature regimes 
(V=0.5 m/sec, P=0.8 MPa, 20 hours) 
 
Figures 73 and 74 present the variation of frictional force as a function of sliding distance for 
0.5 m/sec velocity. The running-in stage is restricted to a few hundreds metres.  Thereafter, 
the steady-state stage is followed until the completion of the tests. Interestingly, as figure 74 
reveals the friction force is higher than the corresponding force in figure 73 for all the 
temperature regimes. The friction force generated under 20 N applied load is slightly higher 
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than the one obtained at 40 N leading to higher friction coefficient values. The nature of 
contact is totally changed as the sliding speed increases. Subsequently, more severe wear and 
friction is monitored under low loads.  
 
Even during the longest sliding distance of the 108 km (60 hours) the friction force remains at 
similar levels as in the 36 km test with a slight attenuation of its value throughout the test, as 
the slope inclinations reveal in figure 75, indicating a smooth, stabilised and relaxed contact 
over long periods of time. This excellent performance is promising for demanding long 
duration devices such as scrolls. The results are in very good agreement with the wear rates as 
























Figure 75: Variation of friction force with sliding distance for various temperature regimes 
(V=0.5 m/sec, P=0.8 MPa, 60 hours) 
 
The low speed friction coefficient plots appear to follow each other very closely for all the 
temperature regimes as figures 76 and 77 depict. In particular, the 100 0C and 150 0C 
temperature regimes have identical friction coefficient behaviour for both the contact loads. 
The only appreciable difference is that the friction coefficient is rapidly increased to 
significantly higher values during the running-in stage for all the temperature regimes in 
figure 76. In contrast, the examination of the individual friction coefficient plots in figure 77 
reveals that a full steady-state condition occurred quickly after the coverage of the very first 
metres by the rubbing samples. Thus, initially, both cases exhibit a rapid increment of the 
friction coefficient followed by declining trend before levelling off, after approximately 3 km. 
The 40 0C temperature regime obtains the lowest friction coefficient in both cases. By 
comparison, its friction coefficient is stabilised at of approximately half that of the other 






























Figure 76: Variation of friction coefficient with sliding distance for various temperature regimes  


























Figure 77: Variation of friction coefficient with sliding distance for various temperature regimes  
(V=0.25 m/sec, P=0.8 MPa, 20 hours) 
 
Under higher velocity conditions the friction coefficients of the steel versus the elastomer 
counterface, in all the lubricated regimes, exhibit a steep increment until they reach their 
maximum values. Specifically, in figure 78 where the contact pressure adjusted at 1.6 MPa 
(40 N) the friction coefficient reached a maximum value of 0.045 for the 150 0C plot, 
followed closely by the 100 0C plot while the 40 0C plot obtains, once again, the lowest 
friction coefficient value of 0.025. In the case where the contact pressure was adjusted at 0.8 
MPa (20 N), the friction coefficient is rapidly increased to significantly higher values for all 




























Figure 78: Variation of friction coefficient with sliding distance for various temperature regimes  


























Figure 79: Variation of friction coefficient with sliding distance for various temperature regimes  

























Figure 80: Variation of friction coefficient with sliding distance for various temperature regimes  
(V=0.5 m/sec, P=0.8 MPa, 60 hours) 
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Notably, the friction coefficient is increased more than twice in all the cases. The plots have 
an initial increment followed by constant friction coefficient throughout the duration of the 
tests. The 150 0C shows a substantial increment of the friction coefficient reaching an average 
value of 0.11. The 100 0C plot exhibits a friction coefficient in an average value of around 
0.8. The 400C plot significantly increases its value to an average coefficient of 0.7 
approaching closely the 100 0C plot. Additionally, during the longest sliding distance of 108 
km (figure 80) friction coefficient remains constant followed by a slow but steady fall, over 
the duration of the test. The smooth nature of the trace is reflected in the low wear rate for this 
combination. 
5.5.2 Wear results analysis 
 
The wear analysis shows the performance of the testing samples against wear damage. It was 
initially planned to evaluate the wear resistance of both of the rubbing materials for a better 
comparison of their friction and wear characteristics. However, major inconsistencies in the 
surface measurements of the elastomer material, seriously affected the accuracy of the results. 
 
The black surface of the elastomer was disturbing the light beam of the ZYGO interferometer 
hindering accurate measurements of the wear tracks. In addition using balance measurements 
were even worse since it was found that the final weight was greatly affected by the presence 
of lubricant and the attached steel particles. It was then decided to consider only the surface of 
the steel for evaluating the wear behaviour of the contact. Either way the main target was to 
evaluate the wear regime of the steel plate since it had suffered from excessive wear and this 
could significantly reduce the efficiency of the scroll by increasing the leakage points. 
 
Initially the volume loss of the high carbon steel samples was estimated for all the 15 
different cases (table 5). As can be seen by the trends in figures 81 and 82 the volume loss is 
always slightly higher in the case where the contact load was at 20 N. Specifically, in figure 
81 a steep increment of the volume loss is observed where the maximum temperature regime 
of 150 0C is used. The volume loss was doubled compared to the case where the applied load 
was at 40 N. Thus a massive change in the surface morphology occurred while a substantial 
amount of volume was removed.  
 
Looking at the trends in figure 82 it can be seen that this amount of volume is kept at similar 
levels even after the completion of the 108 km (60 hours) of sliding distance under the same 
operating conditions. The additional removed volume in the case of 150 0C is low, indicating 
a stabilised wear regime after the first 36 km (20 hours) of running. The same wear pattern is 
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observed for the 40 0C plot where the volume is at very similar levels, indicating that the wear 
damage started and finished even before the completion of the 20 hours test. Thereafter, the 
specific wear damage was maintained while the smooth contact combination of the lubricant 
and the possible transfer layer protected the steel sample from excessive wear. Finally the 
volume loss in the case of 100 0C is also slightly increased after the completion of the 108 km 
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The series of figures from 83 to 86, collate the specific wear and friction characteristics of the 
high carbon steel against the reinforced elastomer contact under boundary lubrication 
conditions for three distinctive temperature regimes. The variation of wear with applied load 
is determined by keeping the load and the sliding velocity as constants. The specific wear rate 
of the steel samples is generally found to increase with the attenuation of the contact load and 
the augmentation of the sliding velocity. The specific wear rate follows the friction coefficient 
graphs, described above. Eventually, the wear rate on the steel plate proportionally increases 
with the increment of the friction coefficient while it decreases respectively with the decline 
of the friction coefficient.  
 
The friction coefficient is observed high for lower loads and reduced for increase of applied 
loads. At lower loads, as already been mentioned (paragraph 5.3), the transfer film is more 
stable resisting rapid deterioration while the temperature rise is also low. Hence, friction 
coefficient is increased. At higher loads the transfer films are formed at a faster rate, while 
vigorous thermal effects are instantly generated. Consequently, excessive rising of the contact 
temperature occurs and the interactive sliding contact is softened. Thus, friction coefficient is 
decreased.  
 
Additionally, the friction coefficient is also found to increase with the sliding velocity as 
figures 71 to 80 revealed previously. At higher sliding velocities the generation of the thermal 
effects is fast and lubricant is displaced, leading to a rapid degradation of the elastomer 
surface. Consequently, the contact becomes rougher and the friction coefficient is increased. 
On the other hand in lower sliding speeds, as the friction graphs earlier illustrated in figures 
76 and 77, the maximum coefficient value is observed during the running-in stage where 
formation of transfer film on the interface is being developed. Subsequently, transfer film 
overlays across the contact and in combination with the existent lubricant layer, they rapidly 
decrease the friction coefficient. The low sliding speed also facilitates this behaviour. 
 
Specifically in figure 83 the variation of the average values of the friction coefficient versus 
the applied load of 20 and 40 N after sliding distance of 18 km (corresponding to 20 hours 
time) is depicted. It can be seen that friction coefficient slightly decreases with the applied 
load. However, in the case of 150 0C the friction coefficient is of a similar value for both 
contact loads. Correspondingly, the wear rate follows the friction coefficient pattern as figure 
84 shows. Only in the case of the 20 N applied load at 150 0C, where the friction coefficient 




























Figure 83: The friction coefficient versus the applied load for different temperature regimes at a 






























Figure 84: The specific wear rate versus the applied load for different temperature regimes at a 
constant reciprocating velocity of 25 Hz (0.25 m/sec). 
 
Figures 85 and 86 depict the influence of the sliding velocity in the average values of the 
friction coefficient and the corresponding specific wear rates. The applied loads were kept the 
same, at 20 and 40 N respectively, while the sliding speed is increased to 50 Hz. 
Consequently, the wear sliding distance was increased to 36 km for the 20 hours case and to 
108 km for the 60 hours case. The average values of friction coefficient remained similar for 
both cases as the friction graphs previously revealed. In the 20 hours case with 40N applied 
load the friction coefficient was by far the lowest for all the tests. 
 
According to the friction coefficient graph a correlation with the specific wear rates was 
achieved. It is clearly depicted in figure 86 that the wear rate in all the cases corresponds to 
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the increment of the friction coefficient. Especially in the case of the 20N/1500C/20h there is 
a steep increment of the wear rate reaching a peak value. However, this aggressive wear rate 
is further relaxed throughout the test process, dropping its value an average of three times, as 
the maximum sliding distance stage (20N/1500C/60h) reveals. The rest of the temperature 
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Figure 85: The friction coefficient versus the applied load for different temperature regimes at a 
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Figure 86: The specific wear rate versus the applied load for different temperature regimes at a 
constant reciprocating velocity of 25 Hz (0.25 m/sec). 
 
From the above it is clear that the friction coefficient and the wear rate are strongly dependant 
on the sliding velocity, the contact load as well as the time duration. For a better 
understanding of the influence these parameters have on the specific contact the PV product 
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was used. Figures 87 and 88 present the friction coefficient and the time-related depth wear of 
the rubbing materials as a function of the PV (Pressure × Velocity) factor. The material’s 
tribological performance can be effectively described by the maximum value of the PV 

































Figure 87: Variation of the friction coefficient as a function of the PV factor for various 
temperature and time sliding regimes. 
 
In figure 87 the PV contact is depicted against the friction coefficient for the three different 
temperature regimes after 20 and 60 hours of running time respectively. As expected, the 
friction coefficient increases with the augmentation of the sliding velocity and decreases as 
the apparent contact pressure is lowered. The effect of the temperature conditions is also 
notable leading the rubbing materials to higher friction coefficients. Specifically, the friction 











































Figure 88: Variation of the time related depth wear as a function of the PV factor for various 
temperature and time sliding regimes. 
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In figure 88 the time related depth wear as a function of the PV contact is illustrated. It can be 
observed that the influence of the sliding speed on the wear rate is much higher than the 
applied load. Interestingly, in the lower temperature conditions (40 0C and 100 0C) the wear 
rate is similar for both PV cases. However, when the temperature reached the highest value of 
150 0C the wear rate of the steel/elastomer contact was steeply increased to a magnitude of 
about 3 times more than that of the other lubricated conditions. In general, the reduction of 



































Figure 89: Change in specific wear rate with friction coefficient 
 
The relation between the time-related wear depth and the friction coefficient for all the 
studied cases is presented in figure 89. The wear depth increases exponentially with the 
increment of the friction coefficient. However, noticeable wear occurred for friction 
coefficient 0.04 and beyond 0.1 for the temperature of 150 0C. This result indicates that even 
for lower friction coefficient rates, if sliding speed is the factor, the wear rate can be 
significantly increased. Interestingly, with the increment of the environmental temperature 
conditions the wear damage significantly increases.  
 
The wear resistance for all the case studies was estimated. The assumption derived from the 
observation of the 108 km (60 hours) graphs in figure 80, indicating that the wear resistance 
of the specific steel/elastomer contact gradually increases over a long period of time, is 
successfully interpreted by the plots in figure 90. Interestingly, the wear resistance rapidly 
increases, as the sliding contact progresses throughout the time. In particular, for the 150 0C 
case, which is the critical operating temperature of the scroll, the wear resistance is 
significantly improved. The wear resistance after 60 hours of running is much higher 
 137
compared to the corresponding case (0.4-(20N/50Hz/20h)) of the 20 hours test. Furthermore 
this behaviour suggests a gradual change in the wear regime from severe to mild. Thus, this 
performance of the tip seal versus the steel plate can be proved beneficial for long operating 









































Figure 90: The wear resistance of the steel plate as a function of the PV factor for different 
temperature and time sliding regimes. 
 
Since the friction coefficient remains steady for the duration of the 60 hours experiment and 
the contact is smoothened, it can be assumed that the time-related depth wear stabilises at the 
value of around 1.5E-08 mm/sec even for longer test periods. This result correlates well with 
the depth of the wear marks found on the 300 hours scroll. Thus, assuming that the tip seal 
can sustain its mechanical/chemical properties and its robust structure without completely 
deteriorating for the duration of the 30,000 hours, the average depth of the time related depth 
wear can reveal approximately the surface loss after the end of the process. Thus, this 
hypothesis can lead to a surface reduction of the steel of up to 1.5 mm under the 150 0C 
temperature regime, while in the low pressure region where the temperature is 100 0C it can 
be reduced by up to 500 microns. Thus, the proportional reduction for the high pressure 
region can be up to 3 times higher in comparison to the low pressure region.  
 
The estimated wear damage over that huge period of running time, 60 hours, has shown that it 
is possible to achieve an overall surface reduction of the steel plate within the circular grooves 
of about 1.5 mm. The intimate contact of the tip seal fibres with the steel plate can 
theoretically increase the depth of the circular grooves to that catastrophic for the scroll 
system depth. However, this reduction of 1.5 mm cannot be applied under a real case scenario 
since the pressure contact between the tip seal and the steel plate is not equally distributed and 
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the wear damage is random. This was revealed by the nature of the circular lines in Chapter 3. 
The circular wear lines were found at random points with different heights, widths, patterns 
and directions. Also, the wear marks found on the 1000 hours scroll were of a similar average 
depth to the ones in the 300 hours scroll, indicating a relaxation of the overall sliding wear 
regime. Thus, a coherent interpretation of wear damage to the scroll steel plate after 30,000 
hours of running period is not possible.  
 
The specific wear rate of the fluoroelastomer tip seal against the steel plate is highly affected 
by the change of the sliding speed but less by the change in the applied load. These results are 
in a very good agreement with the results obtained by J.P Davim et al, Z.P Lu et al and 
Kukureka et al [87,181-182].  Particularly, it was shown that the specific wear rate and the 
friction coefficient of the rubbing materials steeply increase with the increment in the sliding 
speed. By contrast, the specific wear rate of the material is also influenced to a lower extent 
by the alterations of the applied pressure. The reduction of the apparent contact stress has 
expressed itself as an increase of the specific wear rate and the friction coefficient. The 
outcomes of the study are in a good agreement with the results obtained by Unal et al [86].  
5.5.3 Roughness Analysis 
 
Figure 91 illustrates the surface profile of a typical worn out steel sample. The roughness 
difference before and after the test is notable. The initial surface roughness of the steel 
counterpart was about 0.05 µm. After the completion of the tests, roughness increased to an 
average of 0.6 µm. The correlation of the Ra roughness parameter versus the friction 
coefficient and the specific wear rates is presented in figures 92 and 93.  
 
The morphology observations of the tested surfaces with the use of the ZYGO interferometer 
microscope reveal the mild character of the wear damage. The fine shaped grooves are 
equally distributed in a parallel direction across the steel surface having similar depths. The 
elastomer surface was initially heat-treated due to thermal effects then was gradually melted 
while the sliding steel counterpart was simultaneously “ironing” the surface, improving the 
flatness of the elastomer and reducing its roughness of about 1 to 2 µm. Additionally, during 
the friction process the fine parallel position of the tested blocks and the high friction force 
generation, cause a smoothening effect on the rubbing parts by removing asperities from the 
surface. This in turn generates uniform distribution of the real contact pressure across the 
surface. Consequently, further relaxation of the real contact area is achieved and substantial 
attenuation of the friction coefficient occurs. Eventually, a good correlation between the 




Figure 91: Surface profile of the worn regions across the steel and the elastomer surfaces. The 
experimental conditions were 0.5m/sec, 0.8MPa, 100C, 20hours. 
 
Figure 92 summarizes the variations of the friction coefficient of the steel/elastomer contact 
with the Ra roughness parameter for the different temperature regimes. Interestingly it can be 
seen that in the areas where the Ra is higher the friction force obtains a maximum value, (see 
friction force graphs figure 71-75). For example, in the cases of the (T=150 0C, V=0.5 m/sec, 
P=1.6/0.8 MPa, t=20 hours) where the friction force is highest, the surface texture becomes 
very rough obtaining the highest Ra value. In the same case under the 60 hours running 
period, although the friction force is similar, around 2 N, the Ra is much lower. This 
roughness reduction indicates the smoothening effect on the rubbing parts by removing 
Ra=0.05µm 
Ra=0.6µm 
Before Test : Ra=2.5-3.5µm 
 
After Test Ra=1.2-1.5µm 
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asperities from the surface while the contact becomes further relaxed over that prolonged 
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Figure 92: Variation of the Ra roughness parameter as a function of the friction coefficient for all 
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Figure 93: Variation of the Ra roughness parameter as a function of the specific wear rate for all 
the 15 cases. 
 
In figure 93 the specific wear rate is presented against the Ra parameter.  It can be generally 
said that the specific wear rate is proportional to the augmentation of the surface roughness. 
Notably the specific wear rate significantly increases as the Ra roughness parameter goes 
beyond the 0.6 µm. Once again, an increment of the Ra parameter is observed in the highest 
temperature regime. The lubrication film thickness is further reduced, generating severe 
boundary contact and rougher steel surfaces. The elastomer surface becomes smoother. 
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5.6 Lubrication analysis 
 
Oil analysis was developed as a condition-based maintenance technique to offer solutions in 
the operation of demanding systems like scroll expanders. In this study oil analysis is mainly 
focused on the wear debris and their contaminants, found in an after-test oil lubricant. Three 
different oil samples removed from the sliding micro-friction TE 57 system and were 
thoroughly investigated. The samples were distinguished according to their temperature 
operating regime at 40 0C, 100 0C and 150 0C respectively. The specific oil analysis involves 
a particle profile and identification of solid contamination in order to assist in understanding 
the degradation and the failure mechanisms of the steel/elastomer contact.  
 
More specifically, the ISO Code with the patch picture will both quantify the particles present 
and show a snap-shot of the debris. The International Organization for Standardization 
created the cleanliness code 4406:1999 which is assigned to quantify the number of particles 
per unit volume. The ISO code includes all particles of the specified size or greater than 4, 6 
and 14 microns and it is expressed in 3 distinctive numbers: a/b/c. Each number represents a 
contaminant level code for the correlating particle size as the code chart reveals (Appendix 
H). Moreover, an oil that runs at a higher temperature is likely to be more oxidised which 
should be reflected in the total acid number (TAN) and possibly viscosity. Elemental analysis 
will show things like wear metal quantities and any contamination. PQ Index will show if 
there is an increase in the quantity of magnetic ferrous debris (including larger particles).  
 
Approximately 10ml of each lubricant solution were used for the analysis. Initially, part of the 
lubricant was filtered, leaving any solid contamination on a filter paper. With this process the 
amount of particles (ISO code) was estimated. A visual inspection was then carried out on 
each individual sample using a low-powered optical microscope to identify the debris profile. 
Then the tested lubricant was dissolved prior to being fed into the ICP-OES system 
(paragraph 4.3.6). With the ICP-OES method the rest of the oil parameters were identified. 
 
Table 11 summarizes the oil parameters before and after the sliding tests. For comparison 
purposes the properties of the clean oil were also measured. At first glance it can be seen that 
in all the oil samples ferrous and silicon debris were detected while the water content and the 
acidity levels had risen. In particular, in the case of the 40C the oil presents some abnormal 
silicon levels with moderate iron content. The ISO code 21/20/14 reveals that there are 10,000 
to 20,000 particles per million (ppm) greater than 4 µm, 5,000 to 10,000 ppm greater than 6 
µm and only 80 to 160 ppm of greater than 14 µm in size. The larger size particles are in 
higher than normal levels and are mainly silicon particles. This indicates the breakage of the 
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fibres with a length of maximum 100 µm. From the steel surface with a smooth roughness 
profile it is more difficult to generate this size of particle. Finally the viscosity seems 
unaffected while the overall oil conditions are considered as marginal. Apparently no critical 
wear can be produced. 
 
Oil Analysis Results 
Lubricant Test Samples Clean Oil 400C 1000C 1500C 
Elements (ppm) Iron         0         32         47         75 
  Chromium         0         0         2         2 
  Aluminium         0         0         0         0 
  Copper         0         0         1         8 
  Lead         0         0         0         1 
  Nickel         0         0         1         1 
  Tin         7         3         9         7 
  Manganese         0         0         1         1 
  Titanium         0         1         0         0 
  Silver         0         0         0         0 
  Molybdenum         1         2         0         0 
  Zinc         0         4         9         16 
  Phosphorus         6         0         34         31 
  Calcium         0         2         6         7 
  Barium         0         0         1         0 
  Magnesium         0         0         2         0 
  Silicon         1         72         186         102 
  Sodium         4         6         7         9 
Physical Tests ISO Code 15/14/12 21/20/14 20/19/14 22/21/17 
  
PQ         6         6         8         6 
  
Water (ppm)         296         856         863         863 
TBN/TAN TBN       
  
TAN         0.04         3.61 3.91 5.34 
Viscosities Visc @ 40'C         157         158 158 261 
Condition   Satisfactory  Marginal   Marginal   Marginal  
 
Table 11: Oil analysis of the lubricated samples, used for sliding wear tests. 
 
The properties of the 100 0C oil sample are found to be at similar levels to the 40 0C sample. 
The determinant is that the quantity of ferrous and silicon particles is steeply increased. This 
indicates a more severe contact between the steel and the elastomer under these experimental 
conditions. The lubricant loses its efficiency while the elastomer tip seal can deteriorate faster 
due to substantially higher number of silicon particles. The ISO code 20/19/14 reveals that for 
all the particle sizes, the quantity levels are identical to the 40 0C oil sample. The conditions 






Figure 94:  Optical examination of the after test lubricant samples at 40 0C, 100 0C and 150 0C 
 
The analysis of the 150 0C oil sample, showed an extremely high number of particles in the 
filtered contamination, the majority of which were ferrous and silicon debris. The filtered oil 
sample had also revealed a moderate proportion of copper particles and various other metallic 
fragments, some of which appeared to be a wear product. Specifically, the ISO code 22/21/17 
reveals that for particles with a size greater than 3 and 6 µm, there were no significant 
differences in the amount of the detected particles compared to the other two tested oil 
samples. However for the larger size particles, greater than 14 µm, the amount of debris was 
steeply increased reaching a significantly high number of particles between 640 and 1300.  
 
In addition, high levels of the acidity (TAN) and viscosity parameters were observed. The 
acidity level compared to clean oil is extremely high which indicates an oxidation process. 
Specifically as the oil's TAN increases with the passage of time and its exposure to high 
running temperatures, the oil becomes oxidised (high temperatures cause oil molecules to 
react with the oxygen within the air). Oxidation severely affects the oil’s ability to protect 
internal components and can also affect the viscosity. The viscosity is substantially higher 
than the corresponding clean oil, indicating a possible oxidation process due to high 
temperatures. 
 
Clean Oil Oil at 400C 
Oil at 1000C Oil at 1500C 
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The condition of the oil can be once again determined as a marginal. However in this case a 
replacement of that aged oil has to be considered. This is a very interesting outcome since the 
demanding areas within the scroll expander operate in similar high temperature regimes or 
even higher. Thus, a regular inspection of the oil condition in those areas is needed, in order 
to maintain the proper operation of the whole unit and to avoid oil breakdown. 
 
In figure 94 the analysis of the deposited particles on a filter patch are depicted for each case 
separately. The wear results (paragraph 5.7) are in a good agreement with the wear size debris 
trapped in the filter patches.  In all of the images some black particles appeared which are 
oxide particles. In the case of the 40 0C and 100 0C sample, a silt layer of translucent particles 
with submicron size is depicted. The contrast with the golden colour of the oil reveals the 
amount of these particles (white areas). In both cases it was more unlikely for larger particles 
to be detected. By contrast, in the case of 150 0C sample a large amount of metallic parts are 
deposited on the filter patch. The majority of the metallic debris is in the low few micron size. 
However, there are a few larger particles with sizes up to 100 µm as the micrograph of the 
150 0C lubricant sample reveals. 
 
All samples contained a large amount of particles of which a significant number were ferrous 
and silicon. Apparently the ferrous particles derived from the wear damage on the steel plate 
surface and the silicon particles derived from the deterioration of the elastomer surface and 
the hard fibre breakage. The presence of ferrous and silicon debris within the lubricant 
solutions after the completion of the tests, justifies that the wear damage in both surfaces 
derived from severe two- and three-body abrasion wear.  
5.7 Wear Mechanisms 
 
The wear mechanisms on the high carbon steel plate and the reinforced high performance 
fluoroelastomer tip seal were successfully interpreted. In figure 95 (A-B) the steel samples 
after the completion of the tests are presented. The wear track is clearly visible, even with the 
naked eye, and it widers as the applied load increases from 20 to 40 N. A representative 
image of the wear track across the steel plate surface corresponding to all the tested steel 
samples is illustrated in figure 95 (B). It can be seen that wear lines are equally distributed 
across the steel surface while a significant part of the surface has been removed. The wear 
depth of the steel samples can reach up to few micrometers overall as the time related wear 
graph revealed in figure 88.  
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The challenging part was that of the elastomer material because of its nature and its black 
colour which was partially disturbing the ZYGO interferometer microscope. As can be 
observed from figure 95 (C-E), a detailed overview image showing the wear damage and 
distinguishing the wear mechanisms across the elastomer surface was impossible to be taken. 
Thus, the analysis of the wear mechanisms of the reinforced elastomer tip seal focused on a 
nano-scale level using advanced techniques of the microscope devices. The wear mechanisms 
of the bulk elastomer material and particularly of its embedded hard fibres were thoroughly 




Figure 95: An overview of the wear pattern formed due to sliding wear on the surface of the steel 
samples: A) Photo image of the steel samples for different applied loads, at 20N and 40N 
respectively. B) ZYGO interferometer image of the steel plate at 1000C-20N-50Hz-20hours. 
Overview micrographs, of the reinforced elastomer tip seal sample after the completion of the 












Figure 96: Fluoroelastomer sample after the end of 20 hours sliding test (40N/0.5msec-1/1000C). 
The plastic deformation of the surface, overlapping layers due to thermal/melting effects, the 
deterioration of the substrate, the worn fibres disorientation, the detached particles, the 























In figure 96 distinctive damage patterns developed across the fluoroelastomer tip seal are 
shown after 20 hours of test. A typical plastic deformation of the bulk material is shown. 
Overlapping layers are formed due to the thermal and cooling effects. The thermal effects 
melt the bulk material and instantly allow the formation of overlapped elastomer layers after 
the viscoelastic material cools down. A characteristic interfacial debonding of the fibres 
within the matrix of the elastomer is observed. The very hard fibres found on the surface of 
the elastomer during the friction process interact with the asperities of the steel plate 
producing abrasion on the steel surface. Deep grooves parallel to the sliding direction can be 
observed on the magnified image of a typical worn fibre.  
 
In addition, steel particles are embedded in the surface of the elastomer after their removal 
from the steel surface. Steel particles were successfully detected with the use of the surface 
chemical analysis method provided by the SEM microscope. No evidence of metal particles 
was observed in a default area prior to test. However, in the same area after the test a peak by 
ferrous element is monitored. Thus it can be said with certainty that steel particles embedded 
on the elastomer surface after their removal from the steel surface generating a third-body 
contact between the rubbing surfaces. Hence, two different types of third-body contact are 
generated which simultaneously damage the surfaces during the sliding contact. The first one 
is derived from the broken fibre particles of the elastomer and the second one from the steel 
particles of the steel samples. 
 
Further analysis of the micrographs shows the detached particles from the polymer surface. 
The detached particles are easily trapped in the contact and form a third-body which separates 
the rubbing materials and relaxes the friction. Finally, both of the micrographs show 
undulations “beach marks” across the surface of the samples. The polymer is softened due to 
thermal effects. The softened material can now easy displace to the sides creating peaks and 
valleys as the asperity contact mechanism progresses. The peaks are constituted by the 
original material, hence not much damage is observed. The valleys are mainly formed due to 
the micro-ploughing mechanism which leads to fatigue damage at a later stage.  
 
On a lubricated substrate after the completion of the test, it has been observed that some of 
the long linear valleys turned into fluid pools. Consequently, the lubricant seals off the valleys 
creating a smoother surface during the sliding contact. Additionally, in the presence of 
lubricant, the accumulation of wear debris onto the subsurface is prevented. This can be 
proved to be beneficial for the elastomer surface preventing excessive sliding wear damage by 





Figure 97: A typical pattern of the wear damage formed on the surface of the steel plate sample 
after the completion of the experimental process with the following conditions: 1000C-50Hz-
60hours-20N. A) Optical microscope B) ZYGO interferometer 
 
Figure 97 shows a typical image of the influence the reinforced elastomer has on the surface 
of the steel plate under lubricated conditions. Arrow lines marked the sliding direction. As 
can be seen, the presence of oil plays an important role in the wear behaviour of the sliding 
contact since no traces of elastomer material are visible across the steel surface. Thus, in 
contrast with the corresponding image (figure 69) of the dry contact, no noticeable elastomer 




be uniformly distributed over the entire surface of the steel plate producing these identical 
wear marks. The similarities between the surface texture and the shape of the ploughed 
grooves indicate that lubricant film was captured and maintained between the surface 
irregularities, providing a smoother and more equal contact of the rubbing surfaces. Most of 
the worn surface of the steel plate consisted of smooth stripes without significant depth, as the 
ZYGO interferometer revealed. Grooves parallel to the sliding direction are clearly observed 
which suggest the wear process is governed by abrasive wear mechanism as figure 98 depicts. 
The wear lines with their abrasive character are characterised by the combination of micro-
ploughing and micro-cutting modes as will be further analysed in the following sections. The 
average depth of these specific wear lines is around 1 µm. Eventually, the wear mechanism is 




Figure 98: Surface morphology of the wear lines distributed on the steel counterpart surface A) 
0.8MPa, 0.5m/sec, 1500C, 20hours and B) 0.8MPa, 0.5m/sec, 1000C, 20hours 
 
Moreover, many evidences of three-body abrasion wear were also found in figure 99. Across 
the surface of the linear scratches many consecutive indentations were observed. As can be 
seen by the higher magnification of the SEM micrograph for a typical worn area with 
accumulated indentations, three-body wear is the clue to the damage on the steel surface. 
Apparently, the shape, the size and the direction of these cracks reveal the impact of three-




In figure 100 the surface of the elastomer material is presented for two different test 
conditions. All the testing parameters were kept the same, except the sliding velocity which 
was doubled. It was found that the worn surface of the elastomer and the amount of the 
detached particles rapidly increases with the increase in reciprocating sliding frequency. The 
sample surface after the lower speed test is characterised by shearing waves and viscous flow 
while surface plastic deformation is accompanied by shallow detached particles. After the 
higher speed test it is clearly visible that many detached particles damaged the surface 
creating a cratered area. The worn surface is characterised by severe plastic deformation and 
deep hollows while a tenacious transferred film was formed on the counterpart steel surface. 
The chemical analysis of the detached particles found on the steel surface showed that the 
embedded particles were derived from the bulk elastomer material. The diameter of these 




Figure 99: A) Consecutive indentations across the linear wear lines of the steel plate, indicating 
the three-body abrasion mechanism B) A close up image reveals the indentations by the third-
body particle 
 
The SEM micrographs show a severely damaged matrix and subsequent removal of bulk 
material leading to exposed reinforced fibres. With the increment of the contact pressure the 
contact temperature was greatly increased leading to an accelerative breakage of the matrix 
especially in the interfacial region. The extent of damage on the surface of the elastomer was 
increased with fibres peeling-off. The exposed fibres were subjected to most of the load and 
were tilted due to impaction by the asperities of the counterpart. Eventually, some of the 
protruded fibres were thinned and fractured (figure 101).  
 
In contrast, the specific length of the fibres enhances the wear performance of the elastomer 
material. In this study the length of the fibres is up to 100 microns. The fibres can be 
determined as short ones. Short fibre reinforcements have been successfully used to improve 
Lubricant traces Two-body wear lines 




the strength the load carrying capacity of the elastomers [182]. According to Chang et al [98] 
short fibre reinforcements like carbon and glass fibres, could generally improve the 




Figure 100: Fluoroelastomer surface after A) 20h-1000C-20N-25Hz, B) 20h-1000C-20N-50Hz. 
Surface morphology for C) 25Hz reciprocating frequency, D) 50Hz reciprocating frequency. 
SEM micrograph of a E) detached particle, F) elastomer particles found on the steel 
plate/chemical analysis 
 
A close-up observation reveals local micro-cracks occurred within the matrix (figure 102). 
The formation of these cracks is probably caused by fatigue. Interestingly, the distinction 
between the regions with fatigue crack and detached particles can be observed in figure 102 B 





















Figure 101: SEM micrograph of an after test elastomer surface: a) A pile of broken fibres b) 
High magnification of a broken fibre 
 
Additionally, nano-scale grooves parallel to the sliding direction were observed on the fibre 
surfaces as figure 102 (D) illustrates. The fibres are well mixed with the bulk material of the 
elastomer and only under higher magnification would it be possible to examine their damaged 
surface (figure 102 E). Interestingly, consecutive wear linear strips were detected across the 
fibre surface. Their depth is very shallow and superficial and could not be accurately 
measured. The width of the grooves is in a range of 600-1000 nm. The width of these grooves 
is much lower compared to the hard fibre size with a width size around 5-6 µm. However, the 
broken hard fibres which are in the same order of size as the grooves seem to be responsible 
for this wear type (figure 101 and 103).  
 
It can be considered that the individual hard fibre particles, after their breakage, were possibly 
mounted on the counter surface of the steel plate. The fibre debris was constantly scratching 
the surface of the implemented fibres within the elastomer matrix, indicating a two-body 
nano-ploughing abrasion mechanism [101], [183]. Furthermore, the rolling effect between the 
fibres and the detachment of tiny parts is also responsible for the generation of the superficial 
abrasion lines on the fibres’ surface [101]. In addition, the high carbon steel debris exposed in 
between the rubbing surfaces can be also responsible for the formation of these shallow 
scratches across the hard fibres’ surface.  
 




Figure 102: SEM micrograph of an elastomer surface after the completion of sliding test A-C) 
Broken fibres, fatigue cracks and detached particles are depicted D-E) Wear linear scratches 
found on the surface of a fibre are illustrated 
 
Moreover the linear sliding grooves on the fibres’ surface can be well matched with similar 
grooves found on the surface of the steel plate as figure 104 illustrates. These tiny grooves 
were in the same direction as the main body of the abrasion mechanisms. However they were 
a few microns long and very superficial. Their width ranged between 1-1.5 µm while their 
depth was in the range of 200-400 nm. In this case it is reasonable to hypothesize that the hard 
tiny breakage particles of the elastomer matrix are responsible for the nature of these marks. 
Once again it seems that a combination of the rolling effect creating consecutive indentations 














formation of a possible fatigue crack developing along the direction of motion and initiated 




Figure 103: Optical micrograph of A) accumulated fibres within the elastomer matrix B) detailed 
representation of the damage surface of the fibres 
 
The sliding contact creates undulations and ploughing cracks leading to fatigue damage. 
Specifically, many ploughed tracks were observed across the surface of the elastomer. In 
figure 105 a ploughed tracked is presented. It is characterised by plastic deformation creating 
a linear smooth crevice. A higher magnification reveals that the inside folds of the crevice 
have deteriorated. Several parts of the elastomer matrix are detached forming elastomer-like 
flake particles and fatigue mechanism prevails.  
 









Figure 104: Optical microscope images of the fatigue crack developed by three-body abrasion 
particles. Zygo interferometer microscope reveals the size and the depth of this track. 
 
Moreover with the ZYGO interferometer microscope we were able to measure the depth and 
monitor the morphology of a typical ploughed track formed on the elastomer surface, see 
figure 106. The depth can reach up to 1 micron while the width ranged between a few 
micrometers up to 200 µm. The crack dimensions also matched well with the size of the fibres 
and the debris which was detected within the tested lubricants. Additionally, the length of 
most of the cracks expanded to a few millimetres range. This indicates that contact with the 




Figure 105: High magnification SEM micrograph illustrates the degradation of the inside folds of 





Figure 106: ZYGO interferometer image shows the morphology of the inside folds of fatigue 
track. 
 
In figure 107 the different behaviour of the fibres is depicted. In all the images the peeling 
mechanism is highlighted except in figure 107 (A) where the fibre is still embedded within 
the matrix of the elastomer. This indicates that strong bonding between the bulk material and 
the fibre occurs preventing the peeling-off mechanism. Hence, the wear on the polymer 
surface is further reduced. This performance can be observed in the lower speed and applied 
load regimes. The rest of the figures 107 (B-D) present the peeling mechanism of the worn 
fibres. Three distinctive patterns were revealed. In the first and most common one (figure 107 
B) the fibre after the relaxation of the elastomer matrix, loosens and emerges on the viscous 
surface. Consequently, the fibre surface obtains an intimate contact with the asperities of the 
counterface steel plate and severe wear is generated. The height of the exposed fibre is about 
1 µm. Interestingly, the exposed fibre height coincides with the average depth of the 
corresponding steel counterpart, presented previously (figure 104). This is a very good 
indication of the wear damage mechanism, highlighting the hard fibres of the elastomer 
matrix. 
 
In the second pattern an interesting fibre damage mechanism is observed (figure 107 C). The 
fibre is found to be damaged by forming an oblate-like shape. This morphology is possibly 
derived by a third-body fibre particle which was trapped in between the rubbing surfaces and 
simultaneously started squeezing the fibre surface with a specific pressure angle causing 
deterioration on the fibre’s surface. On closer inspection it can be seen that a step has been 
formed across the top edge of the fibre. Knowing that the direction of movement is tangential 
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to that step it can be assumed that during the sliding process the third-particle was trapped 
between the step and the counterface of the steel plate. The particle was pushed aggressively 
onto the formed step every time the reciprocating movement was in that direction. This 
mechanism looks like the wedge forming mechanism where a wedge-like wear particle is 
formed at the tip of the grooving asperity and stays there working as a kind of built–up 
wedge. Thus, only a part of the fibre obtains this oblate-like shape and is formed opposite to 




Figure 107: Fibre analysis on the surface of the fluoroelastomer. a) position of the fibre within 
the original surface (before test) b) fibre revealed on the surface (after test) c) fibre damaged 
“oblate shape” d) fibre between a micro-crack and a micro-ploughing wear mark 
 
Finally, the last pattern is a combination of a crack and a surface fibre (figure 107 D). This 
fibre looks like the one described previously in figure 107 (B). The determinant is that the 
actual fibre sits in a higher position, on top of a ridge formed by plastic flow, having direct 
and aggressive contact with the higher asperities of the steel plate. Thus, wear damage on the 
steel plate surface is inevitable. Additionally, the fibre is embedded in a very vulnerable and 
loosened region. The fibres in that region damaged by wear lines can be easily peeled or 
rolled off. These kinds of fibres are responsible for the generation of third-body particles in 
similar sliding contacts.  
 
In the series of images of figure 108, the main wear mechanisms found on the steel plate 
samples, are presented. The evaluation of the steel samples in all the testing environments 
showed that two-body abrasion prevails in relation to the wear mechanisms on the steel 
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surface. Two-body abrasion is generated by the sliding contact of the opposing asperities. The 




Figure 108: Typical steel plate wear damage. Test conditions were adjusted at 1500C-60hours-
20N-50Hz. A-B) Precise fine perpendicular cut across the edge of the steel surface by the 
reciprocating movement of the reinforced elastomer is observed.  C-D) The main body of wear is 
governed by wear linear marks. E) A detailed representation of the steel edge ploughing 







Detailed observations of the linear abrasion grooves by the ZYGO interferometer microscope 
showed that the major abrasive mode can be determined as ploughing (figure 108 E). The 
round finish of the grooves at both edges and their smooth curving shape obtained during the 
sliding process by the contact asperities of the polymer matrix, reveal the micro-ploughing 
mechanism. In micro-ploughing mode the material flows down the front face of the particle. 
Thus no material volume is removed. However since a lot of debris was found on the surface 
of the elastomer material and within the lubricant samples, a combination of micro-ploughing 
and micro-cutting mode co-exists. In micro-cutting mode the material flows up the front face 
of the particles while substantial volume is removed by chip generation. Thus, it can be said 
with certainty that two-body abrasion wear on the steel plate derives from the combined 
effects of micro-ploughing and micro-cutting modes. Additionally, both modes contribute to 




Figure 109: A representative wear track with the ridge formation on both sides. Experimental 
conditions were adjusted at 400C-60h-20N-50Hz. 
 
Moreover, three-body abrasion seriously damaged some parts of the samples. The third-body 
particles either adhered to the hard surface and slid on the softer surface, or were caught and 
rolled between the two surfaces. In this case due to the nature of the contact surfaces, the 
latter mechanism mainly occurs. The hard fibres of the elastomer roll frequently, creating a 
series of indentations rather than linear grooves. Three-body wear clearly appears in the high 
temperature regimes while the amount of the abrasion cracks is significant. Abrasion cracks 
were found accumulated in many areas within the abrasion lines. This is something which 
was expected to be seen since the elastomer matrix is filled with hard fibres playing the role 
of the third-particle during the sliding wear process. 
 
In figure 110 different patterns of indentations formed by the rolling effect of a third-particle 
are shown. The trapped particle creates a series of identical indentations on the surface of the 
steel samples, indicating that the three-body wear occurs between the specimen surface and 
Wear track 
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the abrasive particles. These indentations are varying in size and depth. In most of the cases 
the depth is constricted to a few nanometers, with a maximum depth of 1000 nm (figure 110 
B). However, in some cases the abrasive particles can create more severe indentations with a 





Figure 110: Three-body wear abrasion cracks formed at 1000C on the surface of the steel plate a) 




Figure 111: SEM micrographs of cluster of cracks generated by three-body wear mechanism. 








Additionally, SEM micrographs show the formation of indentation clusters by abrasion 
particles in different areas. In figure 111 a series of third-particle indentations is depicted. In 
figure 111 (A), plastic deformation is initiated, creating superficial damage on the steel plate’s 
surface. The test regime was at the lowest operating temperature conditions enhancing the 
performance of the lubricant. Hence, the damage on the steel surface was the minimum 
possible. By contrast, in higher temperature regimes the abrasive particles were more 
aggressive and vigorous, creating a cluster of holes and cracks across the steel surface (figure 
111 B). The size of these indentations remains similar in both testing regimes. 
 
 
Three-body abrasion is not as rigorous as two-body abrasion, minimizing the possibility of 
severe damage. It is well known that three-body abrasion is 10 times lower than that of two-
body wear. The wear reduction by three-body contact is generally attributed to the rolling 
effect of the abrasion particles. The rolling effect strongly depends on the sliding conditions, 
the hardness of the particles as well as their size and shape [184-185]. Thus three-body wear 
is more beneficial than two-body abrasion in terms of keeping the wear rates at low levels. 
Eventually, the friction coefficient is significantly reduced as well as the overall abrasion 
wear rate. In this study as has already been mentioned the rolling effect of the short fibres 
protects the deterioration of the rubbing surfaces.  
5.8 Summary and discussion 
5.8.1 Wear/Friction Modes 
 
The main goal was to indentify the tribological behaviour of the high carbon steel plate 
sliding against the reinforced fluoroelastomer tip seal of the scroll expander. The contact 
regime was changed with variable speed and load values. Initially the wear mechanisms 
responsible for the reduction of the friction coefficient and the specific wear rates were 
thoroughly investigated. Afterwards a correlation of the friction coefficient and the wear rate 
with various parameters was conducted. Finally, a comprehensive surface investigation of the 
steel/elastomer contact revealed the wear damage modes under various lubricated regimes. 
5.8.2 Wear Mechanisms 
 
The wear mechanisms of the main components of the scroll expander, the high carbon steel 
plate and the high performance reinforced fluoroelastomer tip seal can be synoptically 
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Figure 113: Classification of the sliding friction process leading to wear of the elastomer tip seal. 
 
5.8.3 Friction/Wear Analysis 
 
In sliding wear contacts of elastomer against steel counterparts, the friction coefficient 
component resulting from adhesion equalled the product of the real contact area and the shear 
strength of the elastomer [79], [98], [101]. Thus, after the evaluation of the parameters which 
affect the friction coefficient of the high carbon steel against the high performance reinforced 
fluoroelstomer contact, two competitive mechanisms were revealed. On one hand the 
lubricant dissipates part of the frictional heat and increases its viscosity due to the increment 
of the applied load. Additionally, due to thermal expansion of the elastomer and the softening 
effect, the real contact area increases. The result is the rise of the friction coefficient. On the 
other hand, the viscosity of the lubricant is reduced due to the generation of thermal effects 
caused by the augmentation of the sliding velocity and the applied load. Moreover, the poor 
thermal conductivity of the elastomer accumulates an amount of frictional heat accelerating 
High Performance Reinforced 
Fluoroelastomer Wear Mechanisms 
Interface sliding contact between the tip seal and the steel plate of the scroll 
Blunt Sliding Elements Hard Sliding Elements 
Elastic Deformation        Plastic Deformation 
(Hysteresis)                      (Adhesion) 
Micro-Ploughing/Fatigue Shearing/Adhesion 2&3 Body micro-Abrasion 
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the melting of its bulk material. Hence, the asperity contact increases, resulting in a shear 
mechanism on the elastomer’s material surface facilitating the generation of the rolling effect.  
 
In this study, the results showed that for higher applied loads (40 N) shearing prevails, 
substantially softening the overall contact. The friction coefficient is thus decreased. By 
contrast for lower applied loads (20 N) of the steel/elastomer contact, the real contact area 
prevails, restricting excessive shearing due to absence of elevated thermal effects. Eventually, 
the friction coefficient is substantially increased. The abovementioned competitive 
mechanisms are well represented by the schematic diagram in figure 114. 
 













Figure 114: Schematic diagram of the two competitive mechanisms generated during the 
steel/elastomer contact. 
   
In addition, the strong coupling between the fibres and the elastomer matrix prevents the 
rubbing-off mechanism, resulting in increased friction coefficient. This indicates that in lower 
loads, where the real contact area is smaller, thermal effects do not play a dominant role. The 
fillers stay well mounted within the matrix of the bulk elastomer material. The contact is 
confined between the embedded hard fibres of the fluoroelastomer slider and the steel 
counterface. Thus the friction coefficient rapidly increases. However, due to higher pressure 
contact and sliding velocities, contact temperature is elevated, which results in a serious 
softening of the elastomer matrix. Thus, fibre removal is seriously aggravated since the 
softened elastomer matrix is not capable of preventing fibres from peeling-off. Hence, a 
rolling effect is generated. The combination of the lubrication and adhesion contact with the 
rolling effect can substantially reduce the friction coefficient. 
 
However, there is still a debate in the scientific community, regarding the sliding contact of 
the reinforced elastomers against steel materials. On one hand some researchers believe that 
the friction coefficient decreases with the increment of the applied load due to the excellent 
performance of the fillers while it increases with the rise of the sliding speed [79], [98], [101], 
[103], [105].  This research agrees with those outcomes. On the other hand others believe that 
the fibres under a given applied load provide a stronger interfacial adhesion leading to rapid 
wear of the elastomer surface and consequently the friction coefficient is increased [186-187]. 
If real contact area prevails 
If shearing mechanism prevails 
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Additionally they found that with the enhancement of the sliding velocity the friction 
coefficient is reduced. Thus more investigation on the sliding contact of the reinforced 
elastomer against steel materials under dry and lubricated conditions is needed in order to 
achieve a coherent and generally accepted determination of their tribological mechanisms. 
 
Furthermore, in low sliding speeds the friction force proportionally increases with the 
increment of the applied load. Interestingly, in higher sliding speeds the friction force is also 
increased as the applied load is reduced, leading to higher friction coefficient values and more 
severe wear rates. This indicates that a severe contact between the exposed hard fibres and the 
steel asperities has occurred. The real contact area remains mainly unformed and excessive 
shearing is restricted, while the cohesive bulk material restrains any possible peeling 
mechanisms of the fibres. Shearing is not a dominant factor and the real contact prevails. 
Consequently the friction coefficient and the wear rates are rapidly increased. 
 
According to friction coefficient graphs a detailed evaluation of the wear rates for all the 
tested cases was performed. It was found that the wear rate of the steel samples increases 
according to the friction coefficient. The interpretation of this mechanism can be found on the 
two competitive wear mechanisms described above. Since the real contact is dominant for 
lower applied loads, the contact is restricted between the well-mounted fibre particles of the 
elastomer bulk material and the asperities of the steel plate. This was also indicated by the 
small amount of the elastomer transferred onto the steel sample after the completion of the 
sliding test. Thus the wear rate increases. In contrast, for higher loads, the wear rate was 
found to be substantially lower. Thermal effects are generated while the free roll fibres carry 
most of the load in the friction process alleviating the rough contact. This performance was 
enhanced by the fact that substantial elastomer traces were found across the steel surface. 
Interestingly, the wear rates after a long period of time are stabilised and the actual wear 
regime is reduced. The wear resistance was radically improved suggesting a gradual change 
in the wear regime from severe to mild. This excellent performance of the tip seal/steel plate 
contact can prove beneficial for devices with long operating times in demanding 
environmental conditions like the scroll systems. 
 
After the evaluation of the wear modes of the tip seal over the steel plate it can be said with 
certainty that the friction coefficient of the high carbon steel over the high performance 
reinforced fluoroelastomer is proportionally decreased with the increment of the contact load 
and the attenuation of the sliding speed. This result can be effectively used in the design of 
the scroll expander. The actual rotation speed of the scroll is already in the minimum 
operating levels. It cannot be significantly reduced as this will seriously affect the efficiency 
 166
of the scroll. Furthermore, the actual contact load of the scroll is too low. Hence, with a 
possible increment of the intimate contact pressure of the involute scrolls and assuming that 
the contact will be constrained between the tip seal and the steel plate, the wear regime can be 
significantly reduced. Thus, the service life of the main components of the scroll and the 
whole micro-CHP unit will be enhanced. Additionally, the increase in contact load in 
correlation with the adhesive wear mechanism will directly improve the sealing performance 
of the expander since the size of the gaps and the leakage points will be minimized and the 
tendency of the working fluid to flow through these areas will be further confined. However, 
more applied load may result in the generation of cavities due to the squeezing film theory, 
although the researcher believes that cavitation, as discussed in chapter 3, is most likely 
produced by the high jet stream velocity in the inlet scroll and not by the squeezing surfaces. 
The enhanced contact load obviously has to target the limitation of the wear regime and the 
improvement of the scroll’s overall efficiency.  
 
Finally the effect of the sliding time is crucial for long working period applications like the 
scroll expander. The time-related wear rate for the 60-hour running experiment is 
significantly reduced and stabilised at 3 times less than the corresponding rate after 20 hours 
of running. This performance indicates a relaxation of contact is achieved after the running-in 
period of the steel/elastomer, leading to a less severe regime over that period of time. 
5.8.4 Lubrication Analysis 
 
The oil analysis revealed the condition of the oil samples and the interaction debris 
responsible for the wear damage. The presence of ferrous and silicon debris within the 
lubricant solutions after the completion of the tests, justifies that the wear damage in both 
surfaces derived from severe two- and three-body abrasion wear. Interestingly, the 150 0C oil 
sample found that due to oil degradation replacement oil may subsequently be needed after a 
short period of time. Under these conditions the lubricant seems to be degraded with loss of 
its stability and its overall performance. It is well-known that different loads and speeds in 
correlation with the higher temperatures in a lubricating system increase the rate of oxidation 
which automatically determines the level of the lubricant’s degradation [188]. This can be 
proved critical for the operation and the efficiency of the scroll expander. A regular inspection 
of the oil performance within the scroll is required. 
5.8.5 Surface Analysis 
 
Several wear mechanisms have been proposed and observed microscopically explaining the 
contact nature of the high performance fluoroelastomer tip seal sliding against the high carbon 
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steel plate. Moreover, the material removal process from the rubbing surfaces was also 
thoroughly investigated. Specifically, on the steel surface, deep grooves parallel to the sliding 
direction clearly observed which suggests the wear process is governed by abrasive wear 
mechanisms. The evaluation of the linear grooves in all the testing environments showed that 
two-body abrasion prevails among the wear mechanisms on the steel surface. Two-body 
abrasion is generated by the continuous sliding contact of the opposing asperities. The wear 
lines with their abrasive character are characterised by the combination of micro-ploughing 
and micro-cutting modes. Additionally, both wear modes contribute to the ridge formation on 
both sides of a groove. The wear becomes more severe as the temperature increases.  
 
Furthermore, evidence of three-body abrasion wear was also observed as many consecutive 
indentations were detected across the surface of the linear grooves. Three-body abrasion 
seriously damaged some critical parts of both samples. The third-body particles either adhered 
to the hard surface and slid on the softer surface, or caught and rolled between the two 
surfaces. Finally, the tiny linear sliding grooves on the fibres’ surface could be matched with 
similar grooves found on the surface of the steel plate. A combination of the rolling effect 
creating consecutive indentations and the sliding mechanism forming linear grooves occurs. 
 
The SEM micrographs show severely damaged matrix and subsequent removal of bulk 
material leading to exposed reinforced fibres. Viscoelastic ploughing and removal of material 
appeared to be the main dissipative processes giving rise to friction and wear during the 
sliding of the high carbon steel plate against the reinforced elastomer tip seal, as seen in the 
present study. All the elastomer samples were characterised by plastic deformation of the bulk 
material and undulations (beach marks) across the surface. Valleys are mainly formed due to 
the micro-ploughing mechanism which leads to fatigue damage wear mode at a later stage.  
 
Additionally, overlapping layers are formed due to the thermal and cooling effects while 
interfacial debonding of the fibres within the matrix of the elastomer is generated, producing 
large amounts of detached particles. Detached particles from both materials generate two 
different types of third-body contact. The first one is derived from the broken fibre particles 
of the elastomer and the second one from the steel particles of the steel samples embedded on 
the smooth elastomer surface. 
 
In all the experimental cases the peeling-off mechanism of the fibres is highlighted. The very 
hard exposed fibres during the friction process interact with the steel asperities producing 
abrasion lines across the steel surface. Interestingly, parallel nano-scale linear strips were also 
detected on the surface of a typical worn fibre. Their presence indicates that an aggressive, 
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vigorous and consistent contact within the steel asperities is achieved. This in turn generates 
the continuous deep abrasion pattern formed on the steel surface samples. 
 
Based on the ZYGO interferometer measurements an interesting observation was made. The 
height of the exposed fibres coincides with the average depth of the steel counterface 
roughness. This indicates, to a large extent, that the two-body abrasion wear damage is 
probably derived from the severe contact of the exposed fibres with the smooth steel surface. 
It seems that this is the initial source of damage for the steel surface followed by the rubbing 
combination of the fibres and their detached particles in later stages. 
 
The transfer films had a smaller effect on the tribological performance of the rubbing surfaces 
under lubrication regime. The cooling and the boundary lubricated effects of the lubricant 
medium dominate the contact and substantially reduce the friction coefficient. In addition, 
lubrication prevents the accumulation of wear debris in critical areas where otherwise the 
contact would have significantly increased. By contrast, in dry contact the formation of 
transfer layers is more noticeable while the corresponding contact is restrained between the 
surface of the elastomer and the elastomer transferred films. Under low loads, the friction 
coefficient is much higher in dry contact compared to the lubricated one. However it reduces 
as the load increases approaching the values of the corresponding lubricated contact. 
 
Use of a less viscous lubricant could possibly be beneficial for the operation of the scroll 
since the wear performance of the tip seal against the steel plate was proved to be very 
efficient and reliable. A thinner lubricant, with significantly lower viscosity at 40 0C and 100 
0C degrees than the actual one used in the sliding experiments, could possibly even protect the 
contact by sealing the grooves, hence reducing the wear and the leakages respectively. 
Concomitantly, because of its high fluidity in various temperatures it will prevent any 
accumulation in the circulation tubes of the micro-CHP system avoiding any further reduction 
of its thermal efficiency. 
 
The operation of the scroll expander with the absence of lubricant can possibly be another 
scenario to be considered. The increment of the applied load between the scrolls, assuming 
that the contact is strictly constrained between the elastomer tip seal and the steel plate, can 
reduce the friction and wear rates. Moreover, the accumulation of oil on the inside of the heat 
exchanger tubes will be avoided. The heat transfer and the thermal conductivity will be 
further improved. Consequently, the overall performance of the micro-CHP system will be 
enhanced. However, the formation of grooves on the steel plate surface during the sliding 
process would probably affect the efficiency of the scroll. In those areas leakage will be 
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enhanced due to the absence of lubrication. In contrast, the elastomer adhesion mechanism 
will be able to seal these gaps reducing the leakage and maintaining the efficiency at high 




































Cavitation is a complicated failure mechanism and it is often difficult to assess the material 
resistance and performance. Cavitation erosion is a two-fold phenomenon dealing with fluid 
mechanics and material science. Following the interesting findings in Chapter 3 the 
experimental procedure which was followed in order to interpret the cavitation mechanism 
was distinguished in three parts.  
 
In the first part the behaviour of three different types of cavitation bubbles is presented. 
Measurements with the use of a high speed camera revealed three different behaviour patterns 
for each of the testing liquids (water-lubricant-refrigerant) respectively. The second part 
investigates the formation of the pits in their incubation stage for four different commercial 
steel grades including the actual scroll steel plate. The experiments were performed in three 
different testing environments (water-lubricant-refrigerant). Finally, the third step involved 
ultrasonic cavitation tests over a prolonged period of time.  
 
In the first and the second experimental procedure the performance of the liquid environments 
is interpreted. The correlation of the bubble photographic results with the inception results of 
the cavition pits reveals the level of contribution of the liquids to the cavitation mechanism.  
In the second and the third experimental procedure the performance of the steel samples is 
interpreted. The results from the initiation of the cavitation pits in correlation with the results 
over a prolonged period of time reveal the endurance of the materials against cavitation 
attack. The tests were performed using three different commercial steel grades and the scroll’s 
steel plate in order that their durability performances could be compared. The alteration of the 
steel hardness properties was also analysed. The environment deployed was distilled water. 
6.2 Camera Results Analysis 
6.2.1 Test Methodology 
 
The bubble behaviour is studied with the use of high speed photography. The images were 
focused on three critical regions. On the tip of the ultrasonic probe where the bubbles were 
generated, on the boundary (chromium steel) wall where bubbles were destructively collapsed 
and in the area in between where the descent of the bubbles was monitored. This was 
performed for all three liquid types. Consequently, an evaluation of various bubble images 
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using the camera software was conducted and a range of graphs was produced. In each of the 
liquid environments more than 20 different bubble behaviours were thoroughly monitored. 
 
Three distinctive patterns of bubble behaviour, which represent the general outcomes for each 
of the liquids, are finally characterised. In the first pattern the mechanism of the generation of 
cavitation bubbles for all the tested fluids was investigated during their incubation period of 
time around the ultrasonic source. The performance of the bubbles was monitored and 
recorded during their descent to the solid surface. Consequently, the behaviour of the bubbles 
across the solid boundary and their impact attributes were indicated. Finally the maximum 
bubble radius and velocity were calculated for all the liquid environments. The sample used in 
all the experiments was made of chromium steel. 
6.2.1.1 Region around the Ultrasonic Source 
 
The bubbles generation and the expansion mode on the tip of the horn revealed three different 
behaviours for each of the liquid environments (water-lubricant-refrigerant) respectively. 
Interestingly, the refrigerant bubbles maintain a robust shape avoiding the bubbles which are 
generated by the oscillation movement of the horn to separate, escape and finally collapse.  
 
 
Figure 115: Expansion mode of an acoustic cavitation water bubble at its incubation stage onto 
the lower surface of the horn. The frame size is 0.5×0.5 mm. 
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More specifically, in the case of the distilled water figure 115, a typical generation cavitation 
phenomenon was observed. The bubbles imploded due to pressure variations creating a jet 
stream which in turn can damage the material surface (frame 5-8, figure 115). Moreover, the 
bubbles mainly collapsed asymmetrically and spread in all directions inside the liquid. From 
the series of images in figure 115 it can be observed that after a 1000 µs period of time micro-




Figure 116: Expansion mode of an acoustic cavitation lubricant bubble on the tip of the horn. 
The frame size is 1 x 0.5 mm. 
 
In the lubricant environment a “pancaking” effect at the site of the bubble collapse can be 
observed (frames 2-3, figure 116). The “pancaking” shape is formed only when the initial 
bubble is very close to the wall during the incubation period. Thereinafter the bubble rapidly 
obtains a toroidal shape. Then a micro-jet is formed which is usually difficult from that 
identified in the “pancaking” effect mode, leading eventually to a counter-jet generation 
(frames 5-6, figure 116). As the bubble takes the rebound and grows, in an almost round 
spherical shape (frame 9, figure 116), it then rapidly collapses (frame 10-12, figure 116). It is 
interesting that a linear jet stream, which is comprised of many tiny bubbles, emanates from 
the middle of the collapsed bubble. Over time, this linear jet stream becomes asymmetric, 
taking the shape of a cloud, and is eventually spread along the neighbouring liquid volume. At 
a later time step, figure 122-124, this cloud of micro-bubbles is extended inside the lubricant. 
The cloud is spread across the material surface creating a thin lubrication layer. This layer 
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plays the role of a cushion as it absorbs the impact from the micro-jet impact, thus its 




Figure 117: Expansion mode of an acoustic cavitation refrigerant bubble on the tip of the horn. 
The “jelly” cloud shape is shown. The frame size is 1×0.5 mm. 
 
In the case of the refrigerant, initially the spherical bubble is formed to a “pancaking” shape 
(frame 3, figure 117) followed by a counter-jet (frame 4-5, figure 117). Then it can be clearly 
seen that hundreds of small bubbles are connected in a “jelly” cloud shape (frames 9-12, 
figure 117). Contrary to the previous cases (water, lubricant) during the cavitation process in 
the liquid refrigerant there is no bubble diffusion. In most cases even the bubbles which 
escape from this “jelly” cloud do not implode. Molecules cannot overcome the surface 
tension and other cohesive forces maintaining their bubbly shape. The bubbles cannot resist 
the attractive forces creating strong bonding.   
 
Looking at the expansion mode images near the surface of the horn, the different behaviours 
of the liquid bubble implosion over a period of time is highlighted. During the experiments a 
single isolated bubble for each of the liquids respectively was chosen to be observed. When 
water was used, the deformation of the water bubble at its incubation stage started after 189 
µs. In the case of the liquid refrigerant it was measured to be at 90 µs while for the lubricant it 
was around 315 µs. Furthermore the time step where the jet stream was generated was at 280 
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µs and at 795 µs for the water and the lubricant respectively. Interestingly, for the refrigerant 
a similar liquid-jet stream was never formed since the bonding between the bubbles did not 
allow that.  
6.2.1.2 Region between source and solid surface 
 
During their descent to the boundary wall the lubricant and water bubbles merged or split due 
to pressure variations figure 118. Thus, when the pressure increased the bubble imploded and 
divided into smaller bubbles (frame 7 in figure 118). When the pressure decreased their radius 
increased and they eventually merged to a single bubble (frames 14-16 in figure 118). On the 
other hand, as it is shown the pressure variations did not affect the wobbling behaviour of the 




Figure 118: The merging and splitting mechanisms of the water and the lubricant bubbles due to 
pressure variations. The frame size is 0.5×0.5 mm. 
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In the case of the refrigerant, the adjacent unstable bubbles, present a distorted shape leading 
to an increase of their volume and their size. Larger bubbles absorb the smaller ones. The 
tendency to merge is higher than in the other two liquids. Frame 7 in figure 119 captures how 
the detachment mechanism of the amoeboid shaped refrigerant bubbles is achieved (suck like 
effect). The adjacent bubbles are connected leading temporarily to an elongated bubbly shape 
prior to obtaining another amoeboid shape of a different size. The bubbles within the 
refrigerant solution have a more vigorous behaviour than in the other liquid mediums. The 
pressure variations generate the wobbling behaviour of the refrigerant bubbles affecting their 
movement. The bubbles appear to be electrified by a massive amount of energy, maintaining 
a higher state of wobbling movement. This is possibly related to the lower resistance 




Figure 119: The merging mechanisms- the so called suck like effect- of the refrigerant bubble. 
The larger bubble absorbs the adjacent bubble. The frame size is 0.5×0.5 mm. 
 
Observing the two different mechanisms of bubbles merging an interesting conclusion can be 
drawn. The merging mechanism of the lubricant and water bubbles maintains a spherical 
shape across the bubble periphery with a significant increment on the size. In the case of the 
refrigerant bubble, the bubbly round shape cannot be obtained while the size of the bubble 
after merging is further reduced. Additionally, a series of images shows the typical behaviour 
of the bubbles in correlation to the normalized distance before their final collapse onto the 
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solid boundary, figure 120. The normalized distance reduces as the bubble approaches the 
boundary wall. The normalised distance drops from a 6.9 value to 3.9 reaching the boundary 
wall, just before the bubble collapses for last time, at a value of 0.96. Implosions are observed 
in regular time steps (frames 4, 11, 16 in figure 120). The difference in the lubrication regime 
is that the layer of lubricant has to be penetrated by the micro-jet for surface damage to occur. 
Moreover the determinant of the refrigerant bubbles compared to the other bubbles during 




Figure 120: Behaviour of an acoustic cavitation water bubble in correlation to the normalized 
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6.2.1.3 Region near the solid surface boundary 
 
The bubble implosion near the rigid boundary revealed three distinctive behaviours for each 
of the tested liquids respectively. Initially in the case of the distilled water, a typical behaviour 
of a cavitation bubble is described. The steps of the cavitation mechanism are presented in 




Figure 121: Characteristic collapse and rebound of an acoustic cavitation water bubble near the 
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The life cycle of the bubble can be determined by the acoustic cycles. The bubble grows 
reaching its maximum diameter cycle and then collapses during one ultrasound cycle [190]. It 
can rebound instantly and this process can be repeated several times. The spherical bubble 
starts to deform because of the pressure variations as is shown (frames 1-3 in figure 121). 
Afterwards, as positive pressure prevails, the attractive Bjerknes forces deform the spherical 
bubble to a toroidal bubble as shown (frames 4-6 in figure 121) [194]. The third series of 
frames shows how the bubble deforms in a period of 30 µs until it reaches the maximum 
toroidal diameter where the micro-jet is formed (frame 10 in figure 121) [132-133]. Then it 
collapses creating a very clear counter-jet [133], emitting a powerful shock wave (frame 11 in 
figure 121) [191-192]. Then the bubble becomes unstable and is separated into two individual 
small bubbles which in turn generate two micro-bubble clouds, the so-called splashing effect 
(frames 12-13 in figure 121) [193]. Thereafter the two clouds merge into one, growing in size 
until they finally collapse releasing a high velocity destructive impact to the boundary wall 




Figure 122: Collapse of an acoustic cavitation lubricant bubble near the solid boundary. A 
lubrication layer is formed. The frame size is 0.5×0.5 mm. 
 
In the case of the lubricant, the bubbles have a similar behaviour to that of the water, figure 
122. They were generated in low pressure areas and then they collapsed in regions where the 
pressure was higher, creating severe damage on the surface of the material. What was found 
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to be interesting is the lubrication layer which is generated during the cavitation process 
(frames 2-3, fig 122). The lubrication layer can affect the destructive impact of the collapse 
mechanism of the bubbles. It can protect the material surface by acting as a cushion, 
absorbing and reducing the impact of the implosion. Thus, despite the fact that the impact 
pressure from the lubricant bubbles is higher than in the water (paragraph 6.2.2), the actual 
damage should be considerably less (paragraph 6.3.2). 
 
This it can be well observed in figure 123 where an isolated lubricant bubble is approaching 
the boundary wall. In all the frames of figure 123 the lubrication film thickness appears. 
During the destructive collapse of the cavitation bubble the lubrication film can effectively 
absorb the impact reducing the surface damage. The thin layer consists of small bubbles with 




Figure 123: Lubrication layer formed across the surface of the rigid boundary, prior to bubble’s 




Figure 124: The extended lubrication layer across the surface of the rigid boundary. The frame 
size is 1×0.5 mm. 
 
When refrigerant was used, bubbles had a remarkable behaviour while approaching the 
surface of the chromium steel, figures 125 and 126. The refrigerant bubbles sustain a 
seemingly random movement in a continuous oscillatory motion without imploding. A 
ceaseless wobbling effect was also noted. Most of the refrigerant bubbles wobble instead of 
collapsing. Eventually the refrigerant bubbles obtained an amoeboid shape. This incredible 
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performance significantly increases their lifecycle reducing the probability of a destructive 
impact. The bubbles, instead of growing and collapsing in regular time steps as normal 
cavitation bubbles, are driven by this wobbling behaviour for a prolonged period of time prior 




Figure 125: The ceaselessly wobbling movement of an acoustic cavitation refrigerant bubble near 
the solid boundary. The frame size is 0.5×0.5 mm. 
 
Typical results in figure 125 show the journey the refrigerant bubble follows prior to its 
collapse. After reached the maximum size, the refrigerant bubble follows an oscillating 
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motion instead of starting the collapse process, until gradually escaping from the image. It is 
clear that even after 700 µs the time where the bubble leaves the image, the size of the bubble 
remains the same and there is a total absence of implosions. However the shape slightly 
changes to similar amoeboid forms. By contrast, in the other two environments, as the figures 





Figure 126: The different shapes the cavitation refrigerant bubble obtains in its maximum 
radius. The frame size is 0.5×0.5 mm. 
 
Figure 126 captures another refrigerant bubble with more distinct phases of an amoeboid 
formation. Immediately after the bubble attained its maximum size it moved from one side of 
the image to the other without collapsing. Interestingly, in frame 4 a separation procedure 
mechanism appears. However, the attraction forces of the bubble restrain this phenomenon 
keeping the bubble in a robust single shape. Then, in frame 8 the bubble obtains a round 
amoeboid shape and is subsequently elongated, reaching its maximum length in frame 10. 
Surprisingly instead of collapsing it returns to a bubbly round shape. 
 
The interaction of the surface tension and the viscosity forces of the refrigerant liquid can 
explain the behaviour of the refrigerant cavitation bubbles. It has been reported in previous 
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studies that viscous forces giving rise to perturbations tend to abet the breakup of the 
cavitation bubbles while surface tension tends to prevent bubbles from collapsing [191]. In 
the present study the refrigerant has a substantially lower surface tension and viscosity than 
the water and the lubricant (table 6). The implosion frequency of the refrigerant bubbles is not 
as consistent as with the other two liquids. Thus, it seems that in the case of the refrigerant, 
surface tension forces prevail, the viscous forces maintaining a bubbly wobbling pattern 
among the cavities preventing them separating and collapsing. The opposite phenomenon was 
observed within the water and lubricant solutions, as the viscous forces prevail, leading the 
bubbles to consecutive oscillations, separating the bubble body into smaller cavities. This in 
turn generates regular implosions among the bubbles.  
 
The actual surface tension and viscosity values of the tested fluids indicate this remarkable 
behaviour. The refrigerant has the highest surface tension/viscosity ratio overall (table 6), 
implying a higher resistance to the bubble collapsing mechanism. The above behaviour also 
enhances the probability of the refrigerant bubbles to get connected in a cloudy shape as 
presented in paragraph 6.2.1.1. 
 
A similar behaviour was also noted by Schneider et al [195] in his latest study, using another 
type of refrigerant flowing in micro-channels, where the bubbly flow morphology of low 
surface tension liquid in a fully developed hydrodynamic cavitating flow was highlighted. 
Similar results were also found by Mishra et al [196] in his recent work using de-ionised 
water with substantially higher surface tension and viscosity values to the refrigerant 
solutions. Mishra showed the disturbances the body of a water bubble experiences and the 
tendency of the bubble to implode during the cavitation process. 
6.2.2 Results Analysis 
 
In the comparison graphs, in figures 127-129, in order for a representative bubble analysis to 
be conducted, a cavitation bubble of the same diameter range was chosen to be recorded and 
evaluated in all the liquid environments. 
 
Figure 127 presents the fluctuations of the bubble radius as a function of time for each of the 
liquids respectively. Lubricant and water bubbles after their first implosion take the rebound 
by re-forming in a smaller size. Then they implode again and reform. At the level of the 
boundary wall they reach their maximum size before the final collapse. The refrigerant 
bubbles keep a linear fluctuation behaviour on their size. Their radius is not significantly 
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altered since the wobbling behaviour prevails. The only implosion is observed at the level of 
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Figure 129: Variation of the bubble distance approaching the boundary wall 
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Figure 128 shows the bubble velocity and the average jet velocity during the descent of the 
bubbles to the boundary wall. The bubble velocity was calculated during the expansion and 
the shrinkage mode of the bubbles prior to their final collapse onto the solid boundary. The 
average jet velocity is estimated by the assumption that the jet flow develops during the 
shrinkage of the bubble from its maximum radius (equation 37). Lubricant and water bubbles 
show significant alterations in their velocity following their radius fluctuation patterns.  
 
The lubricant bubbles achieve by far the highest bubble and jet velocity. The refrigerant 
bubble implodes only once having the lowest jet velocity of the tested bubbles. This happens 
only close to the boundary wall. In addition, the refrigerant bubble keeps a constant velocity 
during its entire route reaching its maximum speed just before the implosion with the solid 
surface. The velocity achieved by refrigerant bubbles has the lowest impact potential.  
 
Figure 129 shows the variation of boundary distance over time as each of the bubbles 
approaches the boundary wall. The water bubble, according to the inclination of the graph, 
has the fastest descent to the solid surface followed by the refrigerant and the lubricant 
bubbles. The viscosity in the lubricant liquid is higher than the other liquids, decelerating the 
movement of the bubbles. Apparently, the refrigerant bubble having the lowest viscosity 
cannot achieve the fastest movement. The absence of oscillations in correlation with the 
wobbling effect, highly affect the bubble’s motion reducing its velocity inside the liquid 
refrigerant.  
 
It is reasonable to report that the combination of the surface tension and the viscosity 
properties (table 6) of the bubbles affect the cavitation mechanism. The bubbles produced in 
the refrigerant environment with the lowest surface tension had the largest size among the 
bubbles while their collapsing time was the lowest reducing the risk of damaging the material 
to a minimum extent. Thus the probability of damaging the surface by consecutive destructive 
implosion impacts is unlikely to happen in the refrigerant environment. The results are in 
good agreement with Liu’s et al [130] and Benhia’s study [128] which found that the bubble 
tends to grow larger in lower surface tension and viscosity solutions reducing the collapse 
duration time. 
 
In regards to viscosity, a theoretical correlation between the viscosity and the jet velocity can 
be determined. The bubble and jet velocity increases as the viscosity increases. Thus the 
maximum impact pressure can be found within the lubricant bubbles since the lubricant has 
the highest viscosity among the tested fluids. However, in practise this cannot be applied 
since the lubrication layer which was formed across the surface of the chromium steel plays 
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the role of cushioning the jet impact. Hence, the actual impact damage will not be so severe in 
comparison with the corresponding jet velocity generated by the bubbles and estimated by the 
high speed camera images. The results are in agreement with Meged’s study [127] since no 
direct correlation between the viscosity and the impact potential of the bubbles was drawn. 
 
Figures 130 and 131 illustrate the average jet velocity and the bubble energy as a function of 
the normalized distance when the bubble approaches the wall boundary. The bubble energy 
(equation 38) was calculated assuming that the radius correlates to a spherical representative 
shape for all the testing liquids respectively. In all the liquids when γ (figure 8) moves toward 
the normalized distance of one, the average jet velocity and the bubble energy reach their 
highest value. At this point the lubricant bubble acquires its highest average velocity jet and 
energy compared to the other testing liquids.  Interestingly the refrigerant bubble implodes 






















































Figure 131: Energy of the cavitation bubbles as a function of normalized distance. 
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Finally, table 12 shows the impact pressure of the bubbles striking the material surface 
(equations 35-36). The micro-jet velocity during the implosion of a bubble was recorded by 
the high speed camera and evaluated using the camera software observations, figure 132. The 
results reveal that the highest impact pressure can be developed in the lubricant environment. 
Refrigerant bubbles have the minimum impact pressure and cause the least damage on the 
material surface. The results indicate that in viscous liquids the impact effects of the collapse 
of cavities are stronger than collapse in less viscous liquids. This is in agreement with the 
ultrasound theory [197]. 
 
Moreover the acoustic power produced by the ultrasonic transducer agrees with the above 
outcomes. The probe of the ultrasonic transducer was submerged into the fluids in order to 
keep the same operational amplitude for all the testing liquids it had to consume different 
amount of energy in each of the fluids respectively. The lubricant obtained the maximum 




Figure 132: Characteristic implosion of the lubricant bubble from point A to point B. Jet fluid 
velocity was calculated to be 150 m/sec. Frame size is 1.025x1.025 mm. 
 
 Fluid Water Refrigerant Lubricant 
Average Micro-jet Velocity (m/sec) 95 60 140 
Impact Pressure (MPa) 140 40 236 
Ultrasonic Transducer Acoustic Power (Watt) 6 3 9 
 
Table 12: Calculated average micro-jet velocity and impact pressure of the experimental fluids. 
 
Unfortunately no experimental data on the refrigerant and lubricant bubbles relating to their 
velocity and impact attributes are available in literature. The impact pressure and jet velocity 
results for water environment are in agreement with results from previous studies [117-118], 
[136], [145].  
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6.3 Incubation Stage-Pits Analysis 
 
The incubation time is a critical period for cavitation augmentation. Specifically, the 
formation of cavitites in a scroll expander system enhances the probability of creating severe 
damage in its main components while its performance can be significantly reduced.  
 
At the implosion spots of the material surface, inception of cavitation pits, cracks and grooves 
occur. Upon further excitation the pits are joining together causing loss of mass. The mass 
loss contributes to a change of geometry causing changes to the local flow conditions 
accelerating the erosion. The cavitation pits attract the bubbles’ implosion, rapidly increasing 
in size. The growth of cavitation pits is caused largely by the linking up of nearby pits or 
cracks. Their enlargement into craters is a time and history dependent process. The craters can 
seriously affect the performance of the system increasing its leakage points and reducing its 
efficiency. Thus, the prevention of cavitation erosion pits during the early stages of a process 
can proved vital and essential for the lifecycle of the system. 
6.3.1 Test Methodology 
 
The inception time of the cavitation pits, was a critical parameter for this bunch of tests. On 
one hand the time duration had to be kept as short as possible to prevent liquids from 
increasing their internal temperature. On the other hand time duration had to be sufficient to 
enable pits formation. Thus a balance had to be achieved between these parameters. 
 
Testing time was selected at 10 minutes, in order to prevent the temperature of the tested 
fluids from rising more than two to three degrees during the cavitation process. The liquids’ 
temperature was constantly measured (every minute) with a laser digital thermometer. 
Furthermore, the amount of the isolated incubation pits formed on the surface of steel 
samples, after 10 minutes of experimental process, was adequate for a thorough analysis and 
interpretation.  
 
Initially, measurements were carried out using only the actual steel plate of the scroll in all the 
three environments. Consequently, the impact pressure by the bubbles’ implosion was 
thoroughly analysed and effectively correlated with the damage produced by the erosion pits 
on the scroll’s steel plate surface. Thereinafter, three different types of industrial market steels 
were used in order that their durability performance against the formation of erosion pits 
could be compared with that of the actual steel plate of the scroll.  
 
 188
6.3.2 Experimental Results 
 
Initially, the behaviour of the tested liquids to cavitation phenomena is analysed in an indirect 
way. The impact by the cavitation bubbles is evaluated measuring the morphology of the 
cavitation pits. Thus, the more severe the pits the more destructive the impact by the bubbles. 
Then the experimental results were compared to the camera results and a coherent 
interpretation of the liquids performance was conducted.  
 
The figure 133 below shows the inception of the erosion pits at the centre of the test sample, 
after 10 minutes of ultrasonic power. The number of pits formed by lubricant bubble 
implosion were fewer compared to the refrigerant ones for the same period of time. In 
addition, the size of the pits in both liquids is very tiny with a maximum average value of a 




Figure 133: Cluster of cavities formation on steel plate surface after 10 minutes of testing. 
Optical micrographs showing the cavities formation: in lubricant and refrigerant environment. 
High magnification SEM micrographs showing the cavitation pits formed in these areas.  
 
In terms of the lubricant, the small size of the pits (white arrows) is mainly due to the 
implosion of the tiny bubbles which comprise the lubrication film thickness. In addition, as 
the lubrication layer cushions or restricts the penetration of the jet-impact by larger bubble 
implosion, the camera images revealed, that the size of the erosion pits is further minimized. 
However, some pits generated in the lubricant environment had a very destructive impact, 
initiating deep cracks (red arrow) on the sample’s surface. This can be interpreted by the fact 
 Refrigerant Lubricant 
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that the impact pressure by the lubricant bubble was measured to be the highest among the 
tested fluids paragraph 6.2.2. Thus a strike away or through the film thickness can generate 
destructive pits. By contrast, the erosion pits generated in the refrigerant solution were denser 
although very shallow. These results clearly depict the low impact pressure the refrigerant 
bubbles have due to their remarkable bubbly behaviour. 
     
 
 
Figure 134: SEM and high magnification ZYGO micrographs showing a typical cavitation 
erosion pit formed in water, lubricant and refrigerant solution. 
 
A close-up of the erosion pits are shown in figure 134. A typical destructive cavitation pit, 
produced in water, lubricant and refrigerant environment is presented. The SEM image 
clearly illustrates the nature of the pit and its shape. The depth is close to the average typical 
depth produced by a bubble’s impact in all the liquid environments. The size of the pits, as the 
SEM images reveal, is similar in the water and lubricant environment at around 0.2 µm deep 






cavitation pits produced by refrigerant bubble implosion are very shallow and cannot be 
considered as destructive for the material surface. Thus, the determinant between the different 
types of erosion pits according to their liquid environments is their depth level. 
 
In regards to the performance of the steels, during the incubation period, interesting outcomes 
were drawn. The tests were performed in a distilled water environment since in this time step 
the analysis focused on the mechanical performance of the steel materials and their durability 
behaviour against the formation of erosion pits. At the very early stages of the cavitation 
process, the impact energy released during cavity collapse on the surface is absorbed without 
any material deformation. Then, plastic deformation occurs which propagates into the grain 
boundary of the material displacing the grain’s structure. Subsequently, within the 10 minutes 
of the experimental process, cracks are initiated in the high carbon steel, martensitic lathings 
on the low carbon steel, thermal pits on the chromium steel while plastic deformation is very 




Figure 135: SEM micrographs showing the deformation of the tested steel types after 10 minutes 
of exposure to cavitation in a water solution. 
 
The energy absorption without or with a minimum material damage is directly related to the 
resistance of the steel samples to cavitation erosion. The retained austenite which was found 
Steel Plate Chromium Steel 
High Carbon Steel Low Carbon Steel 
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in the high and low carbon steels can lead the material to a higher cavitation resistance 
(paragraph 2.11). This is due to the fact that the retained austenite can be transformed into 
fresh martensite (Feγ BCC→Feα FCT) absorbing cavitation energy and hence could become 
more resistant to cavitation erosion. However, the cavitation erosion of the studied steels 
might also be reduced because of thermally softened effects [158-160]. In addition, the small 
amount of bainite found in the structure of the high carbon steel can improve its yield strength 
and toughness, increasing the exposure period to cavitation impact. On the other hand, the 
structure of the chromium steel consists of martensite and chromium carbides (extremely hard 
ceramic material). This combined structure network can significantly improve the durability 
and the cavitation resistance of the chromium steel storing higher amounts of energy than the 
high and low carbon steels. The steel plate of the scroll has a similar performance to that of 
the chromium steel since the spherical carbides and the martensitic structure can enhance its 
endurance improving its mechanical properties.  
 
High magnification images of the damaged regions caused by cavitation impact are shown in 
figure 135. The scanning electron micrographs of the four tested steels exhibit differences in 
the eroded surface after 10 minutes of exposure to cavitation. The erosion pits are clearly 
depicted on the surface of the scroll’s steel plate. They are sharp and broad, penetrating the 
substrate of the steel plate. Upon further testing, this eroded region would eventually 
contribute to substantial material loss. By contrast, on the chromium steel surface with a 
similar reinforced structure of chromium carbides (Cr3C2), only limited plastic deformation 
pits were revealed. This is thought to be due to the large difference in their hardness and 
mechanical properties as will be seen in paragraph 6.4.2. At this stage the plastic pits formed 
on the chromium steel cannot be considered as a critical threshold for cavitation-erosion 
inception. However, using advanced optical microscope techniques in combination with 




Figure 136: Optical micrographs showing thermal pits formed on the surface of Chromium steel. 
 
The accumulation of thermal pits figure 136, can significantly affect the strength of the metal 
surface, making it more vulnerable to erosion damage. The appearance of the needle-like pit 
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in the centre of the cavity and the iridescent colour area around it indicates a thermal pit 
according to Haosheng et al and Wang et al [198-199]. In addition, it is well known that 
surface hardness reduction occurs in thermal influenced areas [145]. Therefore, a drop in 
hardness can seriously affect the cavitation erosion resistance of steel materials. Fewer in 
number and mainly isolated thermal pits were also observed on the high carbon steel surface. 
In the low carbon steel, there was an absence of thermal pits. The absence of thermal pits also 
indicates the percentage of carbon content within the steel structure since thermal pits are 




Figure 137: Optical microscope images showing the accumulation of cavities along the cracks of 
the High Carbon steel. SEM micrograph shows the morphology of the crack. High magnification 
ZYGO interferometer image shows the step of the crack. 
 
On the through-hardened high carbon steel surface a lot of micro-cracks were also observed 
(figure 137) apart from the formation of the erosion and thermal pits,. The propagation and 
the growth of these micro-cracks can increase the erosion rate. Any preliminary surface 
defects such as cracks on the testing materials encourage cavitation by providing a favourable 
condition for a bubble nuclei to grow. Apparently, the presence of bainite makes the material 
stronger but more brittle. Thus, high carbon steel cannot withstand extreme impact pressure, 
as this results in cracking. At the level where impact stress builds up in the material structure 
due to the ultrasonic waves, the strain threshold increases and the accumulated potential 
energy is released as strain energy. This in turn causes intergranular fractures and micro-
cracks are formed. Using the advanced software of the ZYGO interferometer the structure of 
these cracks was effectively analyzed. The depth of these micro-cracks rises to a few 
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nanometers while their length can be up to a few tenths of microns. These weaken areas are 
no longer able to withstand any further impact pressure by the bubble implosion and hence 
they get eroded much faster than the smooth adjacent surface. 
 
The hypothesis of the formation of micro-cracks is probably related to the cutting process and 
the brittle crystalline structure of the sample. The cracks were initially generated as the cut off 
wheel was penetrating the steel ball. Many different options were used during the cutting 
process in order to avoid the formation of those cracks like changing the cutting speed, the 
feeding speed, the ball’s condition (rotating or keeping it steady) but the results were the 
same. Many superficial cracks were hidden below the surface. Even inspection after 
sectioning the ball, with the maximum objectives of the SEM and ZYGO microscopes, did 
not detect their presence. Thus, the only way for these micro-cracks to come up on the surface 
was by the destructive impact of the cavitation bubbles, a similar mechanism to an 
earthquake. 
 
In regards to the low carbon steel, the ultrasonic cavitation impact seems to create severe 
cavitation defects on the surface of the sample. The low carbon steel is case-hardened having 
a very hard and brittle surface layer (over 900 HV) which has been carburized. However as 
you approach the core the surface is becomes softer. Under cyclic action of cavitation pulses 
degradation has developed along the entire surface of the steel. Dislocation movement occurs 
resulting to plastic deformation across the grain boundaries (figure 138 A-C). Cavities are 
formed by the stress concentration at a grain boundary junction when dislocations occur 
[200]. Simultaneously, thermal effects arise and plastic strains appear. The deformation of the 
surface layer is mainly restrained in martensite lathings, which in a later stage can causes 
delamination on the material’s surface. Delamination weakens the mechanical properties of 
the material reducing its endurance. 
 
The close up of these erosion lathings revealed some micro-tunnel pits on the top of the 
undulation surface (figure 138 B, white arrows) mixed with the localized plastic deformation 
pits (figure 138 B, red arrows). These micro-tunnel pits were initially identified on the surface 
of austenite steel by Krella et al [152], [201] in his latest work. However they have not been 
determined yet because of their tiny dimensions. Thus, using advanced metrology techniques 
with the ZYGO scanning interferometer this problem was overcame (figure 138 D-G). These 
micro-tunnel pits which are formed in the early stages of the cavitation process, trap small 
amounts of liquid and nuclei. Thus, they construct cavitation sources for bubbles inception. In 
addition, the morphology of the martensitic lathings in combination with the micro-tunnels in 
those weak regions can create severe grooves and cracks over a prolonged period of time. 
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Figure 138: Optical and SEM images of cavitation damage arisen on Low Carbon steel surface 
after 10 min of exposure to cavitation. A-C) Martensitic lathings and intergranular fracture 
revealed. ZYGO interferometer image shows a typical eroded area surface. D-G) Micro-tunnel 
and deformation pits are depicted. 
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The radius of the micro-tunnel pits can vary from a couple of micrometers to a few 
nanometers (figure 138 F-G). Interestingly a thorough investigation in the cavity of these 
tunnels revealed their depth. The depth is around 0.4 microns which is slightly higher than the 
average depth of the erosion pits formed on the surface of the low carbon steel. The micro-
tunnel pits which were produced by micro-jetting degradation can become sources for violent 
impacts in the substrate of the material. The implosion of the bubbles on the deep bottom of 
those pits can transfer a very intense shocking impact in the core of the substrate crystal 
structure of the material, accelerating its degradation rate. Thus, these tiny holes on the top of 
the martensitic lathings having a highly relevant depth can significantly reduce the steel’s life 
time. 
 
Surface scanning measurement techniques give precise details of the depth and the shape of 
the pits, the volume of material removed and the size of the eroded area of the cavitation pits. 
Thus, surface alterations due to cavitation erosion were effectively measured and the steel 
samples were properly evaluated, ranking their resistance to cavitation.  
 
The following series of graphs shows the estimation of the typical and the maximum depth of 
the pits, volume loss and size of the eroded area around the pit. The typical values were 
produced taking the mean average values of the cavitation pits after thorough measurements 
of around 50 different pits in each material’s surface. The maximum pits were produced by 
following a similar procedure taking the average maximum values of the pits in a sum of 
around 10 different pits for each sample. 
 
In figure 139 the typical and maximum depth of the cavitation pits against the tested steel 
samples in the three liquid environments is shown. The water cavitation bubbles have the 
strongest impact on the samples’ surface creating the deepest pits among the liquid 
environments. The lubricant bubbles, with the highest micro-jet and impact pressure, as the 
camera observations earlier revealed (paragraph 6.2.2), produce smaller in depth pits than the 
water bubbles but substantially higher compared to the refrigerant bubbles. This result can be 
well interpreted by the fluid film thickness which absorbs the jet impact and was recorded by 
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Figure 139: Comparison of the average typical and maximum depth of the cavitation pits in a) 
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Figure 140:  Comparison of the average typical and maximum volume removed of the cavitation 

















High Carbon Steel Low Carbon Steel Cromium Steel Scroll's Steel Plate
















High Carbon Steel Low Carbon Steel Cromium Steel Scroll's Steel Plate















High Carbon Steel Low Carbon Steel Cromium Steel Scroll's Steel Plate
Typical Area Maximum Area
 
Figure 141: Comparison of the average typical and maximum eroded area of the cavitation pits 
in a) water b) lubricant c) refrigerant environments 
 199
The cavitation pits produced within the lubricant environment are on average 4-5 times 
deeper than the ones found on the refrigerant environment under the same exposure time. In 
addition, the average depth of the larger pits produced by lubricant bubbles was found to be 3-
5 times higher than the pits generated by the implosion of the refrigerant bubbles. Thus, the 
experimental results of the minimum refrigerant bubble impact on material’s surface can be 
perfectly matched with the photographic results and the peculiar behaviour of the refrigerant 
bubbles. Chromium and high carbon steel samples lead the performance of the steels against 
cavitation erosion having the smallest pits depth, followed by the low carbon and the scroll’s 
steel plate.    
 
In regards to volume loss, tests have shown a varying rate in the cavitation process among the 
steels. In figure 140 the results from volume loss measurements for each liquid case are 
illustrated. The differences in the shapes of the diagrams are identical to the previous ones 
figure 139. Generally, during the incubation period the material surface is plastically 
deformed. However, many erosion pits were also indentified. The material removed was 
accurately measured with the 3D optical interferometer microscope. The maximum objective 
was utilised for detailed analysis. 
 
The volume loss was significantly higher within the lubricant bubbles compared to the 
refrigerant bubbles. Specifically, the volume loss in the lubricant environment is, on average, 
3.5 times more than that of the refrigerant environment. In addition, the average volume loss 
of the larger pits shows the same pattern. Thus, in any case, the lubricant bubbles are much 
more destructive than the refrigerant bubbles, producing severe pits. Furthermore, water 
having less impact pressure than the lubricant produces more damage on the surface of the 
steel samples removing more volume. In the cases of the low and high carbon steels the 
volume loss is almost doubled. The reason as previously mentioned is related to the 
lubrication film thickness. 
 
Finally the size of the eroded area around the pit was measured, figure 141. The area on the 
high carbon and scroll’s steel plate pits are close for the water and the lubricant. Once again 
chromium exhibits a well-balanced performance keeping its overall average standards against 
cavitation on the top of the ranking. Low carbon steel has the largest eroded area across the 
pits in all the liquid environments. In the refrigerant environment the eroded areas were 
restricted to very small formation patterns. The impact of the refrigerant bubbles is the least 
among the tested fluids. 
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The experimental results are in a very good agreement with the photographic results. The 
water bubbles produce the maximum damage among steel samples, followed closely by the 
lubricant bubbles and finally by the refrigerant bubbles which have potentially the smallest 
cavitation impact. Apparently, water provides the most hostile environment for the steel 
samples regarding the growth and the size of the pits. Thus, in the next bunch of experiments, 
where the durability and the toughness of the steel materials will be tested, water is used. 
 
From the morphology evolution as well as the depth and volume loss of erosion pits of the 
four tested steels, it can be deduced that during the formation of the cavitation pits in the early 
stages of cavitation erosion, the best durability performance by far is possessed by the 
chromium steel, closely followed by the high carbon steel, the scroll’s steel plate and finally 
the low carbon steel. Thus, according to the structure investigation and the evaluation criteria 
of the erosion pits, a superior performance is expected from the chromium steel over a 
prolonged period of time.  
6.4 Maximum Erosion Stage 
6.4.1 Methodology 
 
A comparative study on the maximum erosion stage of three low cost market steels against 
the steel plate of the scroll expander was conducted. The maximum erosion stage is crucial 
since it shows the actual cavitation resistance of the steel samples after many hours of 
exposure to cavitation impacts. The cavitation damage inside the scroll can be significantly 
reduced. However, to totally extinguish the cavitation mechanism inside the scroll expander is 
a difficult issue because of the scroll’s geometric profile and its demanding operational 
conditions.  
 
For this last bunch of tests, selected time was 1,2,3,5 and 8 hours respectively. The samples 
were installed on the bottom of a 0.5 litre plastic tank. The temperature during the running 
period of the experiments was kept constant. The surface roughness for all the samples was 
identical avoiding any erosion augmentation in the early stages of the test. The surface of the 
cavitation testing transducer was regularly inspected to ensure optimal performance. The 
ranking of the steel samples against the cavitation erosion mechanism was indentified. The 
best performance of the steel samples to cavitation according to their endurance was 




6.4.2 Experimental Results 
 
Over a prolonged period of time, the pits which were formed in the early stages of the 
cavitation mechanism can significantly grow by linking up witho nearby pits, cracks and 
groves. The surface roughness substantially increases accelerating the erosion rate of the 
materials. The enlargement of the pits is accompanied by additional volume loss. The 
mechanism of pit growth leads to the formation of deep and wide craters penetrating the 
sample’s surface. These areas were named “ring areas” because of the shape they obtain after 
the end of the cavitation process. 
 
The cavitation intensity is higher in the centre of the eroded area followed by the area across 
the periphery of the ring. The area in between obtains the least damage since the intensity of 
the implosion impacts is minimum. Thus, images were focused in two distinctive areas for all 
the samples: in the crater where maximum damage is found and in the area between the crater 




Figure 142: SEM images of eroded areas at different stages: A) 1 h B) 3 h C) 5 h D) 8 h 
 
A series of SEM micrographs shows the eroded surface of the scroll’s steel plate at different 




test intervals in order to get an overview of the attenuation of the pits and their formation into 
craters. The first image figure 142 (A) shows the initial stage of erosion pit formation after 1 
hour of testing. The next stage is after 3 hours of exposure and a crater shape is formed. The 
periphery of the crater is clearly visible. Its core consists of pits which show increased density 
and size. After 5 hours of testing the centre area was significantly eroded but still no 
substantially material loss was observed and the depth remained superficial. Finally after 8 
hours of testing the crater was severely eroded forming a deep valley. The edges of the 
periphery were very sharp and sloppy while huge loss of material was noticed. Closer 




Figure 143: A close up series of SEM micrographs showing the damage by cavitation erosion 
impact at different stages: A) 1 h B) 3 h C) 5 h D) 8 h 
 
High magnification of the crater’s structure reveals the nature of the damage as figure 143 
depicts. After an hour of testing, a field of concentrated strains caused intergranular fracture 
at the grain boundaries resulting in enhanced dislocation movements. Many pits were formed 
with their adjacent areas plastically deformed. After 3 hours the roughness increased while it 
became very hard to distinguish the pits and the cracks from the previous eroded region. The 
surface layers vanished and a very rough surface was formed. The crater was progressively 
becoming rougher and deeper. As marked in figure 143 (C) many consecutive cracks were 




the final stage of 8 hours, erosive wear had sufficiently propagated, penetrating the surface. 
Eventually, the depth of the erosive region rapidly increased while large craters were formed. 
A height difference between the core of the crater and the original surface due to material loss 




Figure 144: Morphologies of the steel samples after 8 hours exposure to cavitation erosion. 
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The level of damage on different steel materials after 8 hours of exposure to cavitation 
impacts is shown in figure 144. The effect of cavitation in all the materials is identical to the 
steel’s plate described previously. Pits are formed during the early stages of the cavitation 
mechanism progressing into deep craters in later time steps. Specifically, the observation of 
the bird’s eye SEM and ZYGO interferometer images of the erosive ring areas allows the 
evaluation of the surface transformation and the extent of the erosion damage. The 
morphology of the craters revealed that low carbon steel has the deepest crater overall. The 
maximum eroded area was found to be on the high carbon steel. These results indicate that 
there is no direct correlation between the material’s resistance and its erosive parameters. A 
combination of all the erosion parameters (e.g cavity depth, area of erosion and volume loss) 
should be taken into consideration when calculating the actual resistance of the materials. 
Additionally, crater formation leads to increased roughness and attenuated severity of the 
erosion damage. 
 
Prior to the evaluation of the fundamental erosion parameters, the damage mechanisms of the 
steel samples are investigated with the use of SEM micrographs, figure 145. The majority of 
volume loss in all the samples derives from the centre of the ring. In general, the resulting 
surface damage was found to be similar for all the steel types. The damage is characterised by 
the formation of undulations, fatigue cracks, deep craters and protruding steps.  
 
From images it can be seen that the fracture that occurs on the chromium steel surface has a 
transcrystalline and a brittle character. Cracks propagate in places where slip lines developed 
along the grain boundaries (figure 145 E). The chromium carbides contribute to an increase in 
the material’s strength. It seems that even after 8 hours of exposure to cavitation, carbides 
have not been removed from the low intensity area creating a blistering effect (figure 145 A). 
There are no evidences that carbides accelerate the erosion. On the contrary carbides are well 
embedded within the crystalline matrix, resisting cavitation impacts and thus enhancing the 
material’s lifetime. However, when the matrix around the carbides is becoming severely 
eroded, the carbides lost support and eventually dislodged out of the sample’s surface [202]. 
Moreover a large amount of carbides produces higher brittleness in the chromium steel [203].  
 
Additionally, the blistering effect observed on the surface of the chromium steel can be 
derived from another scenario. According to Haosheng [204] in his recent study, the spherical 
particles found on the surface of a chromium steel sample after cavitation erosion tests, are 
the results of the thermal effects in high temperature regimes. The spherical particles can form 
from a molten state after experiencing a rapid cooling process. Thus a combination of 
spherical carbides with spherically formed particles can co-exist. An intensive chemical 
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analysis of these particles should be the answer to that blistering effect. Nevertheless, a 




Figure 145: Cavitation erosion damage: in the low intensity area in between the crater and the 
outer annulus (A-D) and in the high intensity area in the centre of the ultrasonic source (E-H). 
Chromium  
Steel 
High Carbon  
Steel 








A lot of nearby cracks can be found on the high carbon steel sample in the area between the 
crater and the outer annulus,. The extension of the linear cracks observed in the early stages, 
are shown (figure 145 B). In the high carbon steel some of the cracks were propagated deeper 
to the surface, forming wedge shapes (red arrow) while others kept their original form 
(between the white arrows). The cracks are wide and elongated while they tend to join 
together forming bigger grooves. However, the area adjacent to cracks is not plastically 
deformed showing the strength of the material. The low density of the bubble implosion in 
this area is not sufficient to create serious damage on the high carbon steel’s surface. The 
micrograph results (figure 145 F) suggest that a brittle failure fraction surface occurs. 
Intergranular fracture occurs along the grain boundaries. Interestingly, on the high carbon 
steel sample, partially original surface layers are still standing without any traces of severe 
damage on their surface. The erosion morphology and the unaltered surface layers highlight 
the strength and the brittleness of the material. The roughness was measured to be similar to 
that of the chromium steel. 
 
The damage found on the steel plate’s surface between the crater and the outer annulus was 
restrained to a few cracks and to a lot of martensite lathings (figure 145 C&G). This implies 
the good performance the steel exhibits away from the cavitation source, since its ductility 
plays an important role absorbing the energy impacts avoiding severe damage. In addition, the 
martensite lathings are thinner and smaller in the steel plate compare to the low carbon steel. 
The steel plate having higher carbon content and more cohesive forces between the primordial 
grains, as the chemical analysis revealed, creates a very strong surface restricting the growth 
of martensite lathings. A few short cracks initiated in this area were observed. These cracks 
were difficult to be developed perpendicular to the surface because they restrained due to 
martensite lathings [205]. However, under the massive cavitation strike by the source of the 
ultrasonic horn the extent of the erosion damage can be critical as the size and the depth of the 
crater reveals. Eventually, the damage in this stage is due to the brittle character of the 
material and the appearance of fatigue striations decreases the lifetime of the material. 
 
As the cavitation erosion goes on the surface of the low carbon steel gets seriously damaged 
and the shape of the martensite lathings found in figure 138 vanishes (figure 145 D). In 
addition, the erosion process is accelerated by the fact that ferrite, which comprises the 
structure of low carbon steel, is less resistant to the attack of micro-jets and is removed from 
the surface earlier than the austenite. In low carbon steel the surface is heavily eroded by 
ductile fracture. Figure 145 (H) clearly illustrates the cavitation cracks which were formed on 
the surface of the low carbon steel material. The growth of bubbles within those cracks and 
the low hardness of that region increase the severity of the cavitation impacts encouraging 
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material removal. Notable displacement of material is observed since the cracks are found to 
be very deep. The concentration of the martensitic lathings mentioned in paragraph 6.3.2 is in 
correlation with the existing cracks after 8 hours exposure to cavitation allowing displacement 
in large areas resulting in delamination wear. Even in that area of low cavitation intensity the 
sample’s surface suffers from severe erosion damage. 
 
Measurements were carried out to monitor the erosion rate and the erosion resistance of the 
steel samples over the different stages of the cavitation erosion tests. The erosion rate of the 
chromium steel is measured to be the smallest among the steels while its resistance was 
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Figure 146: Variation of volume loss with cavitation time for the steel samples overlay in water. 
 
According to figure 146 the volume loss proportionally increases with time for all the steel 
samples. Chromium steel overall has the lowest volume removed. High carbon steel comes 
second while the steel plate cannot maintain its excellent performance in the previous stages 
rapidly increasing its volume loss in the maximum erosion stage. Finally, low carbon steel has 
by far the maximum volume loss in all the time steps. 
 
Figures 147 and 148 show the mean depth erosion rates (MDER) and the mean depth erosion 
(MDE) of the tested steels as a function of time for all the cavitation stages respectively. 
Chromium and high carbon steel after the completion of the 8 hours test tend to flatten out 
their MDER to a similar value. It seems that after this stage the MDER in both steels slightly 
changes stabilizing its value. The MDE was found to be around 2.5 µm and 3 µm for the 
chromium and the high carbon steel respectively. By contrast, low carbon steel has a linear 
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increment of the MDER in proportion to the time period for all the erosion stages. There are 
no evidence of reducing the MDER even after the end of the maximum run test. The MDE for 
the low carbon steel is nearly twice that for the chromium steel over the same time step. 
Interestingly, a dramatic increment of the steel’s plate MDER and the MDE from 5 to 8 hours 
is noticed. Until the 5 hours exposure to cavitation, the steel plate had the lowest MDER and 
MDE among the steel samples. Then, its endurance was dramatically reduced and the erosion 
rate was steeply increased. The dislocation movements were possibly restricted, increasing 
their density in those areas with the consequence that the increase in hardness and brittleness 
of the material made it vulnerable to cavitation. Hence, over a prolonged period of exposure 
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Figure 148: Mean depth of erosion as a function of tested time for the evaluated steels. 
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According to the abovementioned performance of the steel samples their erosion resistance 
was successfully calculated (figure 149). Once again the chromium steel shows its superior 
performance against the other steel samples. Chromium steel keeps a consistent performance 
achieving the maximum erosion resistance in all the stages except the 5 hour test. High 
carbon follows a similar trend to the chromium steel. Steel plate loses its resistance after 5 
hours exposure to cavitation. In the low carbon steel even from the second stage of the 2 
hours test, a steep reduction of its erosion resistance (5 h/µm) is observed, reaching the 
minimum value of 1.5 h/µm at the maximum erosion stage of the 8 hour test. The 
aforementioned results confirm that the cavitation erosion performance of the chromium steel 

































































Figure 149: Correlation of cavitation erosion resistance as a function of time a) for five different 




In general, the roughness of the tested materials increases with the exposure duration [157]. In 
this study the roughness was estimated by measuring the eroded area in the vicinity of the 
crater including the crater. It can be seen that the largest increment correlates to the 
acceleration stage of cavitation erosion for all the steels. As shown in figure 150 low carbon 
steel in comparison to the other steel samples, has the highest roughness at the initial stages of 
2 hours, gradually increasing that trend during the following hours. This is in good correlation 
with all the aforementioned graphs (figure 146-149). Additionally, the high carbon steel 
which obtains the smallest roughness does not have the highest resistance. Thus, even if the 
roughness attenuation generally reveals the behaviour of the steels against cavitation it cannot 
be considered as a key factor for a qualitative analysis. A precise correlation between the 
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Figure 150: Evolution of the roughness parameters (Ra and RMS) in cavitation erosion tests. 
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The cavitation erosion mechanism has a fatigue character; hence the damage needs time to be 
developed. Since the erosion damage is caused by consecutive impacts similar to a fatigue 
phenomenon, the accumulated strain energy can indicate the critical point where the damage 
becomes crucial for the steel.  The dependency of the accumulated strain energy as a function 
of the crater depth and the volume loss of the steel samples is depicted in figures 151 and 152. 
As shown on these figures, when the strain energy exceeds the limit of the 15 mJ the eroded 
damage is localised forming deep craters. In this value of strain energy a notable volume loss 
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Figure 152: Correlation between the accumulated strain energy and the volume removed. 
 
Interestingly, the superior performance of the chromium steel against the other steels is 
noticed. In the maximum erosion rate the sample requires a massive amount of accumulated 
strain energy in order to produce the corresponding volume loss. This trend explains how hard 
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and strong is the chromium steel. On the other hand the low carbon steel instantly starts to 
deform when the strain energy is in the value of 15 mJ and the damage is already enormous 
compared to the other steel samples. Such a behaviour can be explained by the ductility of the 
low carbon steel which can be coupled to the low mechanical properties (table 10) leading the 
sample to a rapid fracture.  
 
The high carbon steel requires lower accumulated strain energy than the steel plate to remove 
the same corresponding volume from the surface. This implies the brittleness of the material. 
The high carbon steel and the steel plate are very close in the steel grades with their 
distinctive property to lie on their hardness. Hardness of the high carbon is substantially 
higher than the steel plate. The steel plate accumulates more strain energy in order to produce 
the same level of damage as the high carbon steel. Hence, from the behaviour of the steel 
plate it can be said that it is more ductile than the high carbon steel (the high brittleness of the 
high carbon was also observed during the cutting process appendix A) increasing its 
resistance to cavitation. Interestingly, and contrary to the erosion rate and resistance graphs, 
the trends of the accumulated strain energy reveal that steel plate can perform slightly better 
than the high carbon steel. However, the big difference in the crater height can prove 
catastrophic for the steel plate in longer cavitation exposure time.  
 
In figure 153, the section of a ring area formed by cavitation impacts over a prolonged period 
of time is illustrated. Consecutive indentations were performed in critical areas across the 
sample’s surface where the micro-hardness was supposed to have changed. At points 7 and 8 
where the damage was very rough, restricting precise micro-hardness calculations, several 
measurements were required. Hence, in both areas more than one indentation was performed 
for better accuracy. The applied force in all of the samples was 8.825 N. 
 
In all the graphs the micro-hardness decreases gradually as it approaches the crater. After the 
3 hours cavitation process chromium and high carbon steel show a peak on the 6th point. This 
is due to the hardening which both of the steels experience during the process, increasing their 
hardness properties and becoming more durable against cavitation. In that region the intensity 
of impacts is lower than in the centre and there is an absence of severe damage. By contrast, 
on the same region, the hardness of the steel plate remains the same while for the low carbon 
steel it is significantly decreased. The obtained hardness drop is due to the thermal effect. In 
the 5 hours stage a similar behaviour by the samples was observed. No significant alterations 
in their hardness value as they approached the crater were observed. Chromium and high 
carbon steel follow a similar trend while steel plate once again it seems insusceptible, 




Figure 153: Representative section of cavitation damage for all the steel samples. The points 
















































Figure 154: Hardness measurements after 3, 5 and 8 hours of exposure to cavitation. The number 




5 6 7 
8 
 214
In the maximum accelerated stage of cavitation erosion interesting trends are depicted, figure 
154. The chromium steel reaches a maximum peak on region 3. In this region the impact of 
cavitation is less intense than in the centre. Seemingly, during the 3 hour stage the micro-
structure of the chromium increases its hardness due to martensite work-hardening, and then 
decreases as a result of crack initiation and propagation, local fracture and subsequent crater 
formation. Moreover, it seems from the increment of the hardness values that under these 
experimental conditions of 8 hours of less intense impacts, work hardening of the chromium 
steel is achieved. Thus, the chromium steel allows martensitic deformations within the 
martensitic lathings, increasing its surface hardness. The cavitation erosion resistance for 
materials with martensite structure was considered to be dependent on the hardness material 
[205].  
 
High carbon steel in region 4 shows a peak. In region 3 the cavitation impact severity has 
significantly reduced its hardness. This point is in the periphery of the outer annulus. In 
general high carbon shows its brittle character, incapable of resisting the massive striking of 
the micro-jets, lowering its hardness values to the level of the low carbon steel. Steel plate has 
a considerable reduction of its hardness at more than 100 HV, implying the rapid reduction of 
its erosion resistance which was observed at this stage. In the low carbon steel the hardness 
levels seems to be stabilised after the 8 hour test with no steep inclinations on its linear graph. 
The low carbon steel has a peak on the region 4, found inside the outer annulus showing the 
work hardening due to dislocations blockage which that area experiences under specific time 
and intensity of the cavitation power. 
 
The change in hardness can be closely correlated with the erosion resistance of the steel 
samples. Generally, higher resistance implies higher hardness values. In every steel sample 
the hardness alterations depend on the intention and the time duration of the cavitation 
impacts. If conditions are suitable, work hardening on the steel samples is occurs, otherwise 
rapid damage can occur. Hardness is proved to be one of the key factors in increasing the 
lifetime of the steel materials. The more brittle the material is, the more significant the 
fluctuations in its hardness levels are. Interestingly, the materials with the lower hardness at 
the end of the tests proved to be the most eroded as the figures 146-152 earlier revealed. 
 
Finally, the influence of the manganese (Mn), phosphorous (P) and sulphurous (S) elements 
can seriously affect the hardness and the cavitation performance of the steel materials. The 
stacking fault energy is significantly influenced by the amount of the manganese found in the 
crystal structure [206]. Increased manganese levels enhance stacking fault energy and allow 
higher dislocation movements. Thus, in a martensitic structure the hardness and the cavitation 
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erosion resistance can be decreased. In this study the tested steels consist of small amounts of 
manganese. The chromium steel having the smallest amount of manganese compared to other 
steel samples can slightly enhance its cavitation erosion resistance. In addition, as low carbon 
steel contains relatively high concentrations of phosphorous and especially of sulphur this can 
substantially reduce its erosion resistance. It is well known that that those elements diffuse to 
the grain boundaries and decrease the strength of the material, leading to rapid fracture [147]. 
6.5 Actual Scroll Steel Plate Erosion Damage 
 
The morphology of the cavities found on the surface of the scroll’s steel plate after the end of 
its service period (1000 hours) (figures 26-30 at Chapter 3), was analysed and evaluated 
(Appendix K). Various pits were used from random areas across the steel’s plate surface for a 
more representative analysis. However, only the larger pits were taken into account for this 
analysis. The number of selected pits was 100 in total. Many small regions were found 
dominated by erosion pits. Nevertheless, this analysis is focused on the region where a 
massive and dense production of pits occurred. This region was next to the inlet port of the 
scroll, starting from the tip of the steel plate, going across the upper peripheral edge of the 
steel plate and covering a total area of around 200 mm2 (figure 25 at Chapter 3). This critical 
area is very important to be maintained for the smooth operation of the scroll. The reason is 
that in the suction area the pressure drop is inevitable (paragraph 1.1 and 3.2.1). Thus, any 
further pressure drop due to a failure mechanism in that area it can prove catastrophic for the 
efficiency of the integrated scroll system.  
 
Pits Ra(µm) RMS(µm) Depth(µm) Volume Loss(mm3) Area(mm2) Time(h) MER(µm/h) REC(h/µm) 
100 0.77 1.19 5.16 8.00E-05 7.37E-03 1000 1.52E-03 1284 
 
Table 13: Average erosion characteristics after the evaluation of 100 individual pits across the 
surface of the original steel plate.  
 
Pits Volume Loss(mm3) Eroded Area(mm2) Time(h) MER (µm/h) REC (h/µm) 
8000 1.60E-01 2.00E+02 1000 8.00E-04 1250 
 
Table 14: Measurements of the critical severe damaged area lie next to the inlet port. 
 
Initially the average volume loss for each pit was calculated (table 13). Then by detailed 
micrograph analysis of the 200 mm2 critical area the number of pits was estimated. There 
were found to be around 8000 pits. Then using the average volume loss for each individual pit 
and multiplied by the number of pits found in that area, the average volume loss of this area 
was estimated. According the hours of operation the MER and REC values were calculated 
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and presented in table 14. The average values of MER and REC were successfully indentified 



































Figure 155: Correlation of the mean erosion rate and the cavitation erosion resistance of the 
tested steels against the original steel plate of the scroll expander. The testing time was 1 hour for 
the steel samples overlying in a water liquid and 1000 hours for the actual steel plate of the scroll 
exposed to its extreme operational environment. 
 
The effect of the impact pressure from the bubble implosion on the actual steel surface of the 
scroll expander during its operation is not as intense as in the experiments performed by an 
ultrasonic transducer. This can be noticed by the average MER and REC values of the 
cavities. The MER of the actual scroll’s steel plate is substantially lower than the 
corresponding steel plate sample. Even in the lowest testing time of 1 hour it is seven times 
lower than that of the steel plate sample (figure 155). In addition, its erosion resistance is 10 
times more than the corresponding resistance of the steel plate sample after 1 hour exposure 
to cavitation impact by water bubbles. Thus, the correlation which can be made is that after 
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1000 hours of random cavitation impacts within the scroll expander the intention of its 
cavitation properties can be matched with the damage produced in a water environment with 
consecutive powerful impacts by the bubble implosion for less than 1 hour. 
 
This difference is due to the following two reasons. Firstly, the sample is subjected to low 
intension cavitation impacts by the implosion of the refrigerant bubbles as previously 
revealed. The impacts are random and not very regular without any particular direction and 
order. In contrast, the cavitation produced by the ultrasonic system is consistent with high 
intensive pulses producing severe wear in a small area and short time duration. Secondly, the 
medium which produces cavitation inside the scroll expander is found to be the refrigerant 
(paragraph 3.3). Eventually, as the performance of the refrigerant bubbles is not severe, the 
damage expected on the steel surface even after this very long time duration of 1000 hours is 
generally low. However, the surface investigation revealed that the extent of damage after 
1000 hours of operation can be considered as critical showing evidences of a rapid increment 
in an additional prolonged period of time. 
 
Looking at the MER value of the scroll steel plate after the 1000 hours of service an 
approximation of the failure mechanism of the scroll system can be made. Assuming that the 
maximum operational period is 30,000 hours for the scroll and that after the formation of pits 
and grooves with an average depth of 10 µm the efficiency of the scroll will be significantly 
reduced due to leakages, the maximum lifetime was estimated to be around 12,000 hours. 
Thus, after 12,000 hours of operation, the scroll expander could face severe damage by 
cavities collapse and a significant drop in its efficiency. 
 
This approximation shows the best possible scenario of the scroll’s failure mechanism by 
cavitation. However, cavitation by the refrigerant bubble implosion within the scroll expander 
can rapidly be increased especially after the formation of deep cracks, up to the 5 µm average 
depth, and rough surfaces. Apparently, cavitation becomes more aggressive striking these 
weak areas and accelerating the erosive wear rates. Thus, an accurate correlation is difficult to 
achieve. Nevertheless, the cavitation resistance of the scroll can be significantly increased by 
replacing the damaged steel plate with chromium steel EN 31. The chromium steel was found 
to be 25% more durable and tougher than the steel plate during the 1 hour and the 8 hours of 
testing. Thus, chromium steel will initially delay the formation of the cavities, restricting and 
slowing down the erosion damage growth while after a prolonged period of time it would 
prevent any steep increment of the erosion rates. Hence, the lifecycle of the scroll and 
simultaneously of the micro-CHP’s system can be significantly enhanced. 
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6.6 Summary and discussion 
6.6.1 Photographic Results 
 
The lubricant and water bubbles have similar behaviour as they approach the rigid boundary. 
They expand in a continuous motion, due to pressure variations, keeping a spherical shape. In 
the case of refrigerant, the pressure variations affect the shape but not the size of the bubbles. 
Eventually the refrigerant bubbles obtained an amoeboid shape.  
 
During their descent to the boundary wall, water and lubricant bubbles produce micro-jet 
impacts at various normalized distances from the sample’s surface. This sequence of events is 
repeated until they reach the boundary wall of the chromium steel sample where they 
destructively collapse.  Conversely, the refrigerant bubbles keep an oscillatory and wobbling 
motion, without implosions on their way down to the boundary. The only implosion which 
was observed was slightly before the bubble touches the surface of the chromium sample. 
More experimental work is needed to fully comprehend the remarkable performance of the 
refrigerant bubbles. 
 
Interestingly, during the expansion mode of the bubbles in their incubation period, three 
different bubble behaviours were observed respectively for each fluid. The water bubble 
implodes generating hundreds of micro-bubbles. These micro-bubbles, with a size 10-12 
times smaller than the primary bubble, diffuse to the water liquid with orientation to the 
boundary wall. The lubricant bubble has a similar behaviour to the water bubble. The 
semantic differential is that it creates a lubricant layer consisting of many tiny bubbles 
(around 10 µm diameter) which absorb the destructive impact from the imploding bubbles. 
On the other hand, the refrigerant bubble shows a totally different behaviour. When the 
refrigerant bubble collapses, micro-bubbles are generated, creating a “jelly” shaped cloud. 
Camera observations showed that the attraction forces between the refrigerant micro-bubbles 
are very strong, preventing their diffusion into the liquid refrigerant. In addition, during the 
incubation time period, jet stream was only observed in the lubricant and water environment. 
A similar jet stream was never formed in the refrigerant. 
 
Furthermore, it was interesting to observe the merging mechanism of the refrigerant bubbles. 
It was different to that of the lubricant or the water bubble. The merging is achieved by the 
powerful attraction of individual adjacent refrigerant bubbles to other unstable bubbles as the 
camera observations revealed.  
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Finally the actual impact pressure of the lubricant bubble is determined to be the highest 
among the testing liquids. Apparently the lubricant layer takes on the critical role of 
cushioning the jet impact, protecting the material surface. Thus the damage produced could be 
significantly less than expected. Overall refrigerant has the lowest impact pressure and it 
cannot be considered as a destructive medium of cavitation. 
6.6.2 Experimental Results 
 
A comparison between the erosion damage produced on the steels’ surface in their incubation 
and in their maximum erosion stage was conducted. The performances of the steels were 
thoroughly evaluated. The chromium steel had by far the best performance against cavitation 
erosion impact. Chromium steel was proved to be the most durable and resistant material 
compared to the other three steel samples.  
6.6.2.1 Incubation Stage 
 
The experimental results of the bubble behaviour at the incubation stage are in a very good 
agreement with the photographic results. The water bubbles produce the maximum damage 
among steel samples, closely followed by the lubricant bubbles and finally by the refrigerant 
bubbles which have by far the smallest cavitation impact. Apparently, water provides the 
most hostile environment for the steel samples according to the growth and the size of the 
pits. 
 
From the morphology evolution of the steel samples, it can be deduced that during the 
formation of the cavitation pits in the early stages of cavitation erosion, the best performance 
is exhibited by the chromium steel, closely followed by the high carbon steel, then the scroll’s 
steel plate and finally the low carbon steel. The cavitation pits produced on the chromium 
surface in all the liquid environments are very superficial with the lowest depth and volume 
loss. 
 
Interestingly, by observations of the damage area on the high carbon steel samples, the 
ultrasonic cavitation mechanism can be proposed as an alternative method for tiny hidden 
cracks to be revealed on the surface. A fluorescent dye penetration technique is often used to 
reveal any presence of surface cracks. However, this method takes time and the results are 
indistinct and hardly identifiable, especially when dealing with tiny superficial micro-cracks a 
few nanometres deep. Although cavitation is a destructive mechanism it can be considered to 
be an effective and rapid method for revealing nano-crack defects.  
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In addition, micro-tunnels found on the surface of the low carbon steel were successfully 
investigated. The micro-tunnel cavities produced by micro-jetting degradation can become 
sources of violent impact in the substrate of the material. The destructive implosion of tiny 
bubbles on the bottom of those apparently deep pits, can transfer a very intense shocking 
impact wave in the core of the substrate crystal structure of the material, accelerating its 
degradation rate. 
6.6.2.2 Accelerated Stage 
 
The results of the present study show the performance of various steel grades with martensitic 
structure and different mechanical properties against cavitation damage. The erosion 
parameters were found to at significantly, lower levels compared to the investigation in 
previous studies (see Chapter 2) where similar steel grades with austenitic structures and 
lower hardness values were used.  
 
The evaluation of the SEM images and their corresponding graphs showed the nature of the 
damage mechanism on the steel samples. Low carbon steel suffers from severe ductile 
fracture due to low concentration in carbon, high concentration in phosphorous and 
sulphurous and low hardness. The erosion damage is rapidly developed after the end of the 
first stage. When the accumulated strain energy exceeds 2 mJ the erosion process is notable, 
leading to the next stage of large scale material removal and the formation of deep craters. 
The rest of the steel samples suffer from brittle fracture due to a high carbon concentration. 
Interestingly, mechanical properties and hardness play an important role in the steel 
performances. The steel plate having similar chemical composition to the high carbon steel 
but substantially lower hardness, shows a more ductile character as it acquires more 
accumulated strain energy in order to achieve the same level of damage with the 
corresponding one, measured on the high carbon steel sample. Finally, all the steel samples 
demonstrate a fatigue character induced by the level of the cavitation intensity, the bubble 
implosions and the amount of the pits and cracks on the surface of the samples. The fatigue 
process contributes to the accelerating failure of the steel samples. 
 
Hardness is considered to be one of the key properties in cavitation resistance. It was also 
noticed that the increase of hardness increases the cavitation erosion resistance of the steel 
materials. Interestingly, the materials with the lower hardness suffered extensive wear damage 
at the end of the tests. In addition, the formation of martensitic lathings decelerates the 
penetration within the substrate of the material. Thus, steels with martensitic structure and 
high hardness properties can significantly enhance the lifetime and the mechanical endurance 
of a system. 
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On one hand, after the thorough investigation of the scroll working fluids it is found that the 
presence of refrigerant (rather than the liquid lubricant) as the major medium of cavitation 
within the scroll expander complies with the optimum scenario of keeping cavitation at low 
levels. Overall, cavitation within the refrigerant environment has the lowest impact on the 
steel surfaces. On the other hand, the steel plate is proved to be less resistant to cavitation than 
high carbon and chromium steel. Moreover the specific steel plate is the most expensive in 
the market among the tested samples. Thus the damage of the scroll by cavitation impacts can 
be significantly reduced by replacing the steel plate with a chromium steel plate.  
6.6.3 Comparison Results 
 
The evaluation of the cavities, found on the surface of the original steel plate, according to 
their depth and the material loss, showed that the material damage can be correlated with the 
damage found in the sample of the steel plate after the first hour of test within water liquid. 
This comparative study revealed the real case scenario for the lifetime of the scroll. The 
maximum operational period without any critical drop of pressure according to the erosion 
rates (MER) of the scroll’s actual steel plate was estimated to be around 12,000 hours. In 
addition, the depth of the cavities and their correlation with the erosion rate revealed 
refrigerant as the responsible medium of cavitation. Thus, as the erosion rate is low enough, 
refrigerant should be considered as the main reason for the generation of cavitites within the 
scroll. The experimental results of Chapter 6 are in a good agreement with the analytical 
results of Chapter 3. 
 
The REC of the chromium steel in the early stages of cavitation is 25% higher than that of the 
steel plate. If the scroll is supposed to operate for 30,000 hours the actual damage could be 
significantly higher since the steel plate suffers a steep reduction in its erosion resistance in 
the following hours. However a coherent estimation of the cavitation damage inside the scroll 
and its progress after a few thousand hours of running cannot be made since cavitation is a 
random phenomenon and refrigerant bubbles implode in a non-consistent way. In addition, as 
cavities are formed across the surface, cavitation will propagate easily increasing the depth of 
the existing cavities, hence the gaps and the leakage points will be enlarged. 
 
Overall, at the early stage of the cavitation process, refrigerant bubbles have a low impact 
pressure and they cannot be considered to be a destructive medium of cavitation. However, 
over a prolonged period of time (1000 hours) the surface investigation revealed the critical 
damage produced by the refrigerant bubbles. Looking at the extent of damage between the 
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water and refrigerant bubbles it was found that refrigerant is 5 times less destructive than 
water according to their hydrodynamic behaviour and impact pressure. Moreover, the 
resistance of chromium steel over 8 hours of testing is 2 times higher than that of the actual 
steel plate.  
 
The cavitation produced by the refrigerant is difficult to avoid due to the geometrical profile 
and the demanding environmental conditions of the scroll. However since refrigerant is the 
less severe medium of cavitation the other option would be to replace the actual steel plate of 
the scroll with a chromium steel one. Thus the damage produced after 1000 hours of the scroll 
expander’s operational period can be significantly reduced. Eventually, the lifecycle and the 
durability of future scroll devices will be enhanced. The combination of the existent 
environment with chromium steel material can radically enhance the lifecycle of the scroll 

























7 CHAPTER : CONCLUSIONS & FUTURE WORK 
7.1 Conclusions 
 
The wear mechanisms between the main interacting materials of the scroll are successfully 
indentified. Two-body abrasive wear prevails across the steel plate deriving from the 
consecutive asperity contact of the rubbing materials. Three-body abrasion wear is also 
identified due to the sliding/rolling process of breakage steel and fibre debris. Cavitation is 
generated due to elevated pressure fluctuations. Refrigerant is the fluid medium which 
generates cavitation bubbles inside the high pressure gas pockets of the scroll expander. This 
finding resolves the question of how the refrigerant which enters the scroll in a gas phase 
produces cavitation. This is really an exceptional situation. Usually cavitation occurs in an 
environment where basically the fluid in motion is in liquid phase, which at low pressure is 
transformed into gas, producing cavitation bubbles. In this situation the fluid in motion is in 
gas phase, which is locally liquefied under very high pressure, producing cavitation bubbles 
within the high pressure region. It has not been possible to discover a similar finding in any 
published literature. 
 
The understanding of the tribological friction and wear mechanisms, of the high carbon steel 
plate sliding against the high performance fluoroelastomer tip seal of the scroll expander, in 
dry and lubricated environment, under specific temperature, velocity and load conditions is 
achieved with the use of the TE 57 micro-friction machine. The results showed that for higher 
applied loads and sliding velocities, shearing prevails substantially softening the overall 
contact. The friction coefficient is thus decreased. By contrast for lower applied load and 
sliding velocities the real contact area prevails, restricting excessive shearing due to absence 
of elevated thermal effects. The friction coefficient is significantly increased. This result can 
be effectively used in the design of the scroll expander effectively improving the service life 
of the whole micro-CHP unit. Moreover the excellent performance of the hard fibres in 
reducing the friction coefficient and wear rates of the tested materials is highlighted. When 
the fillers stay well mounted within the matrix of the bulk elastomer material the contact is 
mainly confined between the embedded hard fibres of the elastomer composite slider and the 
steel counterface. Thus the friction coefficient rapidly increases. However, due to higher 
pressure contact and sliding velocities, contact temperature is elevated, which results in a 
serious softening of the elastomer matrix. Thus, fibre removal is seriously aggravated since 
the softened elastomer matrix is not capable of preventing fibres from peeling-off. The fibres 
emerge to the elastomer surface and their hard exposed surface interacts with the steel 
asperities producing abrasion lines across the steel surface. Interestingly, parallel nano-scale 
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linear strips were also detected on the surface of a typical worn fibre. Additionally the fibre’s 
rolling effect is generated. The combination of the lubrication and adhesion contact with the 
rolling effect can substantially reduce the friction coefficient.  
 
An effective correlation between the friction force, the friction coefficient and the wear rate 
parameters is achieved under specific lubricated regimes. In low sliding speeds the friction 
force proportionally increases with the increment of the applied load. Interestingly, in higher 
sliding speeds the friction force is also increased as the applied load is reduced, leading to 
higher friction coefficient values and more severe wear rates. This indicates that a severe 
contact between the exposed hard fibres and the steel asperities has occurred. Shearing is not 
a dominant factor and the real contact prevails. Consequently the friction coefficient and the 
wear rates are rapidly increased. Furthermore, according to friction coefficient graphs it was 
found that the wear rate of the steel samples increases according to the friction coefficient. 
Finally the effect of the sliding time is crucial for long working period applications like the 
scroll expander. The time-related wear rate for the 60-hour running experiment is 
significantly reduced and stabilized at 3 times less than the corresponding rate after 20 hours 
of running. This performance indicates a relaxation of contact is achieved after the running-in 
period, leading to a less severe regime. 
 
A thorough evaluation of the tested lubricants is achieved and their impact on the actual 
contact is revealed. The condition of the oil samples and the interaction debris responsible for 
the wear damage are identified. The presence of ferrous and silicon debris within the lubricant 
solutions after the completion of the tests, justifies that the wear damage in both surfaces is 
derived from severe two- and three-body abrasion wear. Interestingly, the 1500C oil sample 
found that due to oil degradation replacement oil may subsequently be needed after a short 
period of time. A regular inspection of the oil performance within the scroll is required.  
 
Consistent monitoring of the cavitation bubbles behaviour is achieved with the use of an 
appropriate experimental cavitation test rig integrated to a high speed camera. The lubricant 
and water bubbles have similar behaviour as they approach the rigid boundary. They expand 
in a continuous motion, due to pressure variations, keeping a spherical shape until they 
collapse. In the case of refrigerant, the pressure variations affect the shape but not the size of 
the bubbles decelerating the collapse process. Interestingly, during the inception of the 
ultrasonic horn, vapour bubbles are monitored to have emerged, and three different 
behaviours were observed. The water and lubricant bubbles implode generating hundreds of 
micro-bubbles diffused to the liquid with orientation to the boundary wall. The determinant is 
that the lubricant creates a film thickness which absorbs the destructive impact from the 
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imploding bubbles. When a refrigerant bubble collapses, micro-bubbles are generated, 
creating a “jelly” shaped cloud. Camera observations showed that the attraction forces 
between the refrigerant micro-bubbles are strong enough to prevent any bubble diffusion into 
the liquid refrigerant. Across the solid surface the refrigerant bubbles have a very peculiar 
performance. They obtained an amoeboid shape avoiding any regular implosions. This 
behaviour is due to the surface tension forces as they prevail to the viscous forces, sustaining 
an elongated bubbly morphology of the refrigerant cavities. The refrigerant bubbles can 
continue travelling in that amoeboid shape for a significant period of time prior to their 
collapse. Finally the actual impact pressure of the lubricant bubble is determined to be the 
highest among the testing liquids. Apparently the lubricant layer takes on the critical role of 
cushioning the jet impact, protecting the material surface. Thus the damage produced is 
significantly less than expected. Overall refrigerant has the lowest impact pressure.  
 
Moreover, the most hostile liquid environment for the life-cycle of the tested materials is 
revealed. The water bubbles produce the maximum damage among the steel samples, closely 
followed by the lubricant bubbles and finally by the refrigerant bubbles which have by far the 
smallest cavitation impact. Therefore water provides the most hostile environment for the 
steel samples according to the growth and the size of the pits. Additionally, from the 
morphology evolution of the steel samples, it can be deduced that during the formation of the 
cavitation pits in the early stages of cavitation erosion, the best performance is exhibited by 
the chromium steel, closely followed by the high carbon steel, then the scroll’s steel plate and 
finally the low carbon steel. The cavitation pits produced on the chromium surface in all the 
liquid environments are very superficial with the lowest depth and volume loss. Moreover, 
micro-tunnels found on the surface of the low carbon steel were successfully investigated. 
 
An effective correlation between the volume loss, the cavitation erosion rate, the strain energy 
and the hardness of 4 different steel grade materials including the actual steel plate of the 
scroll is achieved. The results from the initiation of the cavitation pits in correlation with the 
results over a prolonged period of time revealed the endurance of the materials against 
cavitation attack. The chromium steel was found to be 25% more durable and tougher than 
the actual steel plate of the scroll during the 1 hour and the 8 hours of testing. Thus, 
chromium steel will initially delay the formation of the cavities, restricting and slowing down 
the erosion damage growth while after a prolonged period of time it would prevent any steep 
increment of the erosion rates.  
 
Moreover a comparative study revealed the real case scenario for the lifetime of the scroll 
prior to be failed by the cavitation mechanism. The maximum operational period without any 
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critical drop of pressure according to the erosion rates (MER) of the scroll’s actual steel plate 
was estimated to be around 12,000 hours. However alterations of the geometric profile of the 
scroll expander (e.g increasing the inlet port diameter, the height of the spiral wall or diverted 
the nozzle) could possibly minimize the possibility of cavitation mechanism development. On 
the other hand such a decision carries significant risks. The performance of the scroll can be 
seriously affected and the efficiency of the micro-CHP unit will be significantly reduced. 
Thus, since the geometry and the ambient environmental conditions of the scroll are not to be 
changed, the safest option is to enhance the lifetime of the scroll device by replacing the 
components which underwent cavitation damage by similar cheaper and stronger materials 
like chromium steel. 
7.2 Future Work 
7.2.1 Sliding Wear 
 
Sliding friction/wear experiments will be performed using the tip seal/steel plate contact 
under various refrigerant/lubricant combinations in order that the wear and friction 
mechanisms can be assessed. This will be performed using a special modified test rig of the 
existing TE 57 sliding micro-friction machine (figure 156). A viscosity device will be 
integrated into the circulation loop to monitoring the viscosity, the density and the shear stress 
of the refrigerant/lubricant mixture in various pressure and temperature conditions. 
Additionally, a second pressurized chamber will be deployed to mix the refrigerant with the 
lubricant prior to it being fed into the circulation pipes.  The mixture will then be introduced 
to the environmental chamber and the sliding wear/friction process will start.  
 
Preliminary tests of the steel plate against the elastomer tip seal under liquid lubricated 
mixture (lubricant/refrigerant) were conducted with the TE 57 sliding micro-friction machine.  
The ambient conditions for the experiments were adjusted at 40 0C temperature and 1 atm 
pressure. The preliminary results showed that refrigerant can seriously reduce the friction 
coefficient of the specific contact surface. Specifically the addition of refrigerant increases the 
friction coefficient by about 20-40% at higher speeds (50 Hz) and 50-70% at lower speeds (25 
Hz). This can prove crucial for higher operating temperatures and longer time duration tests. 
As the wear rate proportionally increases with the friction coefficient, as this study revealed, 
the specific wear rate can be significantly increased under more demanding operating 
conditions. 
 
Moreover, a comparative study of the dry contact wear rates to the lubricated ones is required. 
It is suggested by J. Jia et al [91] and O. Jacobs et al [93] that the wear rates of a 
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steel/polymer contact under lubrication conditions are increased. Thus, a further study of the 
wear rates of the specific steel/elastomer contact, of this project, under dry sliding conditions 
could be an important issue for consideration. Subsequently, a complete investigation and a 
coherent interpretation of the tribological performance of the steel plate against the tip seal 




Figure 156: Schematic representation of the modified TE 57 test rig 
 
Furthermore, the use of a thermal camera will enable the researcher to control and measure 
the temperature between the two rubbing surfaces of the tip seal and the steel plate (figure 
157). The critical temperatures for polymer melting will be correlated with the variations of 
the applied load and the different sliding speeds. Thus, a coherent determination of the 
thermal effects with the friction and wear parameters of the specific steel/elastomer contact 









Chamber sits on 
a heating plate 
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Finally, a coherent interpretation of the main interaction wear mechanisms between the 
sliding walls of the scroll is needed. The adhesion component seems to prevail while the 
nature of the contact gradually changes, accelerating the wear rates across the side walls. 
Thus, a thorough tribological investigation with the use of the TE 57 micro-sliding machine 
of the coating wall against the aluminium side wall of the scroll under sliding lubricated 
conditions is suggested. The specific experimental procedure is considered to be essential in 
maintaining a quality performance of the scroll. Eventually the overall lifecycle of the micro-
CHP unit will be enhanced. Additionally, with the use of the thermal images the dissipation of 
the frictional heat and the temperature augmentation within the lubricant can be estimated. 
This will also reveal the real temperature conditions developed within the ambient 




Figure 157: The thermal imaging system FLIR ThermaCAM SC3000 integrated to the TE 57 




A suitable viscosity measurement apparatus based on the current state of the art will be 
designed and assembled. With the use of the specific apparatus (figure 158) the 
lubricant/refrigerant physical properties will be measured in various temperature and pressure 
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conditions. This will enable the researcher to accurately determine the viscosity, the density, 
the surface tension and the shear stress of the mixture. Moreover the miscibility of the 
mixture can also be measured with the use of an appropriate sensor. The percentage of the 
refrigerant/lubricant miscibility will be correlated with the apparent friction and wear contact. 
Finally the vapour pressure of the mixture at different temperatures and various refrigerant 
concentrations will be measured. This can be done with the use of a typical technique called 
thermogravimetry. 
 
The measurements of the above values will provide the researcher with suitable correlations 
of the cavitation mechanisms over the physical properties of the mixture refrigerant/lubricant. 
Thus, the probability of the generation of cavitation bubbles for the refrigerant/lubricant 
mixture during the operation of the scroll expander, in the critical area of the suction port, will 
be accurately determined. In addition with the results from the above measurements, the 
performance of the lubricant will be determined while the lubrication regime will be 
interpreted across that area. 
 
 
Figure 158: Schematic representation of the viscosity test rig. 
 
The above results in combination with the design concepts of the scroll expander will help to 
improve the design parameters of the scroll. Thus the mechanical performance and efficiency 
of the scroll will be improved while the cavitation phenomena and the excessive wear 
mechanisms will be constrained to a minimum extent.  
 
 










Furthermore an analytical 3D simulation of the working fluid performance when it is instantly 
introduced inside the central expansion chamber of the scroll has to be performed. This will 
show in detailed the alteration of the initial environmental conditions with respect to time and 
the orbiting movement of the scroll. The cavitation impact regions onto the main components 
of the scroll during the expansion process will be also determined. 
 
Finally with the use of a thermal camera, the temperature distribution during the miscibility of 
the fluids inside the chamber will be monitored. This will help in the interpretation and the 
control of the miscibility mechanism of the tested liquids. Apparently the cavitation 






































Figure 159: A) Mounting press B) Polishing wheels C) Cutting machine D) Ultrasonic bath 
 
The sample was initially cut in appropriate shape and dimensions by the cutting machine and 
then was installed into the chamber of the mounting press where Bakelite powder was added. 
The sample when mounted on the Bakelite base sample was sent for grinding and polishing. 
Special polishing pastes and lubricants were used. Finally the steel sample was send into an 
ultrasonic bath for thorough cleaning. This same cleaning process was also used after the end 








































Appendix D: Tables of τ0 and α in regards to the applied 
pressure 
 
Metal α τ0 (Mpa) µeff (at p=1MPa) 
Fe 0.075 173.82 0.246 
Cu 0.049 107.61 0.16 
Aga 0.036 109.04 0.144 
Au 0.029 91.82 0.123 
Al 0.035 47.56 0.082 
Sna 0.012 12.3 0.024 
Ina 0.006 5.65 0.011 
 
Table 15: Dependence of saturation shear strength and friction of metals on the applied pressure 
(a Commonly used solid lubricants) [207] 
 
Appendix E: Evidence of corrosion within the cavities of the 





Figure 162: Two different regions of cavities A) Typical cavities B) Cavities with accumulated 
Oxygen. The cluster of cavities with O2 is distinctive showing a corrosive pattern rather than a 
cluster of typical cavitation craters and cracks (the yellow lines indicating the analysis area). 
Element Weight% Atomic% 
          
P K 1.03 1.84 
S K 0.44 0.76 
K K 0.62 0.88 
Fe K 95.83 94.93 
Cu K 0.88 0.76 
Br L 1.2 0.83 
Totals 100   
Element Weight% Atomic% 
        
O K 11.47 30.61 
P K 1.93 2.66 
S K 0.8 1.06 
K K 0.76 0.83 
Mn K 0.73 0.57 
Fe K 82.65 63.16 
Cu K 1.65 1.11 




Appendix F: Calculation of the contact load within the scroll expander  
 
Scroll with Seal   Friction Coefficient     
Load (kg) Weigth (kg) Weigth of Scroll (kg) Scroll with Seal 0.196 0.212   
4.5 0.55 0.332 Scroll Without Seal 0.185    
4.5 0.55 0.332 Scroll with Seal and Lubricant 0.241     
4.5 0.55 0.332     
4.5 0.55 0.332     
4.5 0.55 0.332 Start Up Conditions of the Scroll       
Load (kg) Weigth (kg) Weigth of Scroll (kg) Measurments A B C 
5 0.800 0.332 Friction Torque (Nm) 1 1 1 
5 0.700 0.332 Friction Coefficient 0.241 0.2 0.25 
5 0.740 0.332 Radius of Ecentricity (m) 0.005 0.005 0.005 
5 0.680 0.332         
5 0.730 0.332 Contact Load (N) 829.876 1000 800 
Scroll Without Seal       
Load (kg) Weigth (kg) Weigth of Scroll (kg) Area (mm2) 2320    
5 0.6 0.33 Sample Area (mm2) 25    
5 0.59 0.33 Number of Samples 92.80    
5 0.59 0.33   90    
5 0.6 0.33       
5 0.59 0.33 Contact Load Per Sample in TE 57 (N) 9.221 11.111 8.889 
5 0.594 0.33     
Scroll with Seal and Lubricant     
Load (kg) Weigth (kg) Weigth of Scroll (kg) Contact Pressure Measurements 
5 0.870 0.332 Contact Pressure (Mpa) inside scroll 0.36 0.43 0.34 
5 0.850 0.332 Contact Pressure (Mpa) per sample TE 57 20N 0.80     
5 0.900 0.332 Contact Pressure (Mpa) per sample TE 57 40N 1.60     
5 0.873 0.332     
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Appendix G: Friction/Wear results (A) 
 
Process: Characterization of the contact nature of the steel plate versus the tip seal for dry and lubricated conditions 
Test Rig: TE 57 sliding micro-friction machine.  




Friction Coefficient Velocity (m/sec) Load (N) Ratio V/L 
50Hz (Lub) 20 Hz (Dry) 25 Hz (Dry) 50 Hz (Dry)         20 Hz 25 Hz 50 Hz 
0.019 0.027 0.032 0.06 0.2 0.25 0.5 40 0.0050 0.0063 0.0125 
0.021 0.028 0.035 0.067 0.2 0.25 0.5 35 0.0057 0.0071 0.0143 
0.025 0.03 0.038 0.076 0.2 0.25 0.5 30 0.0067 0.0083 0.0167 
0.031 0.032 0.041 0.085 0.2 0.25 0.5 25 0.0080 0.0100 0.0200 
0.045 0.034 0.044 0.102 0.2 0.25 0.5 20 0.0100 0.0125 0.0250 
0.065 0.037 0.046 0.14 0.2 0.25 0.5 15 0.0133 0.0167 0.0333 
0.1 0.042 0.049 0.202 0.2 0.25 0.5 10 0.0200 0.0250 0.0500 





Appendix G: Friction/Wear results (B) 
 
Process: Pin on Plate sliding contact  
Test rig: TE 57 sliding micro-friction machine.  




Experimental Data of High carbon steel against reinforced fluoroelastomer (Pin on Plate Contact) 
Tests Conditions Stroke (mm) Time (sec) Frequency (Hz) Average Velocity (m/sec) Normal Load (N) Contact Area ( mm2) Contact Pressure (MPa) Sliding Distance (m) 
1 400C-25Hz-20h 10 72000 25 0.25 20 25 0.80 18000 
2 400C-25Hz-20h 10 72000 25 0.25 40 25 1.60 18000 
3 400C-50Hz-20h 10 72000 50 0.5 20 25 0.80 36000 
4 400C-50Hz-20h 10 72000 50 0.5 40 25 1.60 36000 
5 1000C-25Hz-20h 10 72000 25 0.25 20 25 0.80 18000 
6 1000C-25Hz-20h 10 72000 25 0.25 40 25 1.60 18000 
7 1000C-50Hz-20h 10 72000 50 0.5 20 25 0.80 36000 
8 1000C-50Hz-20h 10 72000 50 0.5 40 25 1.60 36000 
9 1500C-25Hz-20h 10 72000 25 0.25 20 25 0.80 18000 
10 1500C-25Hz-20h 10 72000 25 0.25 40 25 1.60 18000 
11 1500C-50Hz-20h 10 72000 50 0.5 20 25 0.80 36000 
12 1500C-50Hz-20h 10 72000 50 0.5 40 25 1.60 36000 
13 400C-50Hz-60h 10 216000 50 0.5 20 25 0.80 108000 
14 1000C-50Hz-60h 10 216000 50 0.5 20 25 0.80 108000 




Appendix G: Friction/Wear results (B continued) 
 
 
Wear/Friction Measurements of High carbon steel against reinforced fluoroelastomer (Pin on Plate Contact) 
Tests Wear Volume Loss (mm3)  Specific Wear Rate (mm3/Nm) Wear Resistance (Nm/mm3) Time Related Depth Wear (mm/sec) 
1 1.01E-02 2.81E-08 3.56E+07 5.62E-09 
2 6.02E-03 8.36E-09 1.20E+08 3.34E-09 
3 1.42E-02 1.97E-08 5.08E+07 7.87E-09 
4 1.24E-02 8.61E-09 1.16E+08 6.89E-09 
5 1.72E-02 4.79E-08 2.09E+07 9.58E-09 
6 6.50E-03 9.03E-09 1.11E+08 3.61E-09 
7 2.01E-02 2.80E-08 3.57E+07 1.12E-08 
8 1.50E-02 1.04E-08 9.61E+07 8.32E-09 
9 2.24E-02 6.22E-08 1.61E+07 1.24E-08 
10 2.06E-02 2.86E-08 3.50E+07 1.14E-08 
11 6.76E-02 9.38E-08 1.07E+07 3.75E-08 
12 3.17E-02 2.20E-08 4.55E+07 1.76E-08 
13 1.37E-02 6.33E-09 1.58E+08 2.53E-09 
14 2.71E-02 1.26E-08 7.96E+07 5.03E-09 











Appendix G: Friction/Wear results (B continued) 
 
 
Wear/Friction Measurements of High carbon steel against reinforced fluoroelastomer (Pin on Plate Contact) 
Tests PV (Mpa *m/sec) Roughness Ra (µm) Roughness RMS (µm) Friction Coefficient Thermal Density Flow (W/m2) 
1 0.2 0.7 0.8 0.014 4375 
2 0.4 0.5 0.65 0.008 1250 
3 0.4 0.5 1 0.07 87500 
4 0.8 0.55 0.65 0.025 15625 
5 0.2 0.4 0.6 0.017 5312.5 
6 0.4 0.2 0.225 0.012 1875 
7 0.4 0.575 0.65 0.085 106250 
8 0.8 0.6 0.85 0.035 21875 
9 0.2 0.6 0.85 0.014 4375 
10 0.4 0.4 0.5 0.015 2343.75 
11 0.4 1.4 1.7 0.11 137500 
12 0.8 1 1.3 0.04 25000 
13 0.4 0.6 0.8 0.065 81250 
14 0.4 0.45 0.4 0.085 106250 











Appendix H: Oil Analysis/ISO Cleanliness Codes 
 
 
ISO 4406:1999 Code Chart 
Particles per millilitre 
Range Code More than Up to/ Including 
24 80000 160000 
23 40000 80000 
22 20000 40000 
21 10000 20000 
20 5000 10000 
19 2500 5000 
18 1300 2500 
17 640 1300 
16 320 640 
15 160 320 
14 80 160 
13 40 80 
12 20 40 
11 10 20 
10 5 10 
9 2.5 5 
8 1.3 2.5 
7 0.64 1.3 
6 0.32 0.64 
 
 




Appendix I: Surface Tension Measurements for various liquids 
 
Process: Measuring the surface lift of various liquids 
Test rig: Optical microscope/Orifice tubes 
Tested Liquids: Distilled water, Refrigerant, Lubricant 170, Lubricant 22 
 
 
Surface Tension (N/m) 
In Various Liquids Lift dh (m) Density ρ (kg/m3) Gravitational Force g (m/sec2) Diameter d (m) Surface Tension σ (mN/m) 
Lubricant 22 0.00215 995 9.81 0.01 52.47 
Pentane 0.0023 625 9.81 0.01 35.25 
Water 0.0024 1000 9.81 0.01 58.86 
















Appendix J: Cavitation-Erosion Test results (A) 
 
Process: Camera observations with the use of a high speed camera 
Test rig: Ultrasonic cavitation apparatus integrated to a high speed camera  
Tested Liquids: Distilled water, Refrigerant, Lubricant 
 
 
Typical Cavitation Bubble Performance for Various Liquid Environments 
Bubble Performance in Distiled Water Environment 
Bubbles Radius (µm) Time (µsec) Bubbles Velocity (m/sec) Boundary Distance (µm) Normalised Distance (γ) Average Jet Velocity (m/sec) 
28 10 0.4 310 12.07   
24 20 0.6 302 13.58   
30 30 6 288 10.6   
90 40 7 220 3.44 18 
20 50 0.5 240 13 18 
25 60 2.5 180 8.2   
50 70 3.4 160 4.2   
84 80 2.4 160 2.9 16.8 
60 90 2 140 3.33 16.8 
40 100 1 110 3.75   
30 110 1.1 105 4.5   
19 120 2.1 95 6   
40 130 2 55 2.38   
60 140 3.1 40 1.67   
91 150 8.3 8 1.09 18.2 




Appendix J: Cavitation-Erosion Test results (A continued) 
 
 
Typical Cavitation Bubble Performance for Various Liquid Environments 
Bubble Performance in Pentane Environment 
Bubbles Radius (µm) Time (µsec) Bubbles Velocity (m/sec) Boundary Distance (µm) Normalise Distance (γ) Average Jet Velocity (m/sec) 
50 10 1.2 196 4.92   
38 20 0.8 215 6.66   
30 30 1.4 214 8.13   
44 40 1.6 203 5.61   
60 50 0.5 171 3.85   
55 60 0.5 160 3.91   
50 70 0.5 159 4.18   
45 80 1 144 4.2   
55 90 0.3 128 3.33   
52 100 1.6 116 3.23   
36 110 1.1 115 4.19   
25 120 1.1 113 5.52   
36 130 1.9 99 3.75   
55 140 0.3 55 2   
58 150 3.7 8 1.14 11.6 








Appendix J: Cavitation-Erosion Test results (A continued) 
 
 
Typical Cavitation Bubble Performance for Various Liquid Environments 
Bubble Performance in Lubricant Environment 
Bubbles Radius (µm) Time (µsec) Bubbles Velocity (m/sec) Boundary Distance (µm) Normalise Distance (γ) Average Jet Velocity (m/sec) 
50 10 3.5 99 2.98   
15 20 0.5 127 9.47   
20 30 2 120 7   
40 40 4 104 3.6   
80 50 2 60 1.75   
100 60 8.6 49 1.49 20 
14 70 1.6 87 7.21 20 
30 80 3 51 2.7   
60 90 2 28 1.47   
80 100 6.5 14 1.18 16 
15 110 0.7 67 5.47 16 
22 120 4.8 84 4.82   
70 130 2 45 1.64   
90 140 1.5 28 1.31   
105 150 1.5 20 1.19   
120 160 0.59375 15 1.13 24 







Appendix J: Cavitation-Erosion Test results (B) 
 
Micro Jet Impact during the implosion of the bubble 
Liquid Environment Time Step (µsec) Normalise Distance (γ) Velocity of the Micro-Jet (m/sec) Impact Pressure (MPa) Impact Pressure Regime 
Water 40 3.75 1247.26 1840.96 Liquid-Liquid Impact 
Water 150 1.11 109.28 161.30 Liquid-Solid Impact 
Pentane 150 1.14 98.74 62.11 Liquid-Solid Impact 
Lubricant 60 1.49 198.34 335.49 Liquid-Liquid Impact 
Lubricant 100 1.18 124.40 210.41 Liquid-Liquid Impact 
Lubricant 160 1.13 114.08 192.96 Liquid-Solid Impact 
 
Microbubble Impact during the implosion of the bubble-Solid/Liquid Impact 
Liquid Environment Time Step (µsec) Microbubble Radius (µm) Normalise Distance (γ) Velocity of the Micro-Jet (m/sec) Impact Pressure (MPa) 
Water 150 9.1 1.88 313.19 462.27 
Pentane 150 5.8 2.38 438.82 271.52 
Lubricant 160 12.0 2.25 452.28 765.03 
Microbubble Impact during the implosion of the bubble-Liquid/Liquid Impact 
Water 40 9.0 25.44 57422.38 84755.43 
Pentane 50 No Collapse No Collapse No Collapse No Collapse 




Measurements of the maximum bubble energy of the bubble prior to collapse 
Liquids Time step (sec) Acoustic Power (Watt) Impact Pressure (Mpa) Viscosity (mPas) Static Pressure (Pa) Vapour Pressure (Pa) at 200C Rmax (m) Bubble Energy (mJ) 
Lubricant 150 9 236.81 30 100000 1300 0.00012 3.38E-04 
Pentane 150 3 30.94 0.225 100000 53328 5.50E-05 6.81E-05 
Water 160 6 132.84 1 100000 2230 0.000091 3.11E-04 
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Appendix J: Cavitation-Erosion Test results (C) 
 
Process: After test hardness measurements (3-hour, 5-hour and 8-hour) 
Test equipment: Micro-hardness machine 
Materials: Scroll: High carbon steel plate, Market steels: High carbon, Low carbon and Chromium 
 
  Hardness Measurements 
  
  3 Hours Experiments 
Steel Samples Point 1 Point 2 Point 3 Point 4 Point 5 Point 6 Point 7 Point 8 Point 9 Point 8 Point 7 Point 6 
Chromium 876 876 839 839 876 876 891 805 686 805 891 876 
High Carbon 805 757 686 686 713 772 805 660 636 660 805 772 
Low Carbon 820 660 467 426 515 482 439 413 378 413 439 482 
Steel Plate 533 533 533 571 551 551 545 482 467 482 545 551 
                          
  5 Hours Experiments 
Steel Samples Point 1 Point 2 Point 3 Point 4 Point 5 Point 6 Point 7 Point 8 Point 9 Point 8 Point 7 Point 6 
Chromium 839 876 839 805 839 839 805 713 660 713 805 839 
High Carbon 876 839 805 805 839 839 742 686 636 686 742 839 
Low Carbon 839 686 551 660 551 533 533 498 439 498 533 533 
Steel Plate 515 515 498 498 515 515 482 467 453 467 482 515 
                          
  8 Hours Experiments 
Steel Samples Point 1 Point 2 Point 3 Point 4 Point 5 Point 6 Point 7 Point 8 Point 9 Point 8 Point 7 Point 6 
Chromium 876 805 742 958 876 742 742 713 636 713 742 742 
High Carbon 821 805 378 591 805 713 742 571 378 571 742 713 
Low Carbon 805 533 358 453 482 467 428 439 330 439 428 467 
Steel Plate 571 561 571 482 515 515 453 439 416 439 453 515 
Steel Plate 571 561 571 482 515 515 453 439 416 439 453 515 
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Appendix J: Cavitation-Erosion Test results (D) 
 
Process: Characterization of the ring areas (prolonged period of time) 
Test equipment: Zygo interferometer microscope 
Materials: Scroll expander: High carbon steel plate, Market steels: High carbon, Low carbon and Chromium 
 
Ring Areas Characterization 
Chromium Sample Time Steps (hours) Roughness (Ra) (µm) Roughness (rms) (µm) Average Depth (µm) Maximum Depth (µm) Volume Remove (mm3) 
Pits 1 0.045 0.065 0.15-0.25 0.3 8.44E-05 
Pits 2 1.9 2.8 7-12 14 6.00E-04 
Crater 3 1 1.5 8.5 14 1.44E-03 
Crater 5 8.8 10.5 36 50 2.04E-02 
Crater 8 11.8 14.2 48 54 3.80E-02 
High Carbon Sample Time Steps (hours) Roughness (Ra) (µm) Roughness (rms) (µm) Average Depth (µm) Maximum Depth (µm) Volume Remove (mm3) 
Pits 1 0.115 0.2 0.1-0.15 0.2 1.82E-04 
Pits 2 1.7 2.4 3-7 12 1.26E-03 
Crater 3 1.5 2.5 8 12 2.70E-03 
Crater 5 5.6 6.3 15 21 2.20E-02 
Crater 8 11 12.8 42 45 4.60E-02 
Low Carbon Sample Time Steps (hours) Roughness (Ra) (µm) Roughness (rms) (µm) Average Depth (µm) Maximum Depth (µm) Volume Remove (mm3) 
Pits 1 0.275 0.4 0.12-0.25 0.3 2.21E-04 
Crater 2 5.1 6 18 22 6.20E-03 
Crater 3 4.8 6.1 23 35 1.62E-02 
Crater 5 9.1 11.8 40 49 3.08E-02 
Crater 8 21.3 29.2 115 182 7.80E-02 
Steel Plate Sample Time Steps (hours) Roughness (Ra) (µm) Roughness (rms) (µm) Average Depth (µm) Maximum Depth (µm) Volume Remove (mm3) 
Pits 1 0.22 0.35 0.15-0.25 0.3 1.12E-04 
Pits 2 0.4 0.65 3 5 6.60E-04 
Crater 3 3.6 2.4 12 16 3.10E-03 
Crater 5 3.8 5 18 23 9.60E-03 
Crater 8 16.4 21.5 75 94 5.00E-02 
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Appendix J: Cavitation-Erosion Test results (D continued) 
 
 
Chromium Sample Ring Eroded Area (mm2) Eroded Area (mm2) MER (µm/h) REC (h/µm) MER on Crater (µm/h) REC on Crater (h/µm) MDE (µm) Strain Energy (mJ) 
Pits 0.02 15 5.627E-03 177.73 2.11 0.47 0.006 0.84 
Pits 0.2 15 2.000E-02 50.00 0.75 1.33 0.040 5.97 
Crater 0.25 15 3.200E-02 31.25 0.96 1.04 0.096 14.33 
Crater 0.9 15 2.720E-01 3.68 2.27 0.44 1.360 203.06 
Crater 1.1 15 3.167E-01 3.16 2.16 0.46 2.533 378.25 
High Carbon Sample Ring Eroded Area (mm2) Eroded Area (mm2) MER (µm/h) REC (h/µm)         
Pits 0.035 15 1.211E-02 82.60 2.59 0.39 0.012 0.21 
Pits 0.4 15 4.200E-02 23.81 0.79 1.27 0.084 1.49 
Crater 0.4 15 6.000E-02 16.67 1.13 0.89 0.180 3.20 
Crater 0.785 15 2.933E-01 3.41 2.80 0.36 1.467 26.04 
Crater 1.1 15 3.833E-01 2.61 2.61 0.38 3.067 54.44 
Low Carbon Sample Ring Eroded Area (mm2) Eroded Area (mm2) MER (µm/h) REC (h/µm)         
Pits 0.4 15 1.472E-02 67.93 0.28 3.62 0.015 0.05 
Crater 0.785 15 2.067E-01 4.84 1.97 0.51 0.413 1.37 
Crater 0.785 15 3.600E-01 2.78 3.44 0.29 1.080 3.59 
Crater 0.8 15 4.107E-01 2.44 3.85 0.26 2.053 6.83 
Crater 0.7 15 6.500E-01 1.54 6.96 0.14 5.200 17.30 
Steel Plate Sample Ring Eroded Area (mm2) Eroded Area (mm2) MER (µm/h) REC (h/µm)         
Pits 0.1 15 7.493E-03 133.45 0.56 1.78 0.007 0.18 
Pits 0.2 15 2.200E-02 45.45 0.83 1.21 0.044 1.05 
Crater 0.4 15 6.889E-02 14.52 1.29 0.77 0.207 4.91 
Crater 0.65 15 1.280E-01 7.81 1.48 0.68 0.640 15.21 




Appendix J: Cavitation-Erosion Test results (E) 
 
Process: Characterization of the cavitation pits after 10 min test 
Test equipment: SEM/Zygo interferometer microscope 
Materials: Scroll expander: High carbon steel plate, Market steels: 
High carbon, Low carbon and Chromium 
 
  Formation of Cavitation Pits after 10 min test 
  Typical Depth of Pits (µm) 
  Lubricant Pentane Water 
High Carbon Steel 0.12 0.025 0.162 
Low Carbon Steel 0.166 0.036 0.22 
Chromium Steel 0.11 0.04 0.14 
Scroll's Steel Plate 0.204 0.047 0.203 
  Typical Area of Pits (µm2) 
  Lubricant Pentane Water 
High Carbon Steel 79.4 56 88.57 
Low Carbon Steel 76.5 65.63 116.25 
Chromium Steel 65.45 44.17 97.05 
Scroll's Steel Plate 70.67 54.35 82.6 
  Typical Volume of Pits (µm3) 
  Lubricant Pentane Water 
High Carbon Steel 7.15 2 11.33 
Low Carbon Steel 10.26 2.75 22.19 
Chromium Steel 6.04 2.22 9.41 
Scroll's Steel Plate 10.02 2.87 15.28 
 
  Cavitation Pits with maximum Depth 
  Maximum Depth of Pits (µm) 
  Lubricant Pentane Water 
High Carbon Steel 0.21 0.038 0.29 
Low Carbon Steel 0.32 0.096 0.44 
Chromium Steel 0.2 0.075 0.28 
Scroll's Steel Plate 0.27 0.09 0.4 
  Diameter of Pits (µm2) 
  Lubricant Pentane Water 
High Carbon Steel 95 30 95 
Low Carbon Steel 85 50 50 
Chromium Steel 75 50 50 
Scroll's Steel Plate 38.5 60 80 
  Volume of Pits (µm3) 
  Lubricant Pentane Water 
High Carbon Steel 9.35 2.65 21.18 
Low Carbon Steel 18.26 5.43 22.61 
Chromium Steel 8.13 3.47 8.88 
Scroll's Steel Plate 9.44 4.53 25.86 
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Appendix J: Cavitation-Erosion Test results (E continued)  
 
  Cavitation Pits with maximum Volume 
  Maximum Volume of Pits (µm3) 
  Lubricant Pentane Water 
High Carbon Steel 10.32 3.61 21.18 
Low Carbon Steel 27.17 5.43 48.21 
Chromium Steel 15.04 3.94 13.5 
Scroll's Steel Plate 15.98 4.53 28.37 
  Depth of Pits (µm) 
  Lubricant Pentane Water 
High Carbon Steel 0.1 0.028 0.29 
Low Carbon Steel 0.24 0.096 0.35 
Chromium Steel 0.18 0.062 0.15 
Scroll's Steel Plate 0.25 0.09 0.27 
  Diameter of Pits (µm2) 
  Lubricant Pentane Water 
High Carbon Steel 150 120 95 
Low Carbon Steel 155 50 180 
Chromium Steel 130 75 130 
Scroll's Steel Plate 95 60 145 
 
  Cavitation Pits with a maximum Area 
  Maximum Area of Pits (µm2) 
  Lubricant Pentane Water 
High Carbon Steel 150 120 185 
Low Carbon Steel 155 130 215 
Chromium Steel 130 75 155 
Scroll's Steel Plate 155 115 200 
        
  Depth of Pits (µm) 
  Lubricant Pentane Water 
High Carbon Steel 0.1 0.028 0.1 
Low Carbon Steel 0.24 0.033 0.09 
Chromium Steel 0.18 0.062 0.095 
Scroll's Steel Plate 0.15 0.025 0.17 
        
  Volume of Pits (µm3) 
  Lubricant Pentane Water 
High Carbon Steel 10.32 3.61 10.25 
Low Carbon Steel 27.17 3.4 12.97 
Chromium Steel 15.04 3.94 7.47 







Appendix K: Characteristic measurements of various cavities found across the steel plate of the SE1000 
 
Process: Microscopic investigation of the critical/damaged areas of the SE1000 
Test equipment: Optical and ZYGO interferometer microscopes 
Materials: High carbon steel plate of the scroll expander 
 
Steel Plate Cavities Measurements 
Craters Roughness (Ra) (µm) Roughness (rms) (µm) Average Depth (µm) Volume Remove (µm3) Eroded Area (mm2) Time Period (h) MER ((µm/h) REC (h/µm) 
1 1 1.5 6.2 3320 3.85E-03 1000 8.62E-04 1.16E+03 
2 0.4 0.9 5.2 5485 1.45E-02 1000 3.78E-04 2.64E+03 
3 0.5 0.9 4.9 9200 2.52E-02 1000 3.65E-04 2.74E+03 
4 1.2 1.7 6.3 7100 3.85E-03 1000 1.84E-03 5.42E+02 
5 0.35 0.6 4.5 10300 2.52E-03 1000 4.09E-03 2.45E+02 
6 1.2 1.5 6 14400 8.00E-03 1000 1.80E-03 5.56E+02 
7 1 1.4 4.5 3975 3.85E-03 1000 1.03E-03 9.69E+02 
: : : : : : : : : 
: : : : : : : : : 
94 0.5 0.9 5.7 24000 6.00E-03 1000 4.00E-03 2.50E+02 
95 0.35 0.6 4 11100 2.52E-03 1000 4.40E-03 2.27E+02 
96 0.4 0.9 4 2000 5.60E-03 1000 3.57E-04 2.80E+03 
97 1.2 1.7 6.5 6500 3.85E-03 1000 1.69E-03 5.92E+02 
98 1 1.3 3.8 3300 3.85E-03 1000 8.57E-04 1.17E+03 
99 0.9 1.5 6 3800 3.85E-03 1000 9.87E-04 1.01E+03 
Average     5.16 7916.36 7.37E-03   1.52E-03 1.28E+03 
 
Unit Representative area (mm2) Num of pits Ring Eroded Area (mm2) Num of pits Volume Loss (µm3) Average Max Volume Loss (µm3) MER (µm/h) MER max(µm/h) 
SE1000 8 200 200 8000 64000000 160000000 0.00032 0.0008 
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